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ABOUT US

More about VOLTAMPERE LIGHTING
A Greece-based professional smart solution
Provider of digital lighting technology, which provides High-quality luminaires that can be expanded 
with Additional sensor parts, making them a source and data generating location with available con-
nectivity whenever and wherever the customer needs.
Since our inception, we have offered state-of-the-art LED luminaires, implemented exceptional LED 
projects, been recognized and widely accepted by major consultants
& developers. We actively advance the technology
in order to create more energy-efficient and higher quality products for our customers.

VOLTAMPERE LIGHTING FOCUS ON:
- General Lighting and Luminaires
- Projects and Lighting Solutions
- High Customization Level
SPECIAL REQUEST FACTORY
Our special request factory provides us with unrivalled flexibility, which allows us to make very small 
and precise parts with ease and at speed.

LED PRODUCTION
All of our LED chips are soldered using the selective wave method, and all components and final prod-
ucts are thoroughly tested using precision equipment in line with stringent technical standards.

Residential
VOLTAMPERE LIGHTING residential luminaire selection is extremely wide and designed to cover all 
professional needs in general lighting at home as well as in public premises.

Public premises
Efficient and functional lighting enhances productivity and improves performance where ever we 
work. VOLTAMPERE LIGHTING public premises luminaires can be designed and installed to make the 
best possible lighting for each situation.

Industrial
VOLTAMPERE LIGHTING solves industrial lighting needs. Paper mill or parking hall; our efficient, wide 
and light technically superior portfolio suits almost everywhere.

Outdoor
VOLTAMPERE LIGHTING outdoor luminaire selection is energy efficient, long lasting and economically 
sustainable. We know how to light parks, squares as well as yards and parking areas.
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01-Spot Lights

138     167 Page  168     175Page  126     137 Page  

102     127 Page  

76     101 Page  64     75 Page  08     63 Page  
02-Down Lights

04-Magne�c System

03-Track Lights

INDOOR LIGHT

05-Pendant Light 07-LED Bulb06-Strip Light
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01-Spot Lights
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02-Down Lights
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03-Track Lights

INDOOR LIGHT

05-Pendant Light 07-LED Bulb06-Strip Light
220    223 Page  204     219 Page  

01-Cilling Surface Mounted
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02-Wall Ligh�ng

OUTDOOR LIGHT

03-UnderGround light 04-Bollard Light

7



MAGNETIC LIGHTING
 SYSTEM





ALLO MAGNETIC LIGHTING SYSTEM

115 www.sat-lighting.com
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ALLO MAGNETIC LIGHTING SYSTEM

115 www.sat-lighting.com

Applications : 

116www.sat-lighting.com

Applications :
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Magnetic Lighting System

Features

-  Magnetic Lighting System is an ideal and flexible solution for lighting designers. Within this system, lighting 

designers can easily achieve lighting from point, line and surface. 

- 

can be adjusted according to the thickness of ceiling. 

-  Tooling is not required for luminaries installation. 

- 

ends. 

- 

-  The whole system supports Dali/0-10V control.
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Magnetic Lighting System

Features

-  Magnetic Lighting System is an ideal and flexible solution for lighting designers. Within this system, lighting 

designers can easily achieve lighting from point, line and surface. 

- 

can be adjusted according to the thickness of ceiling. 

-  Tooling is not required for luminaries installation. 

- 

ends. 

- 

-  The whole system supports Dali/0-10V control.

Applications : 
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Lock

Magnetic Installation

Light elements are quick to position and connect 

automatically with magnets , can be easily slided to 

adjust beam angle only via one hand , without any 

tools.

Secure Fixed Lock

Under structure of powerful magnetic attraction 

and unique design in reinforced snap-on, perfectly 

allow to match series of luminaires, safely ensure 

the luminaire and trunk are quick to lock on the 

the trunk.

Magnetic system makes installation more convenient

Lock

Magnetic Installation

Light elements are quick to position and connect 

automatically with magnets , can be easily slided to 

adjust beam angle only via one hand , without any 

tools.

Secure Fixed Lock

Under structure of powerful magnetic attraction 

and unique design in reinforced snap-on, perfectly 

allow to match series of luminaires, safely ensure 

the luminaire and trunk are quick to lock on the 

the trunk.

Magnetic system makes installation more convenient

119 www.sat-lighting.com
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Lock

Magnetic Installation

Light elements are quick to position and connect 

automatically with magnets , can be easily slided to 

adjust beam angle only via one hand , without any 

tools.

Secure Fixed Lock

Under structure of powerful magnetic attraction 

and unique design in reinforced snap-on, perfectly 

allow to match series of luminaires, safely ensure 

the luminaire and trunk are quick to lock on the 

the trunk.

Magnetic system makes installation more convenient

Lock

Magnetic Installation

Light elements are quick to position and connect 

automatically with magnets , can be easily slided to 

adjust beam angle only via one hand , without any 

tools.

Secure Fixed Lock

Under structure of powerful magnetic attraction 

and unique design in reinforced snap-on, perfectly 

allow to match series of luminaires, safely ensure 

the luminaire and trunk are quick to lock on the 

the trunk.

Magnetic system makes installation more convenient

119 www.sat-lighting.com

Magnetism

Left and right switch to unlock

120www.sat-lighting.com

Magnetism

Left and right switch to unlock
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Model

VAZFM508X

Model

VAZMM508X 

Power

LED 22W

Power

LED 22W

Light output

850lm

Light output

850lm

Ambient Temp

-20°C-+40°C

Ambient Temp

-20°C-+40°C

Input 

DC 24V

Input 

DC 24V

60

120

180

240

300

40

80

120

160

200

h(m) 

1

2

3

4

5

h(m) 

1

2

3

4

5

E(lx) 

286.4

71.61

31.83

17.90

11.46

E(lx) 

196.0

49.01

21.78

12.25

7.841

D(cm)

248.05

496.11

744.16

992.21

1240.27

D(cm) 

261.78

523.56

785.34

1047.12

1308.90

Power : 22W

Power : 22W

Beam angle : 110°

Beam angle : 130°

°

°°

Accessories :

Accessories :

Honey-comb

Honey-comb

508x34

62

ALLO FLOOD LINEAR SERIES

ALLO FLOOD LINEAR SERIES

508x34

87

°

°°

Unit:mm

Unit:mm
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Model

VAZFM508X

Model

VAZMM508X 

Power

LED 22W

Power

LED 22W

Light output

850lm

Light output

850lm

Ambient Temp

-20°C-+40°C

Ambient Temp

-20°C-+40°C

Input 

DC 24V

Input 

DC 24V

60

120

180

240

300

40

80

120

160

200

h(m) 

1

2

3

4

5

h(m) 

1

2

3

4

5

E(lx) 

286.4

71.61

31.83

17.90

11.46

E(lx) 

196.0

49.01

21.78

12.25

7.841

D(cm)

248.05

496.11

744.16

992.21

1240.27

D(cm) 

261.78

523.56

785.34

1047.12

1308.90

Power : 22W

Power : 22W

Beam angle : 110°

Beam angle : 130°

°

°°

Accessories :

Accessories :

Honey-comb

Honey-comb

508x34

62

ALLO FLOOD LINEAR SERIES

ALLO FLOOD LINEAR SERIES

508x34

87

°

°°

Unit:mm

Unit:mm

Applications : 

Especially suitable for commercial counter and shops, also the exhibition hall, etc. .

122www.sat-lighting.com

Applications : 

Especially suitable for commercial counter and shops, also the exhibition hall, etc. .
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400

800

1200

16000

2000

h(m) 

1

2

3

4

5

E(lx) 

1523

380.7

169.2

95.18

60.91

D(cm) 

62.27

124.53

186.80

249.06

311.33

Power : 12W Beam angle : 36°

Model

VAZDM164X

Model

VAZDM322X

Power

LED 6W

Power

LED 12W

Light output

385lm

Light output

700lm

Ambient Temp

-20°C-+40°C

Ambient Temp

-20°C-+40°C

1000

2000

3000

4000

5000

1200

2400

3600

4800

6000

h(m) 

1

2

3

4

5

h(m) 

1

2

3

4

5

E(lx) 

4885

1221

542.8

305.3

195.4

E(lx) 

5750

1438

638.9

359.4

230.0

D(cm) 

21.16

42.33

63.49

84.65

105.82

D(cm) 

24.51

49.01

73.52

98.02

122.53

Power : 6W

Power : 12W

Beam angle : 12°

Beam angle : 12°

500

1000

1500

2000

2500

900

1800

2700

3600

4500

h(m) 

1

2

3

4

5

h(m) 

1

2

3

4

5

E(lx) 

2348

587.1

260.9

146.8

93.94

E(lx) 

4393

1098

488.1

274.6

175.7

D(cm) 

31.70

63.40

95.10

126.79

158.49

D(cm) 

34.78

69.57

104.35

139.14

173.92

Power : 6W

Power : 12W

Beam angle : 24°

Beam angle : 24°

300

600

900

1200

1500

h(m) 

1

2

3

4

5

Power : 6W Beam angle : 36°

°

°

°

°

°

°

°

°

°

°

E(lx) 

1112

277.9

123.5

69.48

44.47

D(cm) 

56.02

112.04

186.06

224.08

280.10

164x34

62

322x34

62

Accessories :

Accessories :

Honey-comb

Honey-comb

ALLO SPOT LINEAR SERIES

ALLO SPOT LINEAR SERIES

Input 

DC 24V

Input 

DC 24V

Unit:mm

Unit:mm

400

800

1200

16000

2000

h(m) 

1

2

3

4

5

E(lx) 

1523

380.7

169.2

95.18

60.91

D(cm) 

62.27

124.53

186.80

249.06

311.33

Power : 12W Beam angle : 36°

Model

ZDM164X

Model

ZDM322X

Power

LED 6W

Power

LED 12W

Light output

385lm

Light output

700lm

Ambient Temp

-20°C-+40°C

Ambient Temp

-20°C-+40°C

1000

2000

3000

4000

5000

1200

2400

3600

4800

6000

h(m) 

1

2

3

4

5

h(m) 

1

2

3

4

5

E(lx) 

4885

1221

542.8

305.3

195.4

E(lx) 

5750

1438

638.9

359.4

230.0

D(cm) 

21.16

42.33

63.49

84.65

105.82

D(cm) 

24.51

49.01

73.52

98.02

122.53

Power : 6W

Power : 12W

Beam angle : 12°

Beam angle : 12°

500

1000

1500

2000

2500

900

1800

2700

3600

4500

h(m) 

1

2

3

4

5

h(m) 

1

2

3

4

5

E(lx) 

2348

587.1

260.9

146.8

93.94

E(lx) 

4393

1098

488.1

274.6

175.7

D(cm) 

31.70

63.40

95.10

126.79

158.49

D(cm) 

34.78

69.57

104.35

139.14

173.92

Power : 6W

Power : 12W

Beam angle : 24°

Beam angle : 24°

300

600

900

1200

1500

h(m) 

1

2

3

4

5

Power : 6W Beam angle : 36°

°

°

°

°

°

°

°

°

°

°

E(lx) 

1112

277.9

123.5

69.48

44.47

D(cm) 

56.02

112.04

186.06

224.08

280.10

164x34

62

322x34

62

Accessories :

Accessories :

Honey-comb

Honey-comb

ALLO SPOT LINEAR SERIES

ALLO SPOT LINEAR SERIES

Input 

DC 24V

Input 

DC 24V

Unit:mm

Unit:mm

123 www.sat-lighting.com
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400

800

1200

16000

2000

h(m) 

1

2

3

4

5

E(lx) 

1523

380.7

169.2

95.18

60.91

D(cm) 

62.27

124.53

186.80

249.06

311.33

Power : 12W Beam angle : 36°

Model

VAZDM164X

Model

VAZDM322X

Power

LED 6W

Power

LED 12W

Light output

385lm

Light output

700lm

Ambient Temp

-20°C-+40°C

Ambient Temp

-20°C-+40°C

1000

2000

3000

4000

5000

1200

2400

3600

4800

6000

h(m) 

1

2

3

4

5

h(m) 

1

2

3

4

5

E(lx) 

4885

1221

542.8

305.3

195.4

E(lx) 

5750

1438

638.9

359.4

230.0

D(cm) 

21.16

42.33

63.49

84.65

105.82

D(cm) 

24.51

49.01

73.52

98.02

122.53

Power : 6W

Power : 12W

Beam angle : 12°

Beam angle : 12°

500

1000

1500

2000

2500

900

1800

2700

3600

4500

h(m) 

1

2

3

4

5

h(m) 

1

2

3

4

5

E(lx) 

2348

587.1

260.9

146.8

93.94

E(lx) 

4393

1098

488.1

274.6

175.7

D(cm) 

31.70

63.40

95.10

126.79

158.49

D(cm) 

34.78

69.57

104.35

139.14

173.92

Power : 6W

Power : 12W

Beam angle : 24°

Beam angle : 24°

300

600

900

1200

1500

h(m) 

1

2

3

4

5

Power : 6W Beam angle : 36°

°

°

°

°

°

°

°

°

°

°

E(lx) 

1112

277.9

123.5

69.48

44.47

D(cm) 

56.02

112.04

186.06

224.08

280.10

164x34

62

322x34

62

Accessories :

Accessories :

Honey-comb

Honey-comb

ALLO SPOT LINEAR SERIES

ALLO SPOT LINEAR SERIES

Input 

DC 24V

Input 

DC 24V

Unit:mm

Unit:mm

400

800

1200

16000

2000

h(m) 

1

2

3

4

5

E(lx) 

1523

380.7

169.2

95.18

60.91

D(cm) 

62.27

124.53

186.80

249.06

311.33

Power : 12W Beam angle : 36°

Model

ZDM164X

Model

ZDM322X

Power

LED 6W

Power

LED 12W

Light output

385lm

Light output

700lm

Ambient Temp

-20°C-+40°C

Ambient Temp

-20°C-+40°C

1000

2000

3000

4000

5000

1200

2400

3600

4800

6000

h(m) 

1

2

3

4

5

h(m) 

1

2

3

4

5

E(lx) 

4885

1221

542.8

305.3

195.4

E(lx) 

5750

1438

638.9

359.4

230.0

D(cm) 

21.16

42.33

63.49

84.65

105.82

D(cm) 

24.51

49.01

73.52

98.02

122.53

Power : 6W

Power : 12W

Beam angle : 12°

Beam angle : 12°

500

1000

1500

2000

2500

900

1800

2700

3600

4500

h(m) 

1

2

3

4

5

h(m) 

1

2

3

4

5

E(lx) 

2348

587.1

260.9

146.8

93.94

E(lx) 

4393

1098

488.1

274.6

175.7

D(cm) 

31.70

63.40

95.10

126.79

158.49

D(cm) 

34.78

69.57

104.35

139.14

173.92

Power : 6W

Power : 12W

Beam angle : 24°

Beam angle : 24°

300

600

900

1200

1500

h(m) 

1

2

3

4

5

Power : 6W Beam angle : 36°

°

°

°

°

°

°

°

°

°

°

E(lx) 

1112

277.9

123.5

69.48

44.47

D(cm) 

56.02

112.04

186.06

224.08

280.10

164x34

62

322x34

62

Accessories :

Accessories :

Honey-comb

Honey-comb

ALLO SPOT LINEAR SERIES

ALLO SPOT LINEAR SERIES

Input 

DC 24V

Input 

DC 24V

Unit:mm

Unit:mm

123 www.sat-lighting.com

Model

ZTM164B

Model

ZTM322B

Power

LED 6W

Power

LED 12W

Light output

385lm

Light output

700lm

Ambient Temp

-20°C-+40°C

Ambient Temp

-20°C-+40°C

Input 

DC 24V

Input 

DC 24V

900

1800

2700

3600

4500

1500

3000

4500

6000

7500

h(m) 

1

2

3

4

5

h(m) 

1

2

3

4

5

E(lx) 

4410

1102

489.9

275.6

176.4

E(lx) 

7629

1907

847.6

476.8

305.1

D(cm) 

21.39

42.79

64.18

85.57

106.97 

D(cm) 

20.83

41.66

62.49

83.31

104.14

Power : 6W

Power : 12W

Beam angle : 12°

Beam angle : 12°

500

1000

1500

2000

2500

900

1800

2700

3600

4500

h(m) 

1

2

3

4

5

h(m) 

1

2

3

4

5

E(lx) 

2352

587.9

261.3

147.0

94.07

E(lx) 

4334

1084

481.6

270.9

173.4

D(cm) 

37.05

74.11

111.16

148.22

185.27

D(cm) 

31.36

62.72

94.08

125.44

156.79

Power : 6W

Power : 12W

Beam angle : 24°

Beam angle : 24°

300

600

900

1200

1500

500

1000

1500

2000

2500

h(m) 

1

2

3

4

5

h(m) 

1

2

3

4

5

E(lx) 

1063

265.8

118.1

66.45

42.53

E(lx) 

2061

515.2

229.0

128.8

82.43

D(cm) 

56.32

112.64

168.96

225.28

225.28

D(cm) 

54.16

108.32

162.48

216.64

270.80

Power : 6W

Power : 12W

Beam angle : 36°

Beam angle : 36°

Accessories :

Accessories :

Honey-comb

Honey-comb

Φ322x34

148

164x34

148

ALLO LINEAR ADJUSTABLE SERIES

ALLO LINEAR ADJUSTABLE SERIES

°

°

°

°

°

°

°

°

°

° 180°

180°

Unit:mm

Unit:mm

124www.sat-lighting.com

Model

VAZTM164B

Model

VAZTM322B

Power

LED 6W

Power

LED 12W

Light output

385lm

Light output

700lm

Ambient Temp

-20°C-+40°C

Ambient Temp

-20°C-+40°C

Input 

DC 24V

Input 

DC 24V

900

1800

2700

3600

4500

1500

3000

4500

6000

7500

h(m) 

1

2

3

4

5

h(m) 

1

2

3

4

5

E(lx) 

4410

1102

489.9

275.6

176.4

E(lx) 

7629

1907

847.6

476.8

305.1

D(cm) 

21.39

42.79

64.18

85.57

106.97 

D(cm) 

20.83

41.66

62.49

83.31

104.14

Power : 6W

Power : 12W

Beam angle : 12°

Beam angle : 12°

500

1000

1500

2000

2500

900

1800

2700

3600

4500

h(m) 

1

2

3

4

5

h(m) 

1

2

3

4

5

E(lx) 

2352

587.9

261.3

147.0

94.07

E(lx) 

4334

1084

481.6

270.9

173.4

D(cm) 

37.05

74.11

111.16

148.22

185.27

D(cm) 

31.36

62.72

94.08

125.44

156.79

Power : 6W

Power : 12W

Beam angle : 24°

Beam angle : 24°

300

600

900

1200

1500

500

1000

1500

2000

2500

h(m) 

1

2

3

4

5

h(m) 

1

2

3

4

5

E(lx) 

1063

265.8

118.1

66.45

42.53

E(lx) 

2061

515.2

229.0

128.8

82.43

D(cm) 

56.32

112.64

168.96

225.28

225.28

D(cm) 

54.16

108.32

162.48

216.64

270.80

Power : 6W

Power : 12W

Beam angle : 36°

Beam angle : 36°

Accessories :

Accessories :

Honey-comb

Honey-comb

Φ322x34

148

164x34

148

ALLO LINEAR ADJUSTABLE SERIES

ALLO LINEAR ADJUSTABLE SERIES

°

°

°

°

°

°

°

°

°

° 180°

180°

Unit:mm

Unit:mm
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Allo Magnetic Lighting System

Features

-  Allo Magnetic Lighting System is an ideal and flexible solution for lighting designers. Within this system, lighting 

designers can easily achieve lighting from point, line and surface. 

- 

can be adjusted according to the thickness of ceiling. 

-  Tooling is not required for luminaries installation. 

- 

ends. 

- 

-  The whole system supports Dali/0-10V control.
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Allo Magnetic Lighting System

Features

-  Allo Magnetic Lighting System is an ideal and flexible solution for lighting designers. Within this system, lighting 

designers can easily achieve lighting from point, line and surface. 

- 

can be adjusted according to the thickness of ceiling. 

-  Tooling is not required for luminaries installation. 

- 

ends. 

- 

-  The whole system supports Dali/0-10V control.

Applications:
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Model

VAZTM035X

Model

VAZTM050X

Power

LED 5W

Power

LED 9W

Light output

300lm

Light output

650lm

Ambient Temp

-20°C-+40°C

Ambient Temp

-20°C-+40°C

Input 

DC 24V

Input 

DC 24V

400

800

1200

1600

2000

h(m) 

1

2

3

4

5

E(lx) 

1649

412.2

183.2

103.1

65.96

D(cm) 

48.30

96.60

144.90

193.20

241.50

Power : 5tW Beam angle : 24°

°

°°

Φ34x60

120

40

Φ50x120

Accessories :

Honey-comb

ALLO TRACK SPOT SERIES 

ALLO TRACK SPOT SERIES 
120

40

Accessories :

Elliptical Lens Honey-comb

1000

2000

3000

4000

5000

h(m) 

1

2

3

4

5

E(lx) 

4724

1181

524.9

295.3

189

D(cm) 

33.10

66.19

99.29

132.38

165.48

Power : 9W Beam angle : 15°

600

1200

1800

2400

3000

h(m) 

1

2

3

4

5

E(lx) 

2629

657.2

292.1

164.3

105.1

D(cm) 

46.79

93.58

140.36

187.15

233.94

Power : 9W Beam angle : 24°

400

800

1200

1600

2000

h(m) 

1

2

3

4

5

E(lx) 

1910

477.6

212.3

119.4

76.4

D(cm) 

63.46

126.91

190.37

253.82

317.28

Power : 9W

°

°° °° 90°

90°

355°

355°

Unit:mm

Unit:mm

Model

ZTM035X

Model

ZTM050X

Power

LED 5W

Power

LED 9W

Light output

300lm

Light output

650lm

Ambient Temp

-20°C-+40°C

Ambient Temp

-20°C-+40°C

Input 

DC 24V

Input 

DC 24V

400

800

1200

1600

2000

h(m) 

1

2

3

4

5

E(lx) 

1649

412.2

183.2

103.1

65.96

D(cm) 

48.30

96.60

144.90

193.20

241.50

Power : 5tW Beam angle : 24°

°

°°

Φ34x60

120

40

Φ50x120

Accessories :

Honey-comb

ALLO TRACK SPOT SERIES 

ALLO TRACK SPOT SERIES 
120

40

Accessories :

Elliptical Lens Honey-comb

1000

2000

3000

4000

5000

h(m) 

1

2

3

4

5

E(lx) 

4724

1181

524.9

295.3

189

D(cm) 

33.10

66.19

99.29

132.38

165.48

Power : 9W Beam angle : 15°

600

1200

1800

2400

3000

h(m) 

1

2

3

4

5

E(lx) 

2629

657.2

292.1

164.3

105.1

D(cm) 

46.79

93.58

140.36

187.15

233.94

Power : 9W Beam angle : 24°

400

800

1200

1600

2000

h(m) 

1

2

3

4

5

E(lx) 

1910

477.6

212.3

119.4

76.4

D(cm) 

63.46

126.91

190.37

253.82

317.28

Power : 9W

°

°° °° 90°

90°

355°

355°

Unit:mm

Unit:mm
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Model

VAZTM035X

Model

VAZTM050X

Power

LED 5W

Power

LED 9W

Light output

300lm

Light output

650lm

Ambient Temp

-20°C-+40°C

Ambient Temp

-20°C-+40°C

Input 

DC 24V

Input 

DC 24V

400

800

1200

1600

2000

h(m) 

1

2

3

4

5

E(lx) 

1649

412.2

183.2

103.1

65.96

D(cm) 

48.30

96.60

144.90

193.20

241.50

Power : 5tW Beam angle : 24°

°

°°

Φ34x60

120

40

Φ50x120

Accessories :

Honey-comb

ALLO TRACK SPOT SERIES 

ALLO TRACK SPOT SERIES 
120

40

Accessories :

Elliptical Lens Honey-comb

1000

2000

3000

4000

5000

h(m) 

1

2

3

4

5

E(lx) 

4724

1181

524.9

295.3

189

D(cm) 

33.10

66.19

99.29

132.38

165.48

Power : 9W Beam angle : 15°

600

1200

1800

2400

3000

h(m) 

1

2

3

4

5

E(lx) 

2629

657.2

292.1

164.3

105.1

D(cm) 

46.79

93.58

140.36

187.15

233.94

Power : 9W Beam angle : 24°

400

800

1200

1600

2000

h(m) 

1

2

3

4

5

E(lx) 

1910

477.6

212.3

119.4

76.4

D(cm) 

63.46

126.91

190.37

253.82

317.28

Power : 9W

°

°° °° 90°

90°

355°

355°

Unit:mm

Unit:mm

Model

ZTM035X

Model

ZTM050X

Power

LED 5W

Power

LED 9W

Light output

300lm

Light output

650lm

Ambient Temp

-20°C-+40°C

Ambient Temp

-20°C-+40°C

Input 

DC 24V

Input 

DC 24V

400

800

1200

1600

2000

h(m) 

1

2

3

4

5

E(lx) 

1649

412.2

183.2

103.1

65.96

D(cm) 

48.30

96.60

144.90

193.20

241.50

Power : 5tW Beam angle : 24°

°

°°

Φ34x60

120

40

Φ50x120

Accessories :

Honey-comb

ALLO TRACK SPOT SERIES 

ALLO TRACK SPOT SERIES 
120

40

Accessories :

Elliptical Lens Honey-comb

1000

2000

3000

4000

5000

h(m) 

1

2

3

4

5

E(lx) 

4724

1181

524.9

295.3

189

D(cm) 

33.10

66.19

99.29

132.38

165.48

Power : 9W Beam angle : 15°

600

1200

1800

2400

3000

h(m) 

1

2

3

4

5

E(lx) 

2629

657.2

292.1

164.3

105.1

D(cm) 

46.79

93.58

140.36

187.15

233.94

Power : 9W Beam angle : 24°

400

800

1200

1600

2000

h(m) 

1

2

3

4

5

E(lx) 

1910

477.6

212.3

119.4

76.4

D(cm) 

63.46

126.91

190.37

253.82

317.28

Power : 9W

°

°° °° 90°

90°

355°

355°

Unit:mm

Unit:mm
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Model

ZTM060X

Model

ZTM060B

Power

LED 15W

Power

LED 9W

Light output

1000lm

Light output

530lm

Ambient Temp

-20°C-+40°C

Ambient Temp

-20°C-+40°C

Input 

DC 24V

Input 

DC 24V

Φ60x143

ALLO TRACK SPOT SERIES 

ALLO TRACK SPOT ZOOM SERIES

Φ60x132

120

40

120

40

Accessories :

Elliptical Lens Honey-comb

1000

2000

3000

4000

5000

h(m) 

1

2

3

4

5

E(lx) 

4724

1181

524.9

295.3

189

D(cm) 

33.10

66.19

99.29

132.38

165.48

Power : 15W Beam angle : 15°

600

1200

1800

2400

3000

h(m) 

1

2

3

4

5

E(lx) 

2629

657.2

292.1

164.3

105.1

D(cm) 

46.79

93.58

140.36

187.15

233.94

Power : 15W Beam angle : 24°

400

800

1200

1600

2000

h(m) 

1

2

3

4

5

E(lx) 

1910

477.6

212.3

119.4

76.4

D(cm) 

63.46

126.91

190.37

253.82

317.28

Power : 15W

°

°° °° 90° 355°

°

°°

300

600

900

1200

1500

h(m) 

1

2

3

4

5

E(lx) 

1446

361.5

160.7

90.4

57.9

D(cm) 

30.98

61.97

92.95

123.93

154.92

Power : 9W Beam angle : 15°

200

400

600

800

1000

h(m) 

1

2

3

4

5

E(lx) 

953.3

238.3

105.9

59.6

38.1

D(cm) 

82.68

165.35

248.03

330.7

413.38

Power : 9W Beam angle : 45°

90° 355°

Unit:mm

Unit:mm

Accessories :

Elliptical Lens Honey-comb
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Model

VAZTM060X

Model

VAZTM060B

Power

LED 15W

Power

LED 9W

Light output

1000lm

Light output

530lm

Ambient Temp

-20°C-+40°C

Ambient Temp

-20°C-+40°C

Input 

DC 24V

Input 

DC 24V

Φ60x143

ALLO TRACK SPOT SERIES 

ALLO TRACK SPOT ZOOM SERIES

Φ60x132

120

40

120

40

Accessories :

Elliptical Lens Honey-comb

1000

2000

3000

4000

5000

h(m) 

1

2

3

4

5

E(lx) 

4724

1181

524.9

295.3

189

D(cm) 

33.10

66.19

99.29

132.38

165.48

Power : 15W Beam angle : 15°

600

1200

1800

2400

3000

h(m) 

1

2

3

4

5

E(lx) 

2629

657.2

292.1

164.3

105.1

D(cm) 

46.79

93.58

140.36

187.15

233.94

Power : 15W Beam angle : 24°

400

800

1200

1600

2000

h(m) 

1

2

3

4

5

E(lx) 

1910

477.6

212.3

119.4

76.4

D(cm) 

63.46

126.91

190.37

253.82

317.28

Power : 15W

°

°° °° 90° 355°

°

°°

300

600

900

1200

1500

h(m) 

1

2

3

4

5

E(lx) 

1446

361.5

160.7

90.4

57.9

D(cm) 

30.98

61.97

92.95

123.93

154.92

Power : 9W Beam angle : 15°

200

400

600

800

1000

h(m) 

1

2

3

4

5

E(lx) 

953.3

238.3

105.9

59.6

38.1

D(cm) 

82.68

165.35

248.03

330.7

413.38

Power : 9W Beam angle : 45°

90° 355°

Unit:mm

Unit:mm

Accessories :

Elliptical Lens Honey-comb
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Model

VAZTM070B

Power

LED 20W

Light output

1100lm

Ambient Temp

-20°C-+40°C

Input 

DC 24V

Φ71x162

ALLO TRACK SPOT ZOOM SERIES

120

40

°

°°

700

1400

2100

2800

3500

h(m) 

1

2

3

4

5

E(lx) 

3066

766.5

340.7

191.6

122.6

D(cm) 

28.00

56.01

84.01

112.02

140.02

Power : 20W Beam angle : 15°

700

1400

2100

2800

3500

h(m) 

1

2

3

4

5

E(lx) 

3087

771.8

343

192.9

123.5

D(cm) 

51.34

102.68

154.02

205.36

256.71

Power : 20W Beam angle :30°

90° 355°

Unit:mm

Accessories :

Elliptical Lens Honey-comb

Model

ZTM070B

Power

LED 20W

Light output

1100lm

Ambient Temp

-20°C-+40°C

Input 

DC 24V

Φ71x162

ALLO TRACK SPOT ZOOM SERIES

120

40

°

°°

700

1400

2100

2800

3500

h(m) 

1

2

3

4

5

E(lx) 

3066

766.5

340.7

191.6

122.6

D(cm) 

28.00

56.01

84.01

112.02

140.02

Power : 20W Beam angle : 15°

700

1400

2100

2800

3500

h(m) 

1

2

3

4

5

E(lx) 

3087

771.8

343

192.9

123.5

D(cm) 

51.34

102.68

154.02

205.36

256.71

Power : 20W Beam angle :30°

90° 355°

Unit:mm

Accessories :

Elliptical Lens Honey-comb
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Model

VAZTM070B

Power

LED 20W

Light output

1100lm

Ambient Temp

-20°C-+40°C

Input 

DC 24V

Φ71x162

ALLO TRACK SPOT ZOOM SERIES

120

40

°

°°

700

1400

2100

2800

3500

h(m) 

1

2

3

4

5

E(lx) 

3066

766.5

340.7

191.6

122.6

D(cm) 

28.00

56.01

84.01

112.02

140.02

Power : 20W Beam angle : 15°

700

1400

2100

2800

3500

h(m) 

1

2

3

4

5

E(lx) 

3087

771.8

343

192.9

123.5

D(cm) 

51.34

102.68

154.02

205.36

256.71

Power : 20W Beam angle :30°

90° 355°

Unit:mm

Accessories :

Elliptical Lens Honey-comb

Model

ZTM070B

Power

LED 20W

Light output

1100lm

Ambient Temp

-20°C-+40°C

Input 

DC 24V

Φ71x162

ALLO TRACK SPOT ZOOM SERIES

120

40

°

°°

700

1400

2100

2800

3500

h(m) 

1

2

3

4

5

E(lx) 

3066

766.5

340.7

191.6

122.6

D(cm) 

28.00

56.01

84.01

112.02

140.02

Power : 20W Beam angle : 15°

700

1400

2100

2800

3500

h(m) 

1

2

3

4

5

E(lx) 

3087

771.8

343

192.9

123.5

D(cm) 

51.34

102.68

154.02

205.36

256.71

Power : 20W Beam angle :30°

90° 355°

Unit:mm

Accessories :

Elliptical Lens Honey-comb

Applications : 

It’s suitable for private residential spaces, o�ces and other commercial spaces.

Applications : 

It’s suitable for private residential spaces, offices and other commercial spaces.

119



Allo Magnetic Lighting System

Features

- 

-  The simple and elegant appearance enhance personalized taste to the space. 

-  Low-glare control provides the maximized visual comfort for the environment.

-  Acrylic accessory is optional, it can create lively element to the space. 

120



Applications : 

Its versatility and elegant form makes it the ideal solution for residential spaces, restaurants and hotels.
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Model

VAZLM040A

Model

VAZLM060A

Power

LED 5W

Power

LED 7W

Light output

320lm

Light output

450lm

Ambient Temp

-20°C-+40°C

Ambient Temp

-20°C-+40°C

Input 

DC 24V

Input 

DC 24V

800

1600

2400

3200

4000

h(m) 

1

2

3

4

5

E(lx) 

3703

925.7

411.4

231.4

148.1

D(cm) 

25.96

51.92

77.88

103.84

129.80

Power : 5W Beam angle : 15°

500

1000

1500

2000

2500

h(m) 

1

2

3

4

5

E(lx) 

2375

593.8

263.9

148.4

95.01

D(cm) 

31.88

63.76

95.63

127.51

159.39

Power : 5W Beam angle : 24°

300

600

900

1200

1500

700

1400

2100

2800

3500

h(m) 

1

2

3

4

5

h(m) 

1

2

3

4

5

E(lx) 

1270

317.4

141.1

79.36

50.79

E(lx) 

3096

774.0

344.0

193.5

123.8

D(cm) 

49.82

99.64

149.45

199.27

249.09

D(cm) 

50.43

100.86

151.29

201.72

252.15

Power : 5W

Power : 7W

Beam angle : 36°

Beam angle : 36°

Φ42.5

320

1600

3200

4800

6400

8000

h(m) 

1

2

3

4

5

E(lx) 

7635

1909

848.3

477.2

305.4

D(cm) 

25.04

50.08

75.11

100.15

125.19

Power : 7W Beam angle : 15°

1100

2200

3300

4400

5500

h(m) 

1

2

3

4

5

E(lx) 

5295

1324

588.4

331.0

211.8

D(cm) 

34.46

68.92

103.38

137.84

172.30

Power : 7W Beam angle :24°

Φ60

200

ALLO PENDANT SERIES

ALLO PENDANT SERIES

°

°° °°

°

°° °°

Unit:mm

Unit:mm

Model

ZLM040A

Model

ZLM060A

Power

LED 5W

Power

LED 7W

Light output

320lm

Light output

450lm

Ambient Temp

-20°C-+40°C

Ambient Temp

-20°C-+40°C

Input 

DC 24V

Input 

DC 24V

800

1600

2400

3200

4000

h(m) 

1

2

3

4

5

E(lx) 

3703

925.7

411.4

231.4

148.1

D(cm) 

25.96

51.92

77.88

103.84

129.80

Power : 5W Beam angle : 15°

500

1000

1500

2000

2500

h(m) 

1

2

3

4

5

E(lx) 

2375

593.8

263.9

148.4

95.01

D(cm) 

31.88

63.76

95.63

127.51

159.39

Power : 5W Beam angle : 24°

300

600

900

1200

1500

700

1400

2100

2800

3500

h(m) 

1

2

3

4

5

h(m) 

1

2

3

4

5

E(lx) 

1270

317.4

141.1

79.36

50.79

E(lx) 

3096

774.0

344.0

193.5

123.8

D(cm) 

49.82

99.64

149.45

199.27

249.09

D(cm) 

50.43

100.86

151.29

201.72

252.15

Power : 5W

Power : 7W

Beam angle : 36°

Beam angle : 36°

Φ42.5

320

1600

3200

4800

6400

8000

h(m) 

1

2

3

4

5

E(lx) 

7635

1909

848.3

477.2

305.4

D(cm) 

25.04

50.08

75.11

100.15

125.19

Power : 7W Beam angle : 15°

1100

2200

3300

4400

5500

h(m) 

1

2

3

4

5

E(lx) 

5295

1324

588.4

331.0

211.8

D(cm) 

34.46

68.92

103.38

137.84

172.30

Power : 7W Beam angle :24°

Φ60

200

ALLO PENDANT SERIES

ALLO PENDANT SERIES

°

°° °°

°

°° °°

Unit:mm

Unit:mm
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Model

VAZLM040A

Model

VAZLM060A

Power

LED 5W

Power

LED 7W

Light output

320lm

Light output

450lm

Ambient Temp

-20°C-+40°C

Ambient Temp

-20°C-+40°C

Input 

DC 24V

Input 

DC 24V

800

1600

2400

3200

4000

h(m) 

1

2

3

4

5

E(lx) 

3703

925.7

411.4

231.4

148.1

D(cm) 

25.96

51.92

77.88

103.84

129.80

Power : 5W Beam angle : 15°

500

1000

1500

2000

2500

h(m) 

1

2

3

4

5

E(lx) 

2375

593.8

263.9

148.4

95.01

D(cm) 

31.88

63.76

95.63

127.51

159.39

Power : 5W Beam angle : 24°

300

600

900

1200

1500

700

1400

2100

2800

3500

h(m) 

1

2

3

4

5

h(m) 

1

2

3

4

5

E(lx) 

1270

317.4

141.1

79.36

50.79

E(lx) 

3096

774.0

344.0

193.5

123.8

D(cm) 

49.82

99.64

149.45

199.27

249.09

D(cm) 

50.43

100.86

151.29

201.72

252.15

Power : 5W

Power : 7W

Beam angle : 36°

Beam angle : 36°

Φ42.5

320

1600

3200

4800

6400

8000

h(m) 

1

2

3

4

5

E(lx) 

7635

1909

848.3

477.2

305.4

D(cm) 

25.04

50.08

75.11

100.15

125.19

Power : 7W Beam angle : 15°

1100

2200

3300

4400

5500

h(m) 

1

2

3

4

5

E(lx) 

5295

1324

588.4

331.0

211.8

D(cm) 

34.46

68.92

103.38

137.84

172.30

Power : 7W Beam angle :24°

Φ60

200

ALLO PENDANT SERIES

ALLO PENDANT SERIES

°

°° °°

°

°° °°

Unit:mm

Unit:mm

Model

ZLM040A

Model

ZLM060A

Power

LED 5W

Power

LED 7W

Light output

320lm

Light output

450lm

Ambient Temp

-20°C-+40°C

Ambient Temp

-20°C-+40°C

Input 

DC 24V

Input 

DC 24V

800

1600

2400

3200

4000

h(m) 

1

2

3

4

5

E(lx) 

3703

925.7

411.4

231.4

148.1

D(cm) 

25.96

51.92

77.88

103.84

129.80

Power : 5W Beam angle : 15°

500

1000

1500

2000

2500

h(m) 

1

2

3

4

5

E(lx) 

2375

593.8

263.9

148.4

95.01

D(cm) 

31.88

63.76

95.63

127.51

159.39

Power : 5W Beam angle : 24°

300

600

900

1200

1500

700

1400

2100

2800

3500

h(m) 

1

2

3

4

5

h(m) 

1

2

3

4

5

E(lx) 

1270

317.4

141.1

79.36

50.79

E(lx) 

3096

774.0

344.0

193.5

123.8

D(cm) 

49.82

99.64

149.45

199.27

249.09

D(cm) 

50.43

100.86

151.29

201.72

252.15

Power : 5W

Power : 7W

Beam angle : 36°

Beam angle : 36°

Φ42.5

320

1600

3200

4800

6400

8000

h(m) 

1

2

3

4

5

E(lx) 

7635

1909

848.3

477.2

305.4

D(cm) 

25.04

50.08

75.11

100.15

125.19

Power : 7W Beam angle : 15°

1100

2200

3300

4400

5500

h(m) 

1

2

3

4

5

E(lx) 

5295

1324

588.4

331.0

211.8

D(cm) 

34.46

68.92

103.38

137.84

172.30

Power : 7W Beam angle :24°

Φ60

200

ALLO PENDANT SERIES

ALLO PENDANT SERIES

°

°° °°

°

°° °°

Unit:mm

Unit:mm
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Applications : 

Especially suitable for private residential spaces, o�ces, bar counters and other commercial spaces.
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Applications : 

Especially suitable for private residential spaces, o�ces, bar counters and other commercial spaces.
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Track

Accessories

Recessed accessories

Model

VAZBM1000H6

VAZBM xxxxH6

Description

Horizontal Corner Connector

Model

VAZBM185ZH6

155

100

44

185

60

8

44

155
53

18
5

58

53

Description

Vertical Corner Connector

Model

ZBM155CH6

Description

End cap

Model

End cap

Description

Power plug

Model

Power plug

Description

Fixed connector for track

Model

Fixed connector for track

Description

Track

Accessories

ALLO series Recessed accessories

Model

ZBM1000H6

ZBM xxxxH6

Description

1000mm

Customized Length

Horizontal Corner Connector

Model

ZBM185ZH6

155

100

44

185

60

8

44

155
53

18
5

58

53

Description

Horizontal Corner

Connector 90 degree

Vertical Corner Connector

Model

ZBM155CH6

Description

Vertical Corner 

Connector 90 degree

End cap

Model

End cap

Description

End cap

Power plug

Model

Power plug

Description

Power plug

Fixed connector for track

Model

Fixed connector for track

Description

I-connector for track

135 www.sat-lighting.com

VAZBM1000H6

VAZBM xxxxH6

1000mm

Customized Length

VAZBM185ZH6

155

100

44

185

60

8

44

155
53

18
5

58

53

Horizontal Corner

Connector 90 degree

ZBM155CH6 Vertical Corner 

Connector 90 degree

End cap

Power plug

I-connector for track
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Track

Accessories

Recessed accessories

Model

VAZBM1000H6

VAZBM xxxxH6

Description

Horizontal Corner Connector

Model

VAZBM185ZH6

155

100

44

185

60

8

44

155
53

18
5

58

53

Description

Vertical Corner Connector

Model

ZBM155CH6

Description

End cap

Model

End cap

Description

Power plug

Model

Power plug

Description

Fixed connector for track

Model

Fixed connector for track

Description

Track

Accessories

ALLO series Recessed accessories

Model

ZBM1000H6

ZBM xxxxH6

Description

1000mm

Customized Length

Horizontal Corner Connector

Model

ZBM185ZH6

155

100

44

185

60

8

44

155
53

18
5

58

53

Description

Horizontal Corner

Connector 90 degree

Vertical Corner Connector

Model

ZBM155CH6

Description

Vertical Corner 

Connector 90 degree

End cap

Model

End cap

Description

End cap

Power plug

Model

Power plug

Description

Power plug

Fixed connector for track

Model

Fixed connector for track

Description

I-connector for track
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VAZBM1000H6

VAZBM xxxxH6

1000mm

Customized Length

VAZBM185ZH6

155

100

44

185

60

8

44

155
53

18
5

58

53

Horizontal Corner

Connector 90 degree

ZBM155CH6 Vertical Corner 

Connector 90 degree

End cap

Power plug

I-connector for track

Accessories

Horizontal Corner Connector 

Model

ZAM150ZH6 

Description 

Connector 90 degree

Power plug

Model

Power plug

Description

Power plug

Suspended wires

Model

Suspended wires

Description

Suspended wires

End cap

Model

End cap

Description

End cap

Fixed connector for track

Model

Fixed connector for track

Description

I-connector for track

Track

Model

ZAM1000H6

ZAM xxxxH6

Description

Accessories

ALLO series Surface mounted  accessories

8

58

60

Horizontal Corner Connector 

Model

ZAM150ZH6 

Description Description

Horizontal

Connector 90 degree

Power plug

Model

Power plug

Description

Power plug

Suspended wires

Model

Suspended wires

Description

Suspended wires

End cap

Model

End cap

Description

End cap

Fixed connector for track

Model

Fixed connector for track

Description

I-connector for track

150

44

150

60

44

Track

Model

ZAM1000H6

ZAM xxxxH6

Description

1000mm

Customized Length
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 Surface mounted  accessories

8

58

60

ZAM150ZH6 Horizontal

150

44

150

60

44

ZAM1000H6

ZAM xxxxH6

1000mm

Customized Length
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