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ABOUT US

More about VOLTAMPERE LIGHTING
A Greece-based professional smart solution
Provider of digital lighting technology, which provides High-quality luminaires that can be expanded 
with Additional sensor parts, making them a source and data generating location with available con-
nectivity whenever and wherever the customer needs.
Since our inception, we have offered state-of-the-art LED luminaires, implemented exceptional LED 
projects, been recognized and widely accepted by major consultants
& developers. We actively advance the technology
in order to create more energy-efficient and higher quality products for our customers.

VOLTAMPERE LIGHTING FOCUS ON:
- General Lighting and Luminaires
- Projects and Lighting Solutions
- High Customization Level
SPECIAL REQUEST FACTORY
Our special request factory provides us with unrivalled flexibility, which allows us to make very small 
and precise parts with ease and at speed.

LED PRODUCTION
All of our LED chips are soldered using the selective wave method, and all components and final prod-
ucts are thoroughly tested using precision equipment in line with stringent technical standards.

Residential
VOLTAMPERE LIGHTING residential luminaire selection is extremely wide and designed to cover all 
professional needs in general lighting at home as well as in public premises.

Public premises
Efficient and functional lighting enhances productivity and improves performance where ever we 
work. VOLTAMPERE LIGHTING public premises luminaires can be designed and installed to make the 
best possible lighting for each situation.

Industrial
VOLTAMPERE LIGHTING solves industrial lighting needs. Paper mill or parking hall; our efficient, wide 
and light technically superior portfolio suits almost everywhere.

Outdoor
VOLTAMPERE LIGHTING outdoor luminaire selection is energy efficient, long lasting and economically 
sustainable. We know how to light parks, squares as well as yards and parking areas.
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01-Spot Lights

138     167 Page  168     175Page  126     137 Page  

102     127 Page  

76     101 Page  64     75 Page  08     63 Page  
02-Down Lights

04-Magne�c System

03-Track Lights

INDOOR LIGHT

05-Pendant Light 07-LED Bulb06-Strip Light
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01-Spot Lights
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01-Cilling Surface Mounted
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02-Wall Ligh�ng

OUTDOOR LIGHT

03-UnderGround light 04-Bollard Light
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High quality LED chip

High CRI up to Ra>90 for revealing true color and consistency

Driver

Smart IC Driver, High precision smart control current to ensure the product quality

Beam angle Zoomable

Beam angle can be controlled precisely from flood angle to narrow angle
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High quality LED chip

High CRI up to Ra>90 for revealing true color and consistency

Driver

Smart IC Driver, High precision smart control current to ensure the product quality

Beam angle Zoomable

Beam angle can be controlled precisely from flood angle to narrow angle
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Driver

Smart IC Driver, High precision smart control current to ensure the product quality

Beam angle Zoomable
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 Dita Series

Features
- The guiding design principle for Dita series is to create the ultimate visual comfort with drama effect.

- Small and exquisite design leaves us an impression of elegancy.

- Changeable beam angle and stretchable structure fixture is available to meet challenging lighting requirements.

- Small and exquisite design leaves us an impression of elegancy.

 Dita Series

Features
- The guiding design principle for Dita series is to create the ultimate visual comfort with drama effect.

- Small and exquisite design leaves us an impression of elegancy.

- Changeable beam angle and stretchable structure fixture is available to meet challenging lighting requirements.

- Small and exquisite design leaves us an impression of elegancy.
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Model

TTJ096A
TSJ096A
TFJ096A

Model

TTJ096X
TSJ096X
TFJ096X

Power

LED 35W/40W
LED 35W/40W
LED 35W/40W

Power

LED 35W/40W
LED 35W/40W
LED 35W/40W

Light output

2800lm / 3500lm
2800lm / 3500lm
2800lm / 3500lm

Light output

2800lm / 3500lm
2800lm / 3500lm
2800lm / 3500lm

Adaptor

2 Wires Single-circuit
3 Wires Single-circuit
4 Wires Three circuits

Adaptor

2 Wires Single-circuit
3 Wires Single-circuit
4 Wires Three circuits

Ambient Temp

-20°C-+40°C
-20°C-+40°C
-20°C-+40°C

Ambient Temp

-20°C-+40°C
-20°C-+40°C
-20°C-+40°C

Output voltage

36V
36V
36V

Output voltage

36V
36V
36V

Output current

820mA / 900mA
820mA/ 900mA
820mA/ 900mA

Output current

820mA / 900mA
820mA/ 900mA
820mA/ 900mA

3000

6000

9000

12000

15000

3000

6000

9000

12000

15000

h(m) 

1

2

3

4

5

h(m) 

1

2

3

4

5

E(lx) 

13357

3339

1484

834.8

534.3

E(lx) 

14038

3509

1560

877.4

561.5

D(cm) 

27.61

55.23

82.84

110.45

138.07

D(cm) 

28.57

57.15

85.72

114.30

142.87

Power : 35W

Power : 35W

Beam angle : 15°

Beam angle : 15°

1900

3800

5700

7600

9500

3000

6000

9000

12000

15000

h(m) 

1

2

3

4

5

h(m) 

1

2

3

4

5

E(lx) 

9296

2324

1033

581.0

371.8

E(lx) 

10115

2529

1124

632.2

404.6

D(cm) 

39.99

79.98

119.96

159.95

199.94

D(cm) 

39.15

78.31

117.46

156.61

195.77

Power : 35W

Power : 35W

Beam angle : 24°

Beam angle : 24°

1000

2000

3000

4000

5000

1000

2000

3000

4000

5000

h(m) 

1

2

3

4

5

h(m) 

1

2

3

4

5

E(lx) 

4872

1218

541.3

304.5

194.9

E(lx) 

4915

1229

546.1

307.2

196.6

D(cm) 

69.60

139.20

208.80

278.41

348.01

D(cm) 

69.76

139.52

209.27

279.03

348.79

Power : 35W

Power : 35W

Beam angle : 40°

Beam angle : 40°

Anti-
Glare

Anti-
Glare

No Flicker

No Flicker

LED

LED

< 3
SDCM

< 3
SDCM

2700K

2700K

40°C

-20°C

40°C

-20°C

3000K

3000K

4000K

4000K

HIGH

CRI

HIGH

CRI

24°

24°

40°

40°

15°

15°

TAURUS SERIES

TAURUS SERIES

Φ92x129

215

Φ92x126

Unit:mm

Unit:mm

White Black

White Black

Applications : 

Taurus's versatility and elegant design makes it as an ideal solution for accent lighting in 

commercial spaces like retail shops and apartment stores..
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Model

Model

Power

LED 3W

Power

LED 3W

Light output

100lm

Light output

100lm

Ambient Temp

-20°C-+40°C

Ambient Temp

-20°C-+40°C

Output voltage

3V

Output voltage

3V

Output current

670mA

Output current

670mA

800

160

240

320

400

80

160

240

320

400

h(m) 

1

2

3

4

5

h(m) 

1

2

3

4

5

E(lx) 

378.3

94.58

42.03

23.64

15.13

E(lx) 

370.7

92.67

41.19

23.17

14.83

D(cm) 

23.25

46.50

69.75

93.00

116.25

D(cm) 

23.50

46.99

70.49

93.99

117.48

Power : 3W

Power : 3W

Beam angle : 10°

Beam angle : 10°

50

100

150

200

250

50

100

150

200

250

h(m) 

1

2

3

4

5

h(m) 

1

2

3

4

5

E(lx) 

220.7

55.18

24.53

13.80

8.829

E(lx) 

214.4

53.61

23.82

13.40

8.577

D(cm) 

62.82

125.64

188.46

251.29

314.11

D(cm) 

69.62

139.24

208.86

278.48

348.11

Power : 3W

Power :3W

Beam angle : 36°

Beam angle : 36°

DITA ZOOM SERIES

DITA ZOOM SERIES

Anti-
Glare

Anti-
Glare

No Flicker

No Flicker

LED

LED

< 7
SDCM

< 7
SDCM

2700K

2700K

40°C

-20°C

40°C

-20°C

3000K

3000K

4000K

4000K

HIGH

CRI

HIGH

CRI 10°

Cut-out : Ø55

Cut-out : Ø55

Φ60

72.5

Φ60

48.5

Model

SDN030D
SDN030M

Power

LED 3W
LED 3W

Light output

100lm
100lm

Ambient Temp

-20°C-+40°C
-20°C-+40°C

Output voltage

3V
3V

90

180

270

360

450

h(m) 

1

2

3

4

5

E(lx) 

408.7

102.2

45.42

25.55

16.35

D(cm) 

22.93

45.86

68.79

91.72

114.65

Power : 3W Beam angle : 10°

40

80

120

160

200

h(m) 

1

2

3

4

5

E(lx) 

195.5l

48.89

21.73

12.22

7.822

D(cm) 

72.27

144.55

216.82

289.10

361.37

Power : 3W Beam angle : 36°

DITA ZOOM POLE SERIES

Anti-
Glare No Flicker

LED < 7
SDCM 2700K

40°C

-20°C3000K 4000K

HIGH

CRI

Φ78

Φ50

29

300

SDN030D SDN030M

Output current

670mA
670mA

90°

20°

90° 355°10-36°

10-36°

Stretchable & Zoom Instruction :

10-36°

Unit:mm

Unit:mm

Unit:mm

Model

Model

Power

Power

LED 3W

Light output

100lm

Light output

100lm

Ambient Temp

-20°C-+40°C

Ambient Temp

-20°C-+40°C

Output voltage

3V

Output voltage

3V

Output current

670mA

Output current

670mA

800

160

240

320

400

80

160

240

320

400

h(m) 

1

2

3

4

5

h(m) 

1

2

3

4

5

E(lx) 

378.3

94.58

42.03

23.64

15.13

E(lx) 

370.7

92.67

41.19

23.17

14.83

D(cm) 

23.25

46.50

69.75

93.00

116.25

D(cm) 

23.50

46.99

70.49

93.99

117.48

Power : 3W

Power : 3W

Beam angle : 10°

Beam angle : 10°

50

100

150

200

250

50

100

150

200

250

h(m) 

1

2

3

4

5

h(m) 

1

2

3

4

5

E(lx) 

220.7

55.18

24.53

13.80

8.829

E(lx) 

214.4

53.61

23.82

13.40

8.577

D(cm) 

62.82

125.64

188.46

251.29

314.11

D(cm) 

69.62

139.24

208.86

278.48

348.11

Power : 3W

Power :3W

Beam angle : 36°

Beam angle : 36°

DITA ZOOM SERIES

DITA ZOOM SERIES

Anti-
Glare

Anti-
Glare

No Flicker

No Flicker

LED

LED

< 7
SDCM

< 7
SDCM

2700K

2700K

40°C

-20°C

40°C

-20°C

3000K

3000K

4000K

4000K

HIGH

CRI

HIGH

CRI 10°

Cut-out : Ø55

Cut-out : Ø55

Φ60

72.5

Φ60

48.5

Model

SDN030D
SDN030M

Power

LED 3W
LED 3W

Light output

100lm
100lm

Ambient Temp

-20°C-+40°C
-20°C-+40°C

Output voltage

3V
3V

90

180

270

360

450

h(m) 

1

2

3

4

5

E(lx) 

408.7

102.2

45.42

25.55

16.35

D(cm) 

22.93

45.86

68.79

91.72

114.65

Power : 3W Beam angle : 10°

40

80

120

160

200

h(m) 

1

2

3

4

5

E(lx) 

195.5l

48.89

21.73

12.22

7.822

D(cm) 

72.27

144.55

216.82

289.10

361.37

Power : 3W Beam angle : 36°

DITA ZOOM POLE SERIES

Anti-
Glare No Flicker

LED < 7
SDCM 2700K

40°C

-20°C3000K 4000K

HIGH

CRI

Φ78

Φ50

29

300

SDN030D SDN030M

Output current

670mA
670mA

90°

20°

90° 355°10-36°

10-36°

Stretchable & Zoom Instruction :

10-36°

Unit:mm

Unit:mm

Unit:mm

VADTD055L

VADTD055W
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 Dita Series

Features
- The guiding design principle for Dita series is to create the ultimate visual comfort with drama effect.

- Small and exquisite design leaves us an impression of elegancy.

- Changeable beam angle and stretchable structure fixture is available to meet challenging lighting requirements.

- Small and exquisite design leaves us an impression of elegancy.
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Model

Model

Power

LED 1W

Power

LED 1W

Light output

65lm

Light output

60lm

Ambient Temp

-20°C-+40°C

Ambient Temp

-20°C-+40°C

Output voltage

3V

Output voltage

3V

Output current

250mA

Output current

250mA

300

600

900

1200

1500

190

380

570

760

950

h(m) 

1

2

3

4

5

h(m) 

1

2

3

4

5

E(lx) 

1022

255.5

113.5

63.87

40.87

E(lx) 

951.5

237.9

105.7

59.47

38.06

D(cm) 

19.75

39.51

59.26

79.01

98.76

D(cm) 

19.63

39.26

58.89

78.52

98.15

Power : 1W

Power : 1W

Beam angle : 10°

Beam angle : 10°

130

260

390

520

650

130

260

390

520

650

h(m) 

1

2

3

4

5

h(m) 

1

2

3

4

5

E(lx) 

641.8

160.4

71.31

40.11

25.67

E(lx) 

603.0

150.7

67.00

37.68

24.12

D(cm) 

29.11

58.22

87.33

116.44

145.54

D(cm) 

28.86

57.72

86.58

115.44

144.30

Power : 1W

Power : 1W

Beam angle : 15°

Beam angle : 15°

DITA CABINET SERIES

DITA DARK LIGHT SERIES

Model

DDD045X

Model

DDD055X

Power

LED 3W

Power

LED 7W

Light output

150lm

Light output

350lm

Ambient Temp

-20°C-+40°C

Ambient Temp

-20°C-+40°C

Output voltage

3V

Output voltage

24V

500

1000

1500

2000

2500

700

1400

2100

2800

3500

h(m) 

1

2

3

4

5

h(m) 

1

2

3

4

5

E(lx) 

2375

593.6

263.8

148.4

94.98

E(lx) 

3342

835.4

371.3

208.8

133.7

D(cm) 

20.14

40.28

60.42

80.56

100.70

D(cm) 

26.80

53.59

80.39

107.18

133.98

Power : 3W

Power : 7W

Beam angle : 10°

Beam angle : 15°

300

600

900

1200

1500

500

1000

1500

2000

2500

h(m) 

1

2

3

4

5

h(m) 

1

2

3

4

5

E(lx) 

1491

372.7

165.6

93.17

59.63

E(lx) 

2595

648.9

288.4

162.2

103.8

D(cm) 

28.68

57.36

86.04

114.72

143.41

D(cm) 

30.41

60.82

91.23

121.65

152.06 

Power : 3W

Power : 7W

Beam angle : 15°

Beam angle : 24°

180

360

540

720

900

300

600

600

1200

1500

h(m) 

1

2

3

4

5

h(m) 

1

2

3

4

5

Power : 3W

Power : 7W

Beam angle : 24°

Beam angle : 36°

DITA DARK LIGHT  SERIES

Anti-
Glare No Flicker

LED < 7
SDCM 2700K

40°C

-20°C3000K 4000K

HIGH

CRI 24°15°

E(lx) 

881.9

220.5

97.99

55.12

35.28

D(cm) 

38.72

77.44

116.16

154.87

193.59

E(lx) 

1470

367.4

163.3

91.86

58.79

D(cm) 

49.17

98.34

147.51

196.68

245.85

Cut-out : Ø35

Cut-out : Ø35

Cut-out : Ø45

Cut-out : Ø55

Φ45

25

Φ45

52

Φ55

61

Φ65

71

Output current

670mA

Output current

230mA

36°

Anti-
Glare No Flicker

LED < 7
SDCM 2700K

40°C

-20°C3000K 4000K

HIGH

CRI 15°10°

Anti-
Glare No Flicker

LED < 7
SDCM 2700K

40°C

-20°C3000K 4000K

HIGH

CRI 15° 24°10°

Anti-
Glare No Flicker

LED < 7
SDCM 2700K

40°C

-20°C3000K 4000K

HIGH

CRI 15°10°

Unit:mm

Unit:mm

Unit:mm

Unit:mm

DITA DARK LIGHT  SERIES

Model

Model

Power

LED 1W

Power

LED 1W

Light output

65lm

Light output

60lm

Ambient Temp

-20°C-+40°C

Ambient Temp

-20°C-+40°C

Output voltage

3V

Output voltage

3V

Output current

250mA

Output current

250mA

300

600

900

1200

1500

190

380

570

760

950

h(m) 

1

2

3

4

5

h(m) 

1

2

3

4

5

E(lx) 

1022

255.5

113.5

63.87

40.87

E(lx) 

951.5

237.9

105.7

59.47

38.06

D(cm) 

19.75

39.51

59.26

79.01

98.76

D(cm) 

19.63

39.26

58.89

78.52

98.15

Power : 1W

Power : 1W

Beam angle : 10°

Beam angle : 10°

130

260

390

520

650

130

260

390

520

650

h(m) 

1

2

3

4

5

h(m) 

1

2

3

4

5

E(lx) 

641.8

160.4

71.31

40.11

25.67

E(lx) 

603.0

150.7

67.00

37.68

24.12

D(cm) 

29.11

58.22

87.33

116.44

145.54

D(cm) 

28.86

57.72

86.58

115.44

144.30

Power : 1W

Power : 1W

Beam angle : 15°

Beam angle : 15°

DITA CABINET SERIES

DITA DARK LIGHT SERIES

Model

DDD045X

Model

DDD055X

Power

LED 3W

Power

LED 7W

Light output

150lm

Light output

350lm

Ambient Temp

-20°C-+40°C

Ambient Temp

-20°C-+40°C

Output voltage

3V

Output voltage

24V

500

1000

1500

2000

2500

700

1400

2100

2800

3500

h(m) 

1

2

3

4

5

h(m) 

1

2

3

4

5

E(lx) 

2375

593.6

263.8

148.4

94.98

E(lx) 

3342

835.4

371.3

208.8

133.7

D(cm) 

20.14

40.28

60.42

80.56

100.70

D(cm) 

26.80

53.59

80.39

107.18

133.98

Power : 3W

Power : 7W

Beam angle : 10°

Beam angle : 15°

300

600

900

1200

1500

500

1000

1500

2000

2500

h(m) 

1

2

3

4

5

h(m) 

1

2

3

4

5

E(lx) 

1491

372.7

165.6

93.17

59.63

E(lx) 

2595

648.9

288.4

162.2

103.8

D(cm) 

28.68

57.36

86.04

114.72

143.41

D(cm) 

30.41

60.82

91.23

121.65

152.06 

Power : 3W

Power : 7W

Beam angle : 15°

Beam angle : 24°

180

360

540

720

900

300

600

600

1200

1500

h(m) 

1

2

3

4

5

h(m) 

1

2

3

4

5

Power : 3W

Power : 7W

Beam angle : 24°

Beam angle : 36°

DITA DARK LIGHT  SERIES

Anti-
Glare No Flicker

LED < 7
SDCM 2700K

40°C

-20°C3000K 4000K

HIGH

CRI 24°15°

E(lx) 

881.9

220.5

97.99

55.12

35.28

D(cm) 

38.72

77.44

116.16

154.87

193.59

E(lx) 

1470

367.4

163.3

91.86

58.79

D(cm) 

49.17

98.34

147.51

196.68

245.85

Cut-out : Ø35

Cut-out : Ø35

Cut-out : Ø45

Cut-out : Ø55

Φ45

25

Φ45

52

Φ55

61

Φ65

71

Output current

670mA

Output current

230mA

36°

Anti-
Glare No Flicker

LED < 7
SDCM 2700K

40°C

-20°C3000K 4000K

HIGH

CRI 15°10°

Anti-
Glare No Flicker

LED < 7
SDCM 2700K

40°C

-20°C3000K 4000K

HIGH

CRI 15° 24°10°

Anti-
Glare No Flicker

LED < 7
SDCM 2700K

40°C

-20°C3000K 4000K

HIGH

CRI 15°10°

Unit:mm

Unit:mm

Unit:mm

Unit:mm

DITA DARK LIGHT  SERIES

VADDD035X

VADDD035A
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Model

DDD035A

Model

DDD035X

Power

LED 1W

Power

LED 1W

Light output

65lm

Light output

60lm

Ambient Temp

-20°C-+40°C

Ambient Temp

-20°C-+40°C

Output voltage

3V

Output voltage

3V

Output current

250mA

Output current

250mA

300

600

900

1200

1500

190

380

570

760

950

h(m) 

1

2

3

4

5

h(m) 

1

2

3

4

5

E(lx) 

1022

255.5

113.5

63.87

40.87

E(lx) 

951.5

237.9

105.7

59.47

38.06

D(cm) 

19.75

39.51

59.26

79.01

98.76

D(cm) 

19.63

39.26

58.89

78.52

98.15

Power : 1W

Power : 1W

Beam angle : 10°

Beam angle : 10°

130

260

390

520

650

130

260

390

520

650

h(m) 

1

2

3

4

5

h(m) 

1

2

3

4

5

E(lx) 

641.8

160.4

71.31

40.11

25.67

E(lx) 

603.0

150.7

67.00

37.68

24.12

D(cm) 

29.11

58.22

87.33

116.44

145.54

D(cm) 

28.86

57.72

86.58

115.44

144.30

Power : 1W

Power : 1W

Beam angle : 15°

Beam angle : 15°

DITA CABINET SERIES

DITA DARK LIGHT SERIES

Model

Model

Power

LED 3W

Power

LED 7W

Light output

150lm

Light output

350lm

Ambient Temp

-20°C-+40°C

Ambient Temp

-20°C-+40°C

Output voltage

3V

Output voltage

24V

500

1000

1500

2000

2500

700

1400

2100

2800

3500

h(m) 

1

2

3

4

5

h(m) 

1

2

3

4

5

E(lx) 

2375

593.6

263.8

148.4

94.98

E(lx) 

3342

835.4

371.3

208.8

133.7

D(cm) 

20.14

40.28

60.42

80.56

100.70

D(cm) 

26.80

53.59

80.39

107.18

133.98

Power : 3W

Power : 7W

Beam angle : 10°

Beam angle : 15°

300

600

900

1200

1500

500

1000

1500

2000

2500

h(m) 

1

2

3

4

5

h(m) 

1

2

3

4

5

E(lx) 

1491

372.7

165.6

93.17

59.63

E(lx) 

2595

648.9

288.4

162.2

103.8

D(cm) 

28.68

57.36

86.04

114.72

143.41

D(cm) 

30.41

60.82

91.23

121.65

152.06 

Power : 3W

Power : 7W

Beam angle : 15°

Beam angle : 24°

180

360

540

720

900

300

600

600

1200

1500

h(m) 

1

2

3

4

5

h(m) 

1

2

3

4

5

Power : 3W

Power : 7W

Beam angle : 24°

Beam angle : 36°

DITA DARK LIGHT  SERIES

Anti-
Glare No Flicker

LED < 7
SDCM 2700K

40°C

-20°C3000K 4000K

HIGH

CRI 24°15°

E(lx) 

881.9

220.5

97.99

55.12

35.28

D(cm) 

38.72

77.44

116.16

154.87

193.59

E(lx) 

1470

367.4

163.3

91.86

58.79

D(cm) 

49.17

98.34

147.51

196.68

245.85

Cut-out : Ø35

Cut-out : Ø35

Cut-out : Ø45

Cut-out : Ø55

Φ45

25

Φ45

52

Φ55

61

Φ65

71

Output current

670mA

Output current

230mA

36°

Anti-
Glare No Flicker

LED < 7
SDCM 2700K

40°C

-20°C3000K 4000K

HIGH

CRI 15°10°

Anti-
Glare No Flicker

LED < 7
SDCM 2700K

40°C

-20°C3000K 4000K

HIGH

CRI 15° 24°10°

Anti-
Glare No Flicker

LED < 7
SDCM 2700K

40°C

-20°C3000K 4000K

HIGH

CRI 15°10°

Unit:mm

Unit:mm

Unit:mm

Unit:mm

DITA DARK LIGHT  SERIES

VADDD055X

VADDD045X
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Karis Fixed Linear

Feature
-  Main bodies made of die-cast aluminum in slim and exquisite form.

-  Efficient wavy shape heat sink design, the dissipation area is 10% higher than conventional design. 

-  Low-glare optical design with high visual comfort.
Applications: 

- It is suitable for private residential spaces, restaurants, resorts and other commercial spaces.

16
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Various filters and anti-dazzle components can be installed on the front for convenient installation.
Flexible switching to meet different optical requirements.

A variety of surface ring components, can be through 
the front installation and replacement, flexible 
transformation of different types of lamps and lanterns, 
under the realization of the wall and wash a variety of 
effects, full of different design style requirements.

60°x10°

Series

Plain secondary 
reflector cup

Bevelled secondary 
reflector cup

Round hole surface Elliptical hole surface Square hole surface

Stretch spot filter Soft light filter
Soft spot, so that the main 
spot and secondary spot 
transition more uniform

Honeycomb 
anti-dazzle 
component
Acme anti-dazzle

Cross anti-glare
component
Center light source anti-glare

M16



Various filters and anti-dazzle components can be installed on the front for convenient installation.
Flexible switching to meet different optical requirements.

A variety of surface ring components, can be through 
the front installation and replacement, flexible 
transformation of different types of lamps and lanterns, 
under the realization of the wall and wash a variety of 
effects, full of different design style requirements.

60°x10°

Series

Plain secondary 
reflector cup

Bevelled secondary 
reflector cup

Round hole surface Elliptical hole surface Square hole surface

Stretch spot filter Soft light filter
Soft spot, so that the main 
spot and secondary spot 
transition more uniform

Honeycomb 
anti-dazzle 
component
Acme anti-dazzle

Cross anti-glare
component
Center light source anti-glare

M16

Various filters and anti-dazzle components can be installed on the front for convenient installation.
Flexible switching to meet different optical requirements.

A variety of surface ring components, can be through 
the front installation and replacement, flexible 
transformation of different types of lamps and lanterns, 
under the realization of the wall and wash a variety of 
effects, full of different design style requirements.

60°x10°

M16
Series

Plain secondary 
reflector cup

Bevelled secondary 
reflector cup

Round hole surface Elliptical hole surface Square hole surface

Stretch spot filter Soft light filter
Soft spot, so that the main 
spot and secondary spot 
transition more uniform

Honeycomb 
anti-dazzle 
component
Acme anti-dazzle

Cross anti-glare
component
Center light source anti-glare
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Suit to Ø50 Light SourceThe Whole Light

·Clean lens ·Frosted lens ·The louver honey comb

HB46363

HB46397

HB46485

HB46364

HB46398

HB46365HB46363HB46366

HB46395

HB46367

HB46484 HB46492

HB46396

HB46368

FLEX COVERS

LED Module

Traditional Halogen 
Lamp Sourse

  VAG5.3  VAGU10

  VAGU5.3  VAGU10

LED VAMR16
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Suit to Ø50 Light SourceThe Whole Light

·Clean lens ·Frosted lens ·The louver honey comb

HB46363

HB46397

HB46485

HB46364

HB46398

HB46365HB46363HB46366

HB46395

HB46367

HB46484 HB46492

HB46396

HB46368

FLEX COVERS

LED Module

Traditional Halogen 
Lamp Sourse

  VAG5.3  VAGU10

  VAGU5.3  VAGU10

LED VAMR16

Suit to Ø50 Light SourceThe Whole Light

·Clean lens ·Frosted lens ·The louver honey comb

  G5.3  GU10

  GU5.3  GU10

LED Module

LED MR16

Traditional Halogen 
Lamp Sourse

FLEX COVERS

VAHB46398VAHB46397 VAHB46367

VAHB46484 HB46492VAHB46363 VAHB46365

VAHB46485

VAHB46368

VAHB46363 VAHB46364 VAHB46395 VAHB46396
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Light fiter processed

Light fiter processed

Clean Lens

Frosted Lens

Light fiter processed
Louver Honey Comb

Clean lens adopts high light 
transmittance optical PC ,which 
can protect the chip effectively.

Frosted lens,unilateral frosting and 
diffuse reflection will make the light 
softer and beam angle wider.
However,,this kind of glass will 
reduce the light output and increase 
the risk of glaring.

The louver honey comb will 
decrease glare by the hexagon 
opening,the brightness decrease 
about 15% and narrow several of 
the beam angle,so that this kind of 
light can reduce the brightness 
and contrast and improve the visual 
comfort.
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Light fiter processed

Light fiter processed

Clean Lens

Frosted Lens

Light fiter processed
Louver Honey Comb

Clean lens adopts high light 
transmittance optical PC ,which 
can protect the chip effectively.

Frosted lens,unilateral frosting and 
diffuse reflection will make the light 
softer and beam angle wider.
However,,this kind of glass will 
reduce the light output and increase 
the risk of glaring.

The louver honey comb will 
decrease glare by the hexagon 
opening,the brightness decrease 
about 15% and narrow several of 
the beam angle,so that this kind of 
light can reduce the brightness 
and contrast and improve the visual 
comfort.

Round fixed/adjustable

Ø72

Ø80mm

Beam angle：40°

0
30

60

90

120

150
-/+180

-150

-120

-90

-60

-30

0

300

600

900

1200

1500

Light fiter processed

Light fiter processed

Clean Lens

Frosted Lens

Light fiter processed
Louver Honey Comb

Clean lens adopts high light 
transmittance optical PC ,which 
can protect the chip effectively.

Frosted lens,unilateral frosting and 
diffuse reflection will make the light 
softer and beam angle wider.
However,,this kind of glass will 
reduce the light output and increase 
the risk of glaring.

The louver honey comb will 
decrease glare by the hexagon 
opening,the brightness decrease 
about 15% and narrow several of 
the beam angle,so that this kind of 
light can reduce the brightness 
and contrast and improve the visual 
comfort.

Beam angle：25°

Round Wallwash

Ø72

Ø80mm

0
30

60

90

120

150
-/+180

-150

-120

-90

-60

-30

0

500

1000

1500

2000

2500

VAHB46363 VAHB46395/46396
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Round WallwashRound Wallwash

Ø72 Ø90

Ø80mm Ø95mm

Beam angle：25° Beam angle：40°

75x75mm75x75mm

80mm

80mm

80mm

80mm

Beam angle：25°Beam angle：40°

HB46367 HB46368

0
30

60

120

150
-/+180

-150

-30

0

300

600

900

1200

1500
0

30

60

90

120

150
-/+180

-150

-120

-90

-60

-30

0

600

1200

1800

2400

3000

0
30

60

90

120

150
-/+180

-150

-120

-90

-60

-30

0

300

600

900

1200

1500
0

30

60

90

120

150
-/+180

-150

-120

-90

-60

-30

0

600

1200

1800

2400

3000

HB46397/HB46398

-120

-90

-60

VAHB46365 VAHB46484
Square Square Wallwash
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Round WallwashRound Wallwash

Ø72 Ø90

Ø80mm Ø95mm

Beam angle：25° Beam angle：40°

75x75mm75x75mm

80mm

80mm

80mm

80mm

Beam angle：25°Beam angle：40°

HB46367 HB46368

0
30

60

120

150
-/+180

-150

-30

0

300

600

900

1200

1500
0

30

60

90

120

150
-/+180

-150

-120

-90

-60

-30

0

600

1200

1800

2400

3000

0
30

60

90

120

150
-/+180

-150

-120

-90

-60

-30

0

300

600

900

1200

1500
0

30

60

90

120

150
-/+180

-150

-120

-90

-60

-30

0

600

1200

1800

2400

3000

HB46397/HB46398

-120

-90

-60

VAHB46365 VAHB46484
Square Square Wallwash

Round WallwashRound Wallwash

Ø72 Ø90

Ø80mm Ø95mm

Beam angle：25° Beam angle：40°

HB46484HB46365
Square WallwashSquare

75x75mm75x75mm

80mm

80mm

80mm

80mm

Beam angle：25°Beam angle：40°

0
30

60

120

150
-/+180

-150

-120

-90

-60

-30

0

300

600

900

1200

1500
0

30

60

90

120

150
-/+180

-150

-120

-90

-60

-30

0

600

1200

1800

2400

3000

0
30

60

90

120

150
-/+180

-150

-120

-90

-60

-30

0

300

600

900

1200

1500
0

30

60

90

120

150
-/+180

-150

-120

-90

-60

-30

0

600

1200

1800

2400

3000

Square

Ø72

Ø80mm

Beam angle：25°

0
30

60

120

150
-/+180

-150

-120

-90

-60

-30

0

300

600

900

1200

1500

VAHB46367 VAHB46368VAHB46397/VAHB46398
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Operating temperature: -20℃~ +40℃
Rated life hours: 30,000 - 50,000H
Input: 220-240V AC 50/60Hz
Color rendering index : Ra ≥ 80

Beam angle: 15°/25°/40°/60°

Power consumption:Max 9W 
Light source:COB LED 7W
Color temperature: 3000K/4000K/5000K
Light outpu:720LM/750LM/800LM

Power consumption:Max 15W 
Light source:COB LED 12.8W
Color temperature: 3000K/4000K/5000K

Light outpu:720LM/750LM/800LM

HB46364S
Operating temperature: -20℃~ +40℃
Rated life hours: 30,000 - 50,000H
Input: 220-240V AC 50/60Hz
Color rendering index : Ra ≥ 80

Beam angle: 15°/25°/40°/60°

Power consumption:Max 9W 
Light source:COB LED 7W
Color temperature: 3000K/4000K/5000K

Power consumption:Max 15W 
Light source:COB LED 12.8W
Color temperature: 3000K/4000K/5000K

Optional Colors Optional Colors

Ø72

Ø80

74

Ø72

Ø80

92

30
.5

9W 15WØ72

Ø80

74

Ø72

Ø80

92

30
.5

Series FLEX
Series

white +chrome white +gold white +blackwhite 

white +silver black+gold blacksandy white white +silver black+gold blacksandy white 

white +chrome white +gold white +blackwhite 

30000h
lifetime -20°C

40°CF COB IP20C B 30000h

lifetime -20°C

40°CF COB IP20C B

Light outpu:1305LM/1360LM/1400LM Light outpu:1305LM/1360LM/1400LM

LED types

·Clean lens ·Frosted lens ·The louver honey comb

LED types

·Clean lens ·Frosted lens ·The louver honey comb

FLEX

9W 15W

VAHB46364
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Operating temperature: -20℃~ +40℃
Rated life hours: 30,000 - 50,000H
Input: 220-240V AC 50/60Hz
Color rendering index : Ra ≥ 80

Beam angle: 15°/25°/40°/60°

Power consumption:Max 9W 
Light source:COB LED 7W
Color temperature: 3000K/4000K/5000K
Light outpu:720LM/750LM/800LM

Power consumption:Max 15W 
Light source:COB LED 12.8W
Color temperature: 3000K/4000K/5000K

Light outpu:720LM/750LM/800LM

HB46364S
Operating temperature: -20℃~ +40℃
Rated life hours: 30,000 - 50,000H
Input: 220-240V AC 50/60Hz
Color rendering index : Ra ≥ 80

Beam angle: 15°/25°/40°/60°

Power consumption:Max 9W 
Light source:COB LED 7W
Color temperature: 3000K/4000K/5000K

Power consumption:Max 15W 
Light source:COB LED 12.8W
Color temperature: 3000K/4000K/5000K

Optional Colors Optional Colors

Ø72

Ø80

74

Ø72

Ø80

92

30
.5

9W 15WØ72

Ø80

74

Ø72

Ø80

92

30
.5

Series FLEX
Series

white +chrome white +gold white +blackwhite 

white +silver black+gold blacksandy white white +silver black+gold blacksandy white 

white +chrome white +gold white +blackwhite 

30000h
lifetime -20°C

40°CF COB IP20C B 30000h

lifetime -20°C

40°CF COB IP20C B

Light outpu:1305LM/1360LM/1400LM Light outpu:1305LM/1360LM/1400LM

LED types

·Clean lens ·Frosted lens ·The louver honey comb

LED types

·Clean lens ·Frosted lens ·The louver honey comb

FLEX

9W 15W

VAHB46364HB46364
Operating temperature: -20℃~ +40℃
Rated life hours: 30,000 - 50,000H
Input: 220-240V AC 50/60Hz
Color rendering index : Ra ≥ 80

Beam angle: 15°/25°/40°/60°

Power consumption:Max 9W 
Light source:COB LED 7W
Color temperature: 3000K/4000K/5000K
Light outpu:720LM/750LM/800LM

Power consumption:Max 15W 
Light source:COB LED 12.8W
Color temperature: 3000K/4000K/5000K

Light outpu:720LM/750LM/800LM

Operating temperature: -20℃~ +40℃
Rated life hours: 30,000 - 50,000H
Input: 220-240V AC 50/60Hz
Color rendering index : Ra ≥ 80

Beam angle: 15°/25°/40°/60°

Power consumption:Max 9W 
Light source:COB LED 7W
Color temperature: 3000K/4000K/5000K

Power consumption:Max 15W 
Light source:COB LED 12.8W
Color temperature: 3000K/4000K/5000K

9W 15W

Optional Colors Optional Colors

Ø72

Ø80

74

Ø72

Ø80

92

30
.5

Ø72

Ø80

74

Ø72

Ø80

92

30
.5

FLEXSeries Series

white +chrome white +gold white +blackwhite 

white +silver black+gold blacksandy white white +silver black+gold blacksandy white 

white +chrome white +gold white +blackwhite 

30000h
lifetime -20°C

40°CF
COB IP20C B 30000h

lifetime -20°C

40°CF COB IP20C B

Light outpu:1305LM/1360LM/1400LM Light outpu:1305LM/1360LM/1400LM

LED types

·Clean lens ·Frosted lens ·The louver honey comb

LED types

·Clean lens ·Frosted lens ·The louver honey comb

FLEX

VAHB46364S

9W 15W
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30° Ø72

Ø80

78

30° Ø72

Ø80

92

LED types LED types

Optional Colors Optional Colors

·Clean lens ·Frosted lens ·The louver honey comb ·Clean lens ·Frosted lens ·The louver honey comb

Series
FLEX

Series

white +chrome white +gold white +blackwhite 

white +silver black +gold   blacksandy white 

white +chrome white +gold white +blackwhite 

white +silver black +gold blacksandy white 

32
.5

30° Ø72

Ø80

78

30° Ø72

Ø80

92

9W 15W

32
.5Operating temperature: -20℃~ +40℃

Rated life hours: 30,000 - 50,000H
Input: 220-240V AC 50/60Hz
Color rendering index : Ra ≥ 80

Beam angle: 15°/25°/40°/60°

Power consumption:Max 9W 
Light source:COB LED 7W
Color temperature: 3000K/4000K/5000K
Light outpu:720LM/750LM/800LM

Power consumption:Max 15W 
Light source:COB LED 12.8W
Color temperature: 3000K/4000K/5000K
Light outpu:1305LM/1360LM/1400LM

Light outpu:720LM/750LM/800LM

Light outpu:1305LM/1360LM/1400LM

HB46363S
Operating temperature: -20℃~ +40℃
Rated life hours: 30,000 - 50,000H
Input: 220-240V AC 50/60Hz
Color rendering index : Ra ≥ 80

Beam angle: 15°/25°/40°/60°

Power consumption:Max 9W 
Light source:COB LED 7W
Color temperature: 3000K/4000K/5000K

Power consumption:Max 15W 
Light source:COB LED 12.8W
Color temperature: 3000K/4000K/5000K

30000h
lifetime -20°C

40°CF COB IP20C B 30000h

lifetime -20°C

40°CF COB IP20C B

FLEX

9W 15W

VAHB46363
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30° Ø72

Ø80

78

30° Ø72

Ø80

92

LED types LED types

Optional Colors Optional Colors

·Clean lens ·Frosted lens ·The louver honey comb ·Clean lens ·Frosted lens ·The louver honey comb

Series
FLEX

Series

white +chrome white +gold white +blackwhite 

white +silver black +gold   blacksandy white 

white +chrome white +gold white +blackwhite 

white +silver black +gold blacksandy white 

32
.5

30° Ø72

Ø80

78

30° Ø72

Ø80

92

9W 15W

32
.5Operating temperature: -20℃~ +40℃

Rated life hours: 30,000 - 50,000H
Input: 220-240V AC 50/60Hz
Color rendering index : Ra ≥ 80

Beam angle: 15°/25°/40°/60°

Power consumption:Max 9W 
Light source:COB LED 7W
Color temperature: 3000K/4000K/5000K
Light outpu:720LM/750LM/800LM

Power consumption:Max 15W 
Light source:COB LED 12.8W
Color temperature: 3000K/4000K/5000K
Light outpu:1305LM/1360LM/1400LM

Light outpu:720LM/750LM/800LM

Light outpu:1305LM/1360LM/1400LM

HB46363S
Operating temperature: -20℃~ +40℃
Rated life hours: 30,000 - 50,000H
Input: 220-240V AC 50/60Hz
Color rendering index : Ra ≥ 80

Beam angle: 15°/25°/40°/60°

Power consumption:Max 9W 
Light source:COB LED 7W
Color temperature: 3000K/4000K/5000K

Power consumption:Max 15W 
Light source:COB LED 12.8W
Color temperature: 3000K/4000K/5000K

30000h
lifetime -20°C

40°CF COB IP20C B 30000h

lifetime -20°C

40°CF COB IP20C B

FLEX

9W 15W

VAHB46363

30° Ø72

Ø80

78

30° Ø72

Ø80

92

LED types

9W 15W
LED types

Optional Colors Optional Colors

·Clean lens ·Frosted lens ·The louver honey comb ·Clean lens ·Frosted lens ·The louver honey comb

FLEXSeries Series

white +chrome white +gold white +blackwhite 

white +silver black +gold   blacksandy white 

white +chrome white +gold white +blackwhite 

white +silver black +gold blacksandy white 

32
.5

30° Ø72

Ø80

78

30° Ø72

Ø80

92

32
.5HB46363

Operating temperature: -20℃~ +40℃
Rated life hours: 30,000 - 50,000H
Input: 220-240V AC 50/60Hz
Color rendering index : Ra ≥ 80

Beam angle: 15°/25°/40°/60°

Power consumption:Max 9W 
Light source:COB LED 7W
Color temperature: 3000K/4000K/5000K
Light outpu:720LM/750LM/800LM

Power consumption:Max 15W 
Light source:COB LED 12.8W
Color temperature: 3000K/4000K/5000K
Light outpu:1305LM/1360LM/1400LM

Light outpu:720LM/750LM/800LM

Light outpu:1305LM/1360LM/1400LM

Operating temperature: -20℃~ +40℃
Rated life hours: 30,000 - 50,000H
Input: 220-240V AC 50/60Hz
Color rendering index : Ra ≥ 80

Beam angle: 15°/25°/40°/60°

Power consumption:Max 9W 
Light source:COB LED 7W
Color temperature: 3000K/4000K/5000K

Power consumption:Max 15W 
Light source:COB LED 12.8W
Color temperature: 3000K/4000K/5000K
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Operating temperature: -20℃~+40℃
Rated life hours: 30,000- 50,000H
Input: 220-240V AC 50/60Hz
Color rendering index : Ra ≥ 80

Beam angle: 15°/25°/40°/60°

Power consumption:Max 9W 
Light source:COB LED 7W
Color temperature: 3000K/4000K/5000K
Light outpu:546LM/600LM/645LM

Power consumption:Max 15W 
Light source:COB LED 12.8W
Color temperature: 3000K/4000K/5000K
Light outpu:1145LM/1245LM/1370LM

Operating temperature: -20℃~ +40℃
Rated life hours: 30,000-50,000H
Input: 220-240V AC 50/60Hz
Color rendering index : Ra ≥ 80

Beam angle: 15°/25°/40°/60°

Power consumption:Max 9W 
Light source:COB LED 7W
Color temperature: 3000K/4000K/5000K
Light outpu:560LM/615LM/660LM

Power consumption:Max 15W 
Light source:COB LED 12.8W
Color temperature: 3000K/4000K/5000K
Light outpu:1217LM/1267LM/1392LM

9W 15W9W 15W Ø90Ø90

9W 15W

5.421
06

5.111
06

Ø90

2.021
05

Ø909W 15W Ø75Ø75

2.601
05

Series

HB46484

HB46484HB46366

Ø72 Ø95Ø95

Ø80Ø80Ø78 Ø78 Ø95 Ø95

4.001
74

Ø72

4.311

4.301
74

4.611
74

74

30000h
lifetime -20°C

40°CF COB IP20C B 30000h

lifetime -20°C

40°CF COB IP20C B

FLEX

VAHB46365 VAHB46492

VAHB46365 VAHB46492

32



Operating temperature: -20℃~+40℃
Rated life hours: 30,000- 50,000H
Input: 220-240V AC 50/60Hz
Color rendering index : Ra ≥ 80

Beam angle: 15°/25°/40°/60°

Power consumption:Max 9W 
Light source:COB LED 7W
Color temperature: 3000K/4000K/5000K
Light outpu:546LM/600LM/645LM

Power consumption:Max 15W 
Light source:COB LED 12.8W
Color temperature: 3000K/4000K/5000K
Light outpu:1145LM/1245LM/1370LM

Operating temperature: -20℃~ +40℃
Rated life hours: 30,000-50,000H
Input: 220-240V AC 50/60Hz
Color rendering index : Ra ≥ 80

Beam angle: 15°/25°/40°/60°

Power consumption:Max 9W 
Light source:COB LED 7W
Color temperature: 3000K/4000K/5000K
Light outpu:560LM/615LM/660LM

Power consumption:Max 15W 
Light source:COB LED 12.8W
Color temperature: 3000K/4000K/5000K
Light outpu:1217LM/1267LM/1392LM
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VAHB46365 VAHB46492

Operating temperature: -20℃~+40℃
Rated life hours: 30,000- 50,000H
Input: 220-240V AC 50/60Hz
Color rendering index : Ra ≥ 80

Beam angle: 15°/25°/40°/60°

Power consumption:Max 9W 
Light source:COB LED 7W
Color temperature: 3000K/4000K/5000K
Light outpu:546LM/600LM/645LM

Power consumption:Max 15W 
Light source:COB LED 12.8W
Color temperature: 3000K/4000K/5000K
Light outpu:1145LM/1245LM/1370LM

Operating temperature: -20℃~ +40℃
Rated life hours: 30,000-50,000H
Input: 220-240V AC 50/60Hz
Color rendering index : Ra ≥ 80

Beam angle: 15°/25°/40°/60°

Power consumption:Max 9W 
Light source:COB LED 7W
Color temperature: 3000K/4000K/5000K
Light outpu:560LM/615LM/660LM

Power consumption:Max 15W 
Light source:COB LED 12.8W
Color temperature: 3000K/4000K/5000K
Light outpu:1217LM/1267LM/1392LM
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Operating temperature: -20℃~ +40℃
Rated life hours: 30,000- 50,000H
Input: 220-240V AC 50/60Hz
Color rendering index : Ra ≥ 80

Beam angle: 15°/25°/40°/60°

Power consumption:Max 9W 
Light source:COB LED 7W
Color temperature: 3000K/4000K/5000K
Light outpu:395LM/450LM/495LM

Power consumption:Max 15W 
Light source:COB LED 12.8W
Color temperature: 3000K/4000K/5000K
Light outpu:830LM/880LM/1005LM
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40°CF COB IP20C B

Operating temperature: -20℃~ +40℃
Rated life hours: 30,000- 50,000H
Input: 220-240V AC 50/60Hz
Color rendering index : Ra ≥ 80

Beam angle: 15°/25°/40°/60°

Power consumption:Max 9W 
Light source:COB LED 7W
Color temperature: 3000K/4000K/5000K
Light outpu:395LM/450LM/495LM

Power consumption:Max 15W 
Light source:COB LED 12.8W
Color temperature: 3000K/4000K/5000K
Light outpu:830LM/880LM/1005LM
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Operating temperature: -20℃~ +40℃
Rated life hours: 30,000- 50,000H
Input: 220-240V AC 50/60Hz
Color rendering index : Ra ≥ 80

Beam angle: 15°/25°/40°/60°

Power consumption:Max 9W 
Light source:COB LED 7W
Color temperature: 3000K/4000K/5000K
Light outpu:395LM/450LM/495LM

Power consumption:Max 15W 
Light source:COB LED 12.8W
Color temperature: 3000K/4000K/5000K
Light outpu:830LM/880LM/1005LM

LED types
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40°CF COB IP20C B

Operating temperature: -20℃~ +40℃
Rated life hours: 30,000- 50,000H
Input: 220-240V AC 50/60Hz
Color rendering index : Ra ≥ 80

Beam angle: 15°/25°/40°/60°

Power consumption:Max 9W 
Light source:COB LED 7W
Color temperature: 3000K/4000K/5000K
Light outpu:395LM/450LM/495LM

Power consumption:Max 15W 
Light source:COB LED 12.8W
Color temperature: 3000K/4000K/5000K
Light outpu:830LM/880LM/1005LM

LED types
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Optional Colors
FLEX
Series

white +blackwhite   black
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white +blackwhite   black

Series
FLEX

VAHB46395 HB46396
Operating temperature: -20℃~ +40℃
Rated life hours: 30,000- 50,000H
Input: 220-240V AC 50/60Hz
Color rendering index : Ra ≥ 80

Beam angle: 15°/25°/40°/60°

Power consumption:Max 9W 
Light source:COB LED 7W
Color temperature: 3000K/4000K/5000K
Light outpu:395LM/450LM/495LM

Power consumption:Max 15W 
Light source:COB LED 12.8W
Color temperature: 3000K/4000K/5000K
Light outpu:830LM/880LM/1005LM
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40°CF COB IP20C B

Operating temperature: -20℃~ +40℃
Rated life hours: 30,000- 50,000H
Input: 220-240V AC 50/60Hz
Color rendering index : Ra ≥ 80

Beam angle: 15°/25°/40°/60°

Power consumption:Max 9W 
Light source:COB LED 7W
Color temperature: 3000K/4000K/5000K
Light outpu:395LM/450LM/495LM

Power consumption:Max 15W 
Light source:COB LED 12.8W
Color temperature: 3000K/4000K/5000K
Light outpu:830LM/880LM/1005LM

LED types
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Optional Colors
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VAHB46367

VAHB46367

VAHB46368

VAHB46368Operating temperature: -20℃~ +40℃
Rated life hours: 30,000- 50,000H
Input: 220-240V AC 50/60Hz
Color rendering index : Ra ≥ 80

Beam angle: 15°/25°/40°/60°

Power consumption:Max 9W 
Light source:COB LED 7W
Color temperature: 3000K/4000K/5000K

9W Light outpu:558LM/613LM/658LM

Power consumption:Max 15W 
Light source:COB LED 12.8W
Color temperature: 3000K/4000K/5000K

15W Light outpu:1262LM/1310LM/1435LM

9W Light outpu:564LM/619LM/664LM
15W Light outpu:1236LM/1286LM/1411LM

9W 15W
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Beam angle: 15°/25°/40°/60°

Power consumption:Max 9W 
Light source:COB LED 7W
Color temperature: 3000K/4000K/5000K
Light outpu:273LM/328LM/373LM

Power consumption:Max 15W 
Light source:COB LED 12.8W
Color temperature: 3000K/4000K/5000K
Light outpu:574LM/624LM/749LM
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VAHB46367

VAHB46367

VAHB46368

VAHB46368Operating temperature: -20℃~ +40℃
Rated life hours: 30,000- 50,000H
Input: 220-240V AC 50/60Hz
Color rendering index : Ra ≥ 80

Beam angle: 15°/25°/40°/60°

Power consumption:Max 9W 
Light source:COB LED 7W
Color temperature: 3000K/4000K/5000K

9W Light outpu:558LM/613LM/658LM

Power consumption:Max 15W 
Light source:COB LED 12.8W
Color temperature: 3000K/4000K/5000K

15W Light outpu:1262LM/1310LM/1435LM

9W Light outpu:564LM/619LM/664LM
15W Light outpu:1236LM/1286LM/1411LM

9W 15W

Optional Colors

Optional Colors
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Beam angle: 15°/25°/40°/60°

Power consumption:Max 9W 
Light source:COB LED 7W
Color temperature: 3000K/4000K/5000K
Light outpu:273LM/328LM/373LM

Power consumption:Max 15W 
Light source:COB LED 12.8W
Color temperature: 3000K/4000K/5000K
Light outpu:574LM/624LM/749LM
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VAHB46368
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HB46368

HB46368Operating temperature: -20℃~ +40℃
Rated life hours: 30,000- 50,000H
Input: 220-240V AC 50/60Hz
Color rendering index : Ra ≥ 80

Beam angle: 15°/25°/40°/60°

Power consumption:Max 9W 
Light source:COB LED 7W
Color temperature: 3000K/4000K/5000K

9W Light outpu:558LM/613LM/658LM

Power consumption:Max 15W 

HB46367

HB46368

Light source:COB LED 12.8W
Color temperature: 3000K/4000K/5000K

15W Light outpu:1262LM/1310LM/1435LM

9W Light outpu:564LM/619LM/664LM
15W Light outpu:1236LM/1286LM/1411LM

9W 15W

Optional Colors

Optional Colors
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SQ80

11
1

SQ80

97
42

.3

75x75

99

SQ80

75x75

11
3

SQ80

VAHB46397

VAHB46397

VAHB46398

VAHB46398

Operating temperature: -20℃~ +40℃
Rated life hours: 30,000- 50,000H
Input: 220-240V AC 50/60Hz
Color rendering index : Ra ≥ 80

Beam angle: 15°/25°/40°/60°

Power consumption:Max 9W 
Light source:COB LED 7W
Color temperature: 3000K/4000K/5000K
Light outpu:273LM/328LM/373LM

Power consumption:Max 15W 
Light source:COB LED 12.8W
Color temperature: 3000K/4000K/5000K
Light outpu:574LM/624LM/749LM

9W 15W

90
.6

Ø80

Ø72 25° Ø72 25°

10
4.

6

Ø80

9W 15W

10
4.

6

SQ80

90
.6

SQ80

Ø72 25° Ø72 25°

white +silver

white +silver
white +gold

white +gold white +black
white white +chrome

white +chrome

white +silverwhite +gold white +blackwhite +chrome black+gold

black+gold

blacksandy white 

42
.3

57
.6

57
.6

35
.5

35
.5

35
.5

35
.5

FLEX
Series

30000h
lifetime -20°C

40°CF

COB IP20C B 30000h
lifetime -20°C

40°CF COB IP20C B

VAHB46398VAHB46397

37



99

9W 15W

Ø77.2

Ø82

Ø77.2

Ø82

47

10
2

47

Series

30000h
lifetime -20°C

40°CF COB IP20C B

Operating temperature: -20℃~ +40℃
Rated life hours: 30,000 - 50,000H
Input: 220-240V AC 50/60Hz
Color rendering index : Ra ≥ 80

Beam angle: 15°/25°/40°/60°

Power consumption:Max 9W 
Light source:COB LED 7W
Color temperature: 3000K/4000K/5000K
(HB46485)Light output:560LM/615LM/660LM

(HB46485)Light output:1217LM/1267LM/1392LM

Power consumption:Max 15W 
Light source:COB LED 12.8W
Color temperature: 3000K/4000K/5000K

Trimless Instruction：

1 2

3 4

65

LED types

·Clean lens ·Frosted lens ·The louver honey comb

FLEX

VAHB46485
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40°CF COB IP20C B

Operating temperature: -20℃~ +40℃
Rated life hours: 30,000 - 50,000H
Input: 220-240V AC 50/60Hz
Color rendering index : Ra ≥ 80

Beam angle: 15°/25°/40°/60°

Power consumption:Max 9W 
Light source:COB LED 7W
Color temperature: 3000K/4000K/5000K
(HB46485)Light output:560LM/615LM/660LM

(HB46485)Light output:1217LM/1267LM/1392LM

Power consumption:Max 15W 
Light source:COB LED 12.8W
Color temperature: 3000K/4000K/5000K

Trimless Instruction：

1 2

3 4

65

LED types

·Clean lens ·Frosted lens ·The louver honey comb

FLEX

VAHB46485
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FLEX
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30000h
lifetime -20°C

40°CF COB IP20C B

Operating temperature: -20℃~ +40℃
Rated life hours: 30,000 - 50,000H
Input: 220-240V AC 50/60Hz
Color rendering index : Ra ≥ 80

Beam angle: 15°/25°/40°/60°

Power consumption:Max 9W 
Light source:COB LED 7W
Color temperature: 3000K/4000K/5000K
(HB46485)Light output:560LM/615LM/660LM

(HB46485)Light output:1217LM/1267LM/1392LM

Power consumption:Max 15W 
Light source:COB LED 12.8W
Color temperature: 3000K/4000K/5000K

Trimless Instruction：

1 2

3 4

65

LED types

·Clean lens ·Frosted lens ·The louver honey comb
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C90/270,24.3deg

UNIT:cd

C0/180,24.3deg

0

500

1000

1500

2000

2500

1m
3. 281ft

43. 09cm
1. 414ft

1571, 2299l x
145. 9, 213. 6fc

2m
6. 562ft

86. 18cm
2. 827ft

392. 7, 574. 7l x
36. 48, 53. 39fc

3m
9. 843ft

129. 26cm
4. 241ft

174. 5, 255. 4l x
16. 21, 23. 73fc

4m
13. 12ft

172. 35cm
5. 655ft

98. 17, 143. 7l x
9. 120, 13. 35fc

5m
16. 4ft

215. 44cm
7. 068ft

62. 83, 91. 95l x
5. 837, 8. 543fc

Hei ght Eavg, Emax D i ameterAngl e: 24. 32deg

1m
3. 281ft

36. 46cm
1. 196ft

1890, 2406l x
175. 6, 223. 5fc

2m
6. 562ft

72. 92cm
2. 392ft

472. 4, 601. 4l x
43. 89, 55. 87fc

3m
9. 843ft

109. 38cm
3. 589ft

210. 0, 267. 3l x
19. 51, 24. 83fc

4m
13. 12ft

145. 84cm
4. 785ft

118. 1, 150. 4l x
10. 97, 13. 97fc

5m
16. 4ft

182. 30cm
5. 981ft

75. 59, 96. 23l x
7. 022, 8. 940fc

Hei ght Eavg, Emax D i ameterAngl e: 20. 66deg

1m
3. 281ft

51. 88cm
1. 702ft

1028, 1450l x
95. 50, 134. 7fc

2m
6. 562ft

103. 76cm
3. 404ft

257. 0, 362. 4l x
23. 87, 33. 67fc

3m
9. 843ft

155. 64cm
5. 106ft

114. 2, 161. 1l x
10. 61, 14. 96fc

4m
13. 12ft

207. 51cm
6. 808ft

64. 25, 90. 60l x
5. 969, 8. 417fc

5m
16. 4ft

259. 39cm
8. 51ft

41. 12, 57. 98l x
3. 820, 5. 387fc

Hei ght Eavg, Emax D i ameterAngl e: 29. 08deg

1m
3. 281f t

50. 26cm
1. 649f t

1148, 1629l x
106. 7, 151. 4fc

2m
6. 562f t

100. 52cm
3. 298f t

287. 1, 407. 4l x
26. 67, 37. 85fc

3m
9. 843f t

150. 79cm
4. 947f t

127. 6, 181. 1l x
11. 85, 16. 82fc

4m
13. 12f t

201. 05cm
6. 596f t

71. 77, 101. 8l x
6. 668, 9. 461fc

5m
16. 4f t

251. 31cm
8. 245f t

45. 93, 65. 18l x
4. 267, 6. 055fc

Hei ght Eavg, Emax D i ameterAngl e: 28. 21deg

Demo Case

9W     VAHB46398/VAHB46397

40



15° 25°

40° 60°

15W
15° 25°

40° 60°
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UNIT:cd

C90/270,26.9deg
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-150

-120

-90

-60

-30
UNIT:cd

C0/180,28.4deg
UNIT:cd

C90/270,28.2deg

0

160

320

480

640

800

1m
3. 281f t

38. 66cm
1. 269f t

869. 0, 1256l x
80. 74, 116. 7fc

2m
6. 562f t

77. 33cm
2. 537f t

217. 3, 314. 1l x
20. 18, 29. 18fc

3m
9. 843f t

115. 99cm
3. 806f t

96. 56, 139. 6l x
8. 971, 12. 97fc

4m
13. 12f t

154. 66cm
5. 074f t

54. 31, 78. 52l x
5. 046, 7. 295fc

5m
16. 4f t

193. 32cm
6. 343f t

34. 76, 50. 26l x
3. 229, 4. 669fc

Hei ght Eavg, Emax D i ameterAngl e: 21. 88deg

1m
3. 281ft

29. 62cm
0. 9719ft

1055, 1394l x
98. 01, 129. 5fc

2m
6. 562ft

59. 25cm
1. 944ft

263. 7, 348. 5l x
24. 50, 32. 37fc

3m
9. 843ft

88. 87cm
2. 916ft

117. 2, 154. 9l x
10. 89, 14. 39fc

4m
13. 12f t

118. 49cm
3. 887ft

65. 93, 87. 11l x
6. 125, 8. 093fc

5m
16. 4f t

148. 11cm
4. 859ft

42. 20, 55. 75l x
3. 920, 5. 180fc

Hei ght Eavg, Emax D i ameterAngl e: 16. 85deg

1m
3. 281ft

47. 82cm
1. 569ft

578. 1, 816. 5l x
53. 70, 75. 85fc

2m
6. 562ft

95. 64cm
3. 138ft

144. 5, 204. 1l x
13. 43, 18. 96fc

3m
9. 843ft

143. 46cm
4. 707ft

64. 23, 90. 72l x
5. 967, 8. 428fc

4m
13. 12ft

191. 28cm
6. 276ft

36. 13, 51. 03l x
3. 357, 4. 741fc

5m
16. 4ft

239. 11cm
7. 845ft

23. 12, 32. 66l x
2. 148, 3. 034fc

Hei ght Eavg, Emax D i ameterAngl e: 26. 89deg

1m
3. 281ft

50. 30cm
1. 65ft

530. 8, 746. 2l x
49. 31, 69. 33fc

2m
6. 562ft

100. 60cm
3. 3ft

132. 7, 186. 6l x
12. 33, 17. 33fc

3m
9. 843ft

150. 90cm
4. 951ft

58. 97, 82. 91l x
5. 479, 7. 703fc

4m
13. 12ft

201. 20cm
6. 601ft

33. 17, 46. 64l x
3. 082, 4. 333fc

5m
16. 4f t

251. 50cm
8. 251ft

21. 23, 29. 85l x
1. 972, 2. 773fc

Hei ght Eavg, Emax D i ameterAngl e: 28. 23deg
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-30 UNIT:cd
C0/180,20.7deg
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C90/270,20.8deg
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-120

-90

-60

-30
UNIT:cd

C0/180,29.4deg
UNIT:cd

C90/270,29.1deg
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-90

-60

-30
UNIT:cd

C0/180,28.3deg
UNIT:cd

C90/270,28.2deg
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-120

-90

-60

-30 UNIT:cd
C90/270,24.3deg

UNIT:cd

C0/180,24.3deg

0

500

1000

1500

2000

2500

1m
3. 281ft

43. 09cm
1. 414ft

1571, 2299l x
145. 9, 213. 6fc

2m
6. 562ft

86. 18cm
2. 827ft

392. 7, 574. 7l x
36. 48, 53. 39fc

3m
9. 843ft

129. 26cm
4. 241ft

174. 5, 255. 4l x
16. 21, 23. 73fc

4m
13. 12ft

172. 35cm
5. 655ft

98. 17, 143. 7l x
9. 120, 13. 35fc

5m
16. 4ft

215. 44cm
7. 068ft

62. 83, 91. 95l x
5. 837, 8. 543fc

Hei ght Eavg, Emax D i ameterAngl e: 24. 32deg

1m
3. 281ft

36. 46cm
1. 196ft

1890, 2406l x
175. 6, 223. 5fc

2m
6. 562ft

72. 92cm
2. 392ft

472. 4, 601. 4l x
43. 89, 55. 87fc

3m
9. 843ft

109. 38cm
3. 589ft

210. 0, 267. 3l x
19. 51, 24. 83fc

4m
13. 12ft

145. 84cm
4. 785ft

118. 1, 150. 4l x
10. 97, 13. 97fc

5m
16. 4ft

182. 30cm
5. 981ft

75. 59, 96. 23l x
7. 022, 8. 940fc

Hei ght Eavg, Emax D i ameterAngl e: 20. 66deg

1m
3. 281ft

51. 88cm
1. 702ft

1028, 1450l x
95. 50, 134. 7fc

2m
6. 562ft

103. 76cm
3. 404ft

257. 0, 362. 4l x
23. 87, 33. 67fc

3m
9. 843ft

155. 64cm
5. 106ft

114. 2, 161. 1l x
10. 61, 14. 96fc

4m
13. 12ft

207. 51cm
6. 808ft

64. 25, 90. 60l x
5. 969, 8. 417fc

5m
16. 4ft

259. 39cm
8. 51ft

41. 12, 57. 98l x
3. 820, 5. 387fc

Hei ght Eavg, Emax D i ameterAngl e: 29. 08deg

1m
3. 281f t

50. 26cm
1. 649f t

1148, 1629l x
106. 7, 151. 4fc

2m
6. 562f t

100. 52cm
3. 298f t

287. 1, 407. 4l x
26. 67, 37. 85fc

3m
9. 843f t

150. 79cm
4. 947f t

127. 6, 181. 1l x
11. 85, 16. 82fc

4m
13. 12f t

201. 05cm
6. 596f t

71. 77, 101. 8l x
6. 668, 9. 461fc

5m
16. 4f t

251. 31cm
8. 245f t

45. 93, 65. 18l x
4. 267, 6. 055fc

Hei ght Eavg, Emax D i ameterAngl e: 28. 21deg

Demo Case

9W     VAHB46398/VAHB46397

9W     HB46398/HB46397
15° 25°

40° 60°

15W
15° 25°

40° 60°

0
30

60

90

120

150
-/+180

-150

-120

-90

-60

-30 UNIT:cd
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UNIT:cd

C90/270,28.2deg
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480
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1m
3. 281f t

38. 66cm
1. 269f t

869. 0, 1256l x
80. 74, 116. 7fc

2m
6. 562f t

77. 33cm
2. 537f t

217. 3, 314. 1l x
20. 18, 29. 18fc

3m
9. 843f t

115. 99cm
3. 806f t

96. 56, 139. 6l x
8. 971, 12. 97fc

4m
13. 12f t

154. 66cm
5. 074f t

54. 31, 78. 52l x
5. 046, 7. 295fc

5m
16. 4f t

193. 32cm
6. 343f t

34. 76, 50. 26l x
3. 229, 4. 669fc

Hei ght Eavg, Emax D i ameterAngl e: 21. 88deg

1m
3. 281ft

29. 62cm
0. 9719ft

1055, 1394l x
98. 01, 129. 5fc

2m
6. 562ft

59. 25cm
1. 944ft

263. 7, 348. 5l x
24. 50, 32. 37fc

3m
9. 843ft

88. 87cm
2. 916ft

117. 2, 154. 9l x
10. 89, 14. 39fc

4m
13. 12f t

118. 49cm
3. 887ft

65. 93, 87. 11l x
6. 125, 8. 093fc

5m
16. 4f t

148. 11cm
4. 859ft

42. 20, 55. 75l x
3. 920, 5. 180fc

Hei ght Eavg, Emax D i ameterAngl e: 16. 85deg

1m
3. 281ft

47. 82cm
1. 569ft

578. 1, 816. 5l x
53. 70, 75. 85fc

2m
6. 562ft

95. 64cm
3. 138ft

144. 5, 204. 1l x
13. 43, 18. 96fc

3m
9. 843ft

143. 46cm
4. 707ft

64. 23, 90. 72l x
5. 967, 8. 428fc

4m
13. 12ft

191. 28cm
6. 276ft

36. 13, 51. 03l x
3. 357, 4. 741fc

5m
16. 4ft

239. 11cm
7. 845ft

23. 12, 32. 66l x
2. 148, 3. 034fc

Hei ght Eavg, Emax D i ameterAngl e: 26. 89deg

1m
3. 281ft

50. 30cm
1. 65ft

530. 8, 746. 2l x
49. 31, 69. 33fc

2m
6. 562ft

100. 60cm
3. 3ft

132. 7, 186. 6l x
12. 33, 17. 33fc

3m
9. 843ft

150. 90cm
4. 951ft

58. 97, 82. 91l x
5. 479, 7. 703fc

4m
13. 12ft

201. 20cm
6. 601ft

33. 17, 46. 64l x
3. 082, 4. 333fc

5m
16. 4f t

251. 50cm
8. 251ft

21. 23, 29. 85l x
1. 972, 2. 773fc

Hei ght Eavg, Emax D i ameterAngl e: 28. 23deg
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1m
3. 281ft

43. 09cm
1. 414ft

1571, 2299l x
145. 9, 213. 6fc

2m
6. 562ft

86. 18cm
2. 827ft

392. 7, 574. 7l x
36. 48, 53. 39fc

3m
9. 843ft

129. 26cm
4. 241ft

174. 5, 255. 4l x
16. 21, 23. 73fc

4m
13. 12ft

172. 35cm
5. 655ft

98. 17, 143. 7l x
9. 120, 13. 35fc

5m
16. 4ft

215. 44cm
7. 068ft

62. 83, 91. 95l x
5. 837, 8. 543fc

Hei ght Eavg, Emax D i ameterAngl e: 24. 32deg

1m
3. 281ft

36. 46cm
1. 196ft

1890, 2406l x
175. 6, 223. 5fc

2m
6. 562ft

72. 92cm
2. 392ft

472. 4, 601. 4l x
43. 89, 55. 87fc

3m
9. 843ft

109. 38cm
3. 589ft

210. 0, 267. 3l x
19. 51, 24. 83fc

4m
13. 12ft

145. 84cm
4. 785ft

118. 1, 150. 4l x
10. 97, 13. 97fc

5m
16. 4ft

182. 30cm
5. 981ft

75. 59, 96. 23l x
7. 022, 8. 940fc

Hei ght Eavg, Emax D i ameterAngl e: 20. 66deg

1m
3. 281ft

51. 88cm
1. 702ft

1028, 1450l x
95. 50, 134. 7fc

2m
6. 562ft

103. 76cm
3. 404ft

257. 0, 362. 4l x
23. 87, 33. 67fc

3m
9. 843ft

155. 64cm
5. 106ft

114. 2, 161. 1l x
10. 61, 14. 96fc

4m
13. 12ft

207. 51cm
6. 808ft

64. 25, 90. 60l x
5. 969, 8. 417fc

5m
16. 4ft

259. 39cm
8. 51ft

41. 12, 57. 98l x
3. 820, 5. 387fc

Hei ght Eavg, Emax D i ameterAngl e: 29. 08deg

1m
3. 281f t

50. 26cm
1. 649f t

1148, 1629l x
106. 7, 151. 4fc

2m
6. 562f t

100. 52cm
3. 298f t

287. 1, 407. 4l x
26. 67, 37. 85fc

3m
9. 843f t

150. 79cm
4. 947f t

127. 6, 181. 1l x
11. 85, 16. 82fc

4m
13. 12f t

201. 05cm
6. 596f t

71. 77, 101. 8l x
6. 668, 9. 461fc

5m
16. 4f t

251. 31cm
8. 245f t

45. 93, 65. 18l x
4. 267, 6. 055fc

Hei ght Eavg, Emax D i ameterAngl e: 28. 21deg

Demo Case
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Operating temperature: -20℃~ +40℃
Rated life hours: 30,000 - 50,000H
LED driver (Remote): (CE)
Input: 220-240V AC 50/60Hz
LED-current: 350mA 

Color rendering index: Ra ≥ 80

Beam angle: 24°/36°/60°

Power consumption: Max 8W 

Light source:COB LED 6.7W

Color temperature: 3000K/4000K/5000K
Light output: 675LM/720LM/765LM

Max 8W LED

Ø53

Ø53

SQ60

64

Ø53

Ø60
74

SQ60

74

Ø53

SQ60

74

24°

0
30

60

90

120

150
-/+180

-150

-120

-90

-60

-30 UNIT:cd
C0/180,19.4°
C90/270,19.4°

0

500

1000

1500

2000

2500

1m
3. 281f t

34. 08cm
1. 118f t

1587, 2399l x
147. 4, 222. 9f c

2m
6. 562f t

68. 17cm
2. 236f t

396. 7, 599. 9l x
36. 85, 55. 73f c

3m
9. 843f t

102. 25cm
3. 355f t

176. 3, 266. 6l x
16. 38, 24. 77f c

4m
13. 12f t

136. 33cm
4. 473f t

99. 17, 150. 0l x
9. 214, 13. 93f c

5m
16. 4f t

170. 42cm
5. 591f t

63. 47, 95. 98l x
5. 897, 8. 917f c

Height Eavg, Emax DiameterAngl e: 19. 34deg

36°
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-/+180

-150

-120

-90

-60

-30 UNIT:cd
C0/180,29.5°
C90/270,30.2°

0

150

300
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600

750

1m
3. 281f t

52. 57cm
1. 725f t

493. 4, 730. 5l x
45. 83, 67. 87f c

2m
6. 562f t

105. 14cm
3. 45f t

123. 3, 182. 6l x
11. 46, 16. 97f c

3m
9. 843f t

157. 71cm
5. 174f t

54. 82, 81. 17l x
5. 093, 7. 541f c

4m
13. 12f t

210. 28cm
6. 899f t

30. 84, 45. 66l x
2. 865, 4. 242f c

5m
16. 4f t

262. 85cm
8. 624f t

19. 73, 29. 22l x
1. 833, 2. 715f c

Height Eavg, Emax DiameterAngl e: 29. 45deg

Ø53

74

Ø60

Ø50

Ø60

66

60°
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-150

-120

-90

-60

-30 UNIT:cd
C0/180,40.6deg

UNIT:cd

C90/270,40.7deg

0

200

400

600

800

1000

1m
3. 281f t

73. 78cm
2. 421f t

634. 9, 982. 7l x
58. 98, 91. 30f c

2m
6. 562f t

147. 56cm
4. 841f t

158. 7, 245. 7l x
14. 75, 22. 82f c

3m
9. 843f t

221. 33cm
7. 262f t

70. 54, 109. 2l x
6. 553, 10. 14f c

4m
13. 12f t

295. 11cm
9. 682f t

39. 68, 61. 42l x
3. 686, 5. 706f c

5m
16. 4f t

368. 89cm
12. 1f t

25. 39, 39. 31l x
2. 359, 3. 652f c

Hei ght Eavg, Emax Di amet erAngl e: 40. 50deg

30000h
lifetime -20°C

40°CF COB IP65C B

Ø50

Ø57

59

Ø6530°

Ø70

59

25° 45°
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30
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-/+180

-150

-120

-90

-60

-30 UNIT:cd
C0/180,28.6deg
C90/270,28.4deg

0
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320

480

640

800
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30

60

90

120

150
-/+180

-150

-120

-90

-60

-30 UNIT:cd
C0/180,37.6deg

UNIT:cd

C90/270,37.5deg

0

90

180

270

360

450

1m
3. 281f t

50. 71cm
1. 664f t

507. 8, 778. 5l x
47. 17, 72. 32f c

2m
6. 562f t

101. 41cm
3. 327f t

126. 9, 194. 6l x
11. 79, 18. 08f c

3m
9. 843f t

152. 12cm
4. 991f t

56. 42, 86. 50l x
5. 242, 8. 036f c

4m
13. 12f t

202. 83cm
6. 655f t

31. 74, 48. 65l x
2. 948, 4. 520f c

5m
16. 4f t

253. 54cm
8. 318f t

20. 31, 31. 14l x
1. 887, 2. 893f c

Height Eavg, Emax DiameterAngl e: 28. 45deg

1m
3. 281f t

67. 93cm
2. 229f t

288. 2, 440. 4l x
26. 77, 40. 91f c

2m
6. 562f t

135. 85cm
4. 457f t

72. 04, 110. 1l x
6. 693, 10. 23f c

3m
9. 843f t

203. 78cm
6. 686f t
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Height Eavg, Emax DiameterAngl e: 37. 52deg

Operating temperature: -20℃- +40℃
Rated life hours: 30,000- 50,000H
LED driver (Remote): (CE)
Input: 100-240V AC 50/60Hz
LED-current : 500mA 

Color rendering index: Ra ≥ 80

Beam angle: 13°/23°

Power consumption:Max 6W 

Light source: COB LED 6W

Color temperature: 3000K/4000K/5000K
Light output: 1100LM/1230LM/1450LM

Max 6W LED
HB16293
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lifetime -20°C

40°CF COB IP65C B

Max 6W LED
HB16291

Operating temperature: -20℃- +40℃
Rated life hours: 30,000- 50,000H
LED driver (Remote): (CE)
Input: 100-240V AC 50/60Hz
LED-current : 500mA 

Color rendering index: Ra ≥ 80

Beam angle: 13°/23°

Power consumption:Max 6W 

Light source: COB LED 6W

Color temperature: 3000K/4000K/5000K
Light output: 1100LM/1230LM/1450LM
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Operating temperature: -20℃~ +40℃
Rated life hours: 30,000 - 50,000H
LED driver (Remote): (CE)
Input: 220-240V AC 50/60Hz
LED-current: 350mA 

Color rendering index: Ra ≥ 80

Beam angle: 24°/36°/60°

Power consumption: Max 8W 

Light source:COB LED 6.7W

Color temperature: 3000K/4000K/5000K
Light output: 675LM/720LM/765LM
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Operating temperature: -20℃- +40℃
Rated life hours: 30,000- 50,000H
LED driver (Remote): (CE)
Input: 100-240V AC 50/60Hz
LED-current : 500mA 

Color rendering index: Ra ≥ 80

Beam angle: 13°/23°

Power consumption:Max 6W 

Light source: COB LED 6W

Color temperature: 3000K/4000K/5000K
Light output: 1100LM/1230LM/1450LM
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LED driver (Remote): (CE)
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Color rendering index: Ra ≥ 80

Beam angle: 13°/23°

Power consumption:Max 6W 

Light source: COB LED 6W

Color temperature: 3000K/4000K/5000K
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15°/24°/38°/60°Beam angle

Ra ≥ 80Color rendering index 
-20℃~ +40℃Operating temperature
30,000 - 50,000HRated life hours

COB LED 10WLight source
Max 15W Power consumption

Light output
Color temperature 3000K/4000K/5000K

LED Chip
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Height Eavg, Emax DiameterAngl e: 38. 05deg

0
30

60

90

120

150
-/+180

-150

-120

-90

-60

-30 UNIT:cd
C0/180,15.9°
C90/270,15.8°

0

3000

6000

9000

12000

15000

1m
3. 281f t

27. 76cm
0. 9106f t

7114, 10477l x
660. 9, 973. 3f c

2m
6. 562f t

55. 51cm
1. 821f t

1778, 2619l x
165. 2, 243. 3f c

3m
9. 843f t

83. 27cm
2. 732f t

790. 4, 1164l x
73. 43, 108. 1f c

4m
13. 12f t

111. 02cm
3. 642f t

444. 6, 654. 8l x
41. 31, 60. 83f c

5m
16. 4f t

138. 78cm
4. 553f t

284. 6, 419. 1l x
26. 44, 38. 93f c

Height Eavg, Emax DiameterAngl e: 15. 80deg

Ø68

Ø80

10
0

Ø85

Ø95

10
2.

5

OCEANUS-A
Series

15°/24°/38°/60°Beam angle

Ra ≥ 80Color rendering index 
-20℃~ +40℃Operating temperature
30,000 - 50,000HRated life hours

COB LED 10WLight source
Max 15W Power consumption

Light output
Color temperature 3000K/4000K/5000K

LED Chip

1125LM/1200LM/1275LM

30000h
lifetime -20°C

40°CF COB IP65C B

20° Ø85

Ø95

11
5

20°

VAHB46362 VAHB46362G

VAHB16525 VAHB16526
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Beam angle:10°

1m

3m

5m 6.284fc
67.64lx

17.46fc
187.9lx

157.1fc
1691lx

Ø37

40

10°

0
30

60

90

120

150
-/+180

-150

-120

-90

-60

-30 UNIT:cd
C0/180,7.7deg
C90/270,7.0deg

0

400

800

1200

1600

2000

1m
3. 281f t 0

12. 17cm
. 3993f t8

898. 8, 1691l x
3. 50, 157. 1f c

2m
6. 562f t 0

24. 34cm
. 7987f t2

224. 7, 422. 8l x
0. 88, 39. 28f c

3m
9. 843f t 1

36. 52cm
. 198f t9

99. 87, 187. 9l x
. 278, 17. 46f c

4m
13. 12f t 1

48. 69cm
. 597f t5

56. 17, 105. 7l x
. 219, 9. 819f c

5m
16. 4f t 1

60. 86cm
. 997f t3

35. 95, 67. 64l x
. 340, 6. 284f c

Height Eavg, Emax DiameterAngl e: 6. 97deg

Operating temperature: -20℃~ +40℃
Rated life hours: 30,000 - 50,000H
LED driver (Remote): (CE)
Input: 100-240V AC 50/60Hz
LED-current: 350mA 

Color rendering index: Ra ≥ 80

Beam angle: 10°

Power consumption: Max 1.5W 

Light source: SMD LED 3535 1W

Color temperature: 3000K/4000K/5000K
Light output: 90LM/95LM/105LM

Max 1.5W LED

52

Ø37

Ø31

SQ37

40

Ø32 Ø32Ø32Ø32 Ø31

52

Ø37SQ37

52

SQ37

52

30000h
lifetime -20°C

40°CF SMD IP65C B

VAHB16264

VAHB16320 VAHB16324 VAHB16322 VAHB16175 VAHB16321
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Beam angle:10°

1m

3m

5m 6.284fc
67.64lx

17.46fc
187.9lx

157.1fc
1691lx

Ø37

40

10°

0
30

60

90

120

150
-/+180

-150

-120

-90

-60

-30 UNIT:cd
C0/180,7.7deg
C90/270,7.0deg

0

400

800

1200

1600

2000

1m
3. 281f t 0

12. 17cm
. 3993f t8

898. 8, 1691l x
3. 50, 157. 1f c

2m
6. 562f t 0

24. 34cm
. 7987f t2

224. 7, 422. 8l x
0. 88, 39. 28f c

3m
9. 843f t 1

36. 52cm
. 198f t9

99. 87, 187. 9l x
. 278, 17. 46f c

4m
13. 12f t 1

48. 69cm
. 597f t5

56. 17, 105. 7l x
. 219, 9. 819f c

5m
16. 4f t 1

60. 86cm
. 997f t3

35. 95, 67. 64l x
. 340, 6. 284f c

Height Eavg, Emax DiameterAngl e: 6. 97deg

Operating temperature: -20℃~ +40℃
Rated life hours: 30,000 - 50,000H
LED driver (Remote): (CE)
Input: 100-240V AC 50/60Hz
LED-current: 350mA 

Color rendering index: Ra ≥ 80

Beam angle: 10°

Power consumption: Max 1.5W 

Light source: SMD LED 3535 1W

Color temperature: 3000K/4000K/5000K
Light output: 90LM/95LM/105LM

Max 1.5W LED

52

Ø37

Ø31

SQ37

40

Ø32 Ø32Ø32Ø32 Ø31

52

Ø37SQ37

52

SQ37

52

30000h
lifetime -20°C

40°CF SMD IP65C B

VAHB16264

VAHB16320 VAHB16324 VAHB16322 VAHB16175 VAHB16321

LED SPOT LIGHT SERIES

Beam angle:10°

1m

3m

5m 6.284fc
67.64lx

17.46fc
187.9lx

157.1fc
1691lx

Ø37

40

10°

0
30

60

90

120

150
-/+180

-150

-120

-90

-60

-30 UNIT:cd
C0/180,7.7deg
C90/270,7.0deg

0

400

800

1200

1600

2000

1m
3. 281f t 0

12. 17cm
. 3993f t8

898. 8, 1691l x
3. 50, 157. 1f c

2m
6. 562f t 0

24. 34cm
. 7987f t2

224. 7, 422. 8l x
0. 88, 39. 28f c

3m
9. 843f t 1

36. 52cm
. 198f t9

99. 87, 187. 9l x
. 278, 17. 46f c

4m
13. 12f t 1

48. 69cm
. 597f t5

56. 17, 105. 7l x
. 219, 9. 819f c

5m
16. 4f t 1

60. 86cm
. 997f t3

35. 95, 67. 64l x
. 340, 6. 284f c

Height Eavg, Emax DiameterAngl e: 6. 97deg

Operating temperature: -20℃~ +40℃
Rated life hours: 30,000 - 50,000H
LED driver (Remote): (CE)
Input: 100-240V AC 50/60Hz
LED-current: 350mA 

Color rendering index: Ra ≥ 80

Beam angle: 10°

Power consumption: Max 1.5W 

Light source: SMD LED 3535 1W

Color temperature: 3000K/4000K/5000K
Light output: 90LM/95LM/105LM

Max 1.5W LED
HB16264

HB16322 HB16175 HB16321

52

Ø37

Ø31

SQ37

40

Ø32 Ø32Ø32Ø32 Ø31

52

Ø37

HB16320 HB16324

SQ37

52

SQ37

52

30000h
lifetime -20°C

40°CF SMD IP65C B
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HB46396 HB46397 HB46398

HB46366 HB46365HB46364

HB46395

HB46363

One cut-out for multiple versions :
Fixed /Adjustable /Wall washing 

Ø72

for fixed / adjustable / trimless

UP TO YOU
ACCESSORIES

 VAHB46364  VAHB46363  VAHB46367

 VAHB46365  VAHB46368

 VAHB46398 VAHB46492

 VAHB46366  VAHB46395  VAHB46397

 VAHB46396 VAHB46484  VAHB46385

50



One cut-out for multiple versions :
Fixed /Adjustable /Wall washing 

Ø72

VAHB46363 VAHB46364 VAHB46366 VAHB46365

VAHB46397 VAHB46398VAHB46396VAHB46395
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Karis Spot Module

Feature
-  Karis grille downlight is designed for universal accent lighting in commercial spaces. Single or dual modules are optional 

at request.

-  Replaceable main body provides great convenience for installation and maintenance. 

-  The module can be adjusted for different projection angle.  

-  Control options: Non-dimming, 0-10V, phase dimming, Dali.

Driver in Flicker-Free

Different Color Fixture

Adjustable

Horizontal 350 °

Product Serialization

Replacement/Combination module

It can be freely combined into any lamps based on different situation ,with 

the replacement of  fixture ,more convenient for installation.

 Pull-down fixture 

Maximum in vertical 45°, a larger range of illumination, to meet the 

requirements of flexible lighting distribution for display lighting 

applications.

1

1

2

2

Anti-Glare
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Karis Spot Module

Feature
-  Karis grille downlight is designed for universal accent lighting in commercial spaces. Single or dual modules are optional 

at request.

-  Replaceable main body provides great convenience for installation and maintenance. 

-  The module can be adjusted for different projection angle.  

-  Control options: Non-dimming, 0-10V, phase dimming, Dali.

Driver in Flicker-Free

Different Color Fixture

Adjustable

Horizontal 350 °

Product Serialization

Replacement/Combination module

It can be freely combined into any lamps based on different situation ,with 

the replacement of  fixture ,more convenient for installation.

 Pull-down fixture 

Maximum in vertical 45°, a larger range of illumination, to meet the 

requirements of flexible lighting distribution for display lighting 

applications.

1

1

2

2

Anti-Glare
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Model

DTQ11CX

Model

DTQ13DX

Power

LED 9W x 2

Power

LED 18W x 2

Light output

700lm x 2

Light output

1500lm x 2

Ambient Temp

-20°C-+40°C

Ambient Temp

-20°C-+40°C

Output voltage

36V

Output voltage

36V

Output current

210mA

Output current

440mA

Cut-out : 195x110

Cut-out : 235x130

210x117

77.5

250x137

96.5

Model

Model

Power

LED 9W

Power

LED 18W

Light output

700lm

Light output

1500lm

Ambient Temp

-20°C-+40°C

Ambient Temp

-20°C-+40°C

Output voltage

36V

Output voltage

36V

Output current

210mA

Output current

440mA

Cut-out : Ø110

Cut-out : Ø130

Ø116

90

Ø136

109

 KARIS SPOT MODULE SERIES

 KARIS SPOT MODULE SERIES

 KARIS ADJUSTABLE SERIES

 KARIS ADJUSTABLE SERIES

900

1800

2700

3600

4500

600

1200

1800

2400

3000

5000

10000

15000

20000

25000
1400

2800

4200

5600

7000

h(m) 

1

2

3

4

5
h(m) 

1

2

3

4

5

h(m) 

1

2

3

4

5
h(m) 

1

2

3

4

5

E(lx) 

4250

1062

472.2

265.6

170.0
E(lx) 

2867

716.7

318.5

179.2

114.7

E(lx) 

21426

5356

2381

1339

857.0
E(lx) 

6842

1710

760.2

427.6

273.7

D(cm) 

32.54

65.08

97.62

130.16

162.70
D(cm) 

34.50

68.99

103.49

137.99

172.48

D(cm) 

20.42

40.85

61.27

81.69

102.11
D(cm) 

30.93

61.86

92.79

123.72

154.65

Power : 9W Power : 9W

Power : 18W Power : 18W

Beam angle : 15° Beam angle : 15°

Beam angle : 15° Beam angle : 15°

700

1400

2100

2800

3500

500

1000

1500

2000

2500

2000

4000

6000

8000

10000
1100

2200

3300

4400

5500

h(m) 

1

2

3

4

5
h(m) 

1

2

3

4

5

h(m) 

1

2

3

4

5
h(m) 

1

2

3

4

5

E(lx) 

3119

779.7

346.5

194.9

124.7
E(lx) 

2086

521.6

231.8

130.4

83.45

E(lx) 

9962

2491

1107

622.6

398.5
E(lx) 

5099

1275

566.6

318.7

204.0

D(cm) 

44.79

89.57

134.36

179.14

223.93
D(cm) 

44.62

89.24

133.86

178.48

223.10

D(cm) 

37.90

75.81

113.71

151.62

189.52
D(cm) 

38.03

76.06

114.09

152.12

190.15

Power : 9W Power : 9W

Power : 18W Power : 18W

Beam angle : 24° Beam angle : 24°

Beam angle : 24° Beam angle : 24°

500

1000

1500

2000

2500

300

600

900

1200

1500

h(m) 

1

2

3

4

5
h(m) 

1

2

3

4

5

E(lx) 

2099

524.8

233.3

131.2

83.98
E(lx) 

1398

349.5

155.3

87.37

55.92

D(cm) 

64.94

129.88

194.81

259.75

324.69
D(cm) 

58.55

129.88

175.65

234.20

292.76

Power : 9W Power : 9WBeam angle :40° Beam angle :40°

700

1400

2100

2800

3500

h(m) 

1

2

3

4

5

E(lx) 

3198

799.4

355.3

199.9

127.9

D(cm) 

65.42

130.84

196.26

261.68

327.10

Power : 18W Beam angle : 40°

600

1200

1800

2400

3000

h(m) 

1

2

3

4

5

E(lx) 

2981

745.2

331.2

186.3

119.2

D(cm) 

56.96

113.92

170.89

227.85

284.81

Power : 18W Beam angle : 40°

Unit:mm

Unit:mm

Unit:mm

Unit:mm

Anti-
Glare No Flicker

< 3
SDCM 2700K

40°C

-20°C3000K 4000K

HIGH

CRI 24° 40°15° 45° 355°

Anti-
Glare No Flicker

< 3
SDCM 2700K

40°C

-20°C3000K 4000K

HIGH

CRI 24° 40°15° 45° 355°

Anti-
Glare No Flicker

< 3
SDCM 2700K

40°C

-20°C3000K 4000K

HIGH

CRI 24° 40°15° 25° 355°

Anti-
Glare No Flicker

< 3
SDCM 2700K

40°C

-20°C3000K 4000K

HIGH

CRI 24° 40°15° 25° 355°

VADTQ110X

VADTQ130X
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Model

Model

Power

LED 9W

Power

LED 18W

Light output

700lm

Light output

1500lm

Ambient Temp

-20°C-+40°C

Ambient Temp

-20°C-+40°C

Output voltage

36V

Output voltage

36V

Cut-out : 110 x 110

Cut-out :130 x 130

117x117

88.5

137x137

107.5

Model

DTQ11CF

Model

DTQ13DF

Power

LED 9W x 2

Power

LED 18W x 2

Light output

700lm x 2

Light output

1500lm x 2

Ambient Temp

-20°C-+40°C

Ambient Temp

-20°C-+40°C

Output voltage

36V

Output voltage

36V

Output current

210mA

Output current

440mA

Cut-out : 195x110

Cut-out : 235x130

210x117

88.5

250tx137

107.5

 KARIS ADJUSTABLE MODULE SERIES

 KARIS ADJUSTABLE MODULE SERIES

 KARIS ADJUSTABLE MODULE SERIES

 KARIS ADJUSTABLE MODULE SERIES

600

1200

1800

2400

3000

1400

2800

4200

5600

7000

h(m) 

1

2

3

4

5

h(m) 

1

2

3

4

5

E(lx) 

2922

730.5

324.7

182.6

116.9

E(lx) 

6936

1734

770.6

433.5

277.4

D(cm) 

34.60

69.21

103.81

138.42

173.02

D(cm) 

31.23

62.47

93.70

124.93

156.17

Power : 9W

Power : 18W

Beam angle : 15°

Beam angle : 15°

500

1000

1500

2000

2500

1000

2000

3000

4000

5000

h(m) 

1

2

3

4

5

h(m) 

1

2

3

4

5

E(lx) 

2074

518.5

230.4

129.6

82.96

E(lx) 

4624

1156

513.8

289.0

185.0

D(cm) 

44.79

89.57

134.36

179.14

223.93

D(cm) 

40.06

80.12

120.18

160.24

200.30

Power : 9W

Power : 18W

Beam angle : 24°

Beam angle : 24°

300

600

900

1200

1500

h(m) 

1

2

3

4

5

E(lx) 

1411

352.9

156.8

88.21

56.46

D(cm) 

58.59

117.18

175.77

234.36

292.94

Power : 9W Beam angle :40°

600

1200

1800

2400

3000

h(m) 

1

2

3

4

5

E(lx) 

2803

700.6

311.4

175.2

112.1

D(cm) 

59.46

118.92

178.39

237.85

297.31

Power : 18W Beam angle : 40°

1200

2400

3600

4800

6000

3000

6000

9000

12000

15000

h(m) 

1

2

3

4

5

h(m) 

1

2

3

4

5

E(lx) 

5511

1378

612.3

344.4

220.4

E(lx) 

12706

3177

1412

794.1

508.2

D(cm) 

36.26

72.52

108.78

145.04

181.30

D(cm) 

32.34

64.69

97.03

129.37

161.72

Power : 9W 

Power : 18W 

Beam angle : 15°

Beam angle : 15°

900

1800

2700

3600

4500

1800

3600

5400

7200

9000

h(m) 

1

2

3

4

5

h(m) 

1

2

3

4

5

E(lx) 

4171

1043

463.5

260.7

166.9

E(lx) 

8769

2192

974.3

548.1

185.0

D(cm) 

45.02

90.05

135.07

180.10

225.12

D(cm) 

40.64

81.28

121.93

162.57

203.21

Power : 9W 

Power : 18W

Beam angle : 24°

Beam angle : 24°

600

1200

1800

2400

3000

h(m) 

1

2

3

4

5

E(lx) 

2817

704.3

313.0

176.1

112.7

D(cm) 

58.89

117.78

176.68

235.57

294.46

Power : 9W Beam angle :40°

1500

3000

4500

6000

7500

h(m) 

1

2

3

4

5

E(lx) 

7118

1780

790.9

444.9

284.7

D(cm) 

48.00

96.01

144.01

192.02

240.02

Power : 18W Beam angle : 40°

Output current

210mA

Output current

440mA

Unit:mm

Unit:mm

Unit:mm

Unit:mm

Anti-
Glare No Flicker

< 3
SDCM 2700K

40°C

-20°C3000K 4000K

HIGH

CRI 24° 40°15° 45° 355°

Anti-
Glare No Flicker

< 3
SDCM 2700K

40°C

-20°C3000K 4000K

HIGH

CRI 24° 40°15° 45° 355°

Anti-
Glare No Flicker

< 3
SDCM 2700K

40°C

-20°C3000K 4000K

HIGH

CRI 24° 40°15° 45° 355°

Anti-
Glare No Flicker

< 3
SDCM 2700K

40°C

-20°C3000K 4000K

HIGH

CRI 24° 40°15° 45° 355°

Model

Model

Power

LED 9W

Power

LED 18W

Light output

700lm

Light output

1500lm

Ambient Temp

-20°C-+40°C

Ambient Temp

-20°C-+40°C

Output voltage

36V

Output voltage

36V

Cut-out : 110 x 110

Cut-out :130 x 130

117x117

88.5

137x137

107.5

Model

DTQ11CF

Model

DTQ13DF

Power

LED 9W x 2

Power

LED 18W x 2

Light output

700lm x 2

Light output

1500lm x 2

Ambient Temp

-20°C-+40°C

Ambient Temp

-20°C-+40°C

Output voltage

36V

Output voltage

36V

Output current

210mA

Output current

440mA

Cut-out : 195x110

Cut-out : 235x130

210x117

88.5

250tx137

107.5

 KARIS ADJUSTABLE MODULE SERIES

 KARIS ADJUSTABLE MODULE SERIES

 KARIS ADJUSTABLE MODULE SERIES

 KARIS ADJUSTABLE MODULE SERIES

600

1200

1800

2400

3000

1400

2800

4200

5600

7000

h(m) 

1

2

3

4

5

h(m) 

1

2

3

4

5

E(lx) 

2922

730.5

324.7

182.6

116.9

E(lx) 

6936

1734

770.6

433.5

277.4

D(cm) 

34.60

69.21

103.81

138.42

173.02

D(cm) 

31.23

62.47

93.70

124.93

156.17

Power : 9W

Power : 18W

Beam angle : 15°

Beam angle : 15°

500

1000

1500

2000

2500

1000

2000

3000

4000

5000

h(m) 

1

2

3

4

5

h(m) 

1

2

3

4

5

E(lx) 

2074

518.5

230.4

129.6

82.96

E(lx) 

4624

1156

513.8

289.0

185.0

D(cm) 

44.79

89.57

134.36

179.14

223.93

D(cm) 

40.06

80.12

120.18

160.24

200.30

Power : 9W

Power : 18W

Beam angle : 24°

Beam angle : 24°

300

600

900

1200

1500

h(m) 

1

2

3

4

5

E(lx) 

1411

352.9

156.8

88.21

56.46

D(cm) 

58.59

117.18

175.77

234.36

292.94

Power : 9W Beam angle :40°

600

1200

1800

2400

3000

h(m) 

1

2

3

4

5

E(lx) 

2803

700.6

311.4

175.2

112.1

D(cm) 

59.46

118.92

178.39

237.85

297.31

Power : 18W Beam angle : 40°

1200

2400

3600

4800

6000

3000

6000

9000

12000

15000

h(m) 

1

2

3

4

5

h(m) 

1

2

3

4

5

E(lx) 

5511

1378

612.3

344.4

220.4

E(lx) 

12706

3177

1412

794.1

508.2

D(cm) 

36.26

72.52

108.78

145.04

181.30

D(cm) 

32.34

64.69

97.03

129.37

161.72

Power : 9W 

Power : 18W 

Beam angle : 15°

Beam angle : 15°

900

1800

2700

3600

4500

1800

3600

5400

7200

9000

h(m) 

1

2

3

4

5

h(m) 

1

2

3

4

5

E(lx) 

4171

1043

463.5

260.7

166.9

E(lx) 

8769

2192

974.3

548.1

185.0

D(cm) 

45.02

90.05

135.07

180.10

225.12

D(cm) 

40.64

81.28

121.93

162.57

203.21

Power : 9W 

Power : 18W

Beam angle : 24°

Beam angle : 24°

600

1200

1800

2400

3000

h(m) 

1

2

3

4

5

E(lx) 

2817

704.3

313.0

176.1

112.7

D(cm) 

58.89

117.78

176.68

235.57

294.46

Power : 9W Beam angle :40°

1500

3000

4500

6000

7500

h(m) 

1

2

3

4

5

E(lx) 

7118

1780

790.9

444.9

284.7

D(cm) 

48.00

96.01

144.01

192.02

240.02

Power : 18W Beam angle : 40°

Output current

210mA

Output current

440mA

Unit:mm

Unit:mm

Unit:mm

Unit:mm

Anti-
Glare No Flicker

< 3
SDCM 2700K

40°C

-20°C3000K 4000K

HIGH

CRI 24° 40°15° 45° 355°

Anti-
Glare No Flicker

< 3
SDCM 2700K

40°C

-20°C3000K 4000K

HIGH

CRI 24° 40°15° 45° 355°

Anti-
Glare No Flicker

< 3
SDCM 2700K

40°C

-20°C3000K 4000K

HIGH

CRI 24° 40°15° 45° 355°

Anti-
Glare No Flicker

< 3
SDCM 2700K

40°C

-20°C3000K 4000K

HIGH

CRI 24° 40°15° 45° 355°

  VADTQ11AF

VADTQ13AF
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Lynx-Glory Grille LED Downlight 

Feature
-  Glory module is designed for quick and easy configuration. 

-  Made in die-cast aluminum, the adjustable structure allows the fixture tilt down 30° as required

-  With premium light source, efficacy of the module can be up to 100lm/W.

-  Control options: Non-dimming, 0-10V, phase dimming, Dali.

Applications: 

- The grille downlight is the universal accent lighting in many commercial spaces.
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Model

 DTQ11AF

Model

DTQ13AF

Power

LED 9W

Power

LED 18W

Light output

700lm

Light output

1500lm

Ambient Temp

-20°C-+40°C

Ambient Temp

-20°C-+40°C

Output voltage

36V

Output voltage

36V

Cut-out : 110 x 110

Cut-out :130 x 130

117x117

88.5

137x137

107.5

Model

Model

Power

LED 9W x 2

Power

LED 18W x 2

Light output

700lm x 2

Light output

1500lm x 2

Ambient Temp

-20°C-+40°C

Ambient Temp

-20°C-+40°C

Output voltage

36V

Output voltage

36V

Output current

210mA

Output current

440mA

Cut-out : 195x110

Cut-out : 235x130

210x117

88.5

250tx137

107.5

 KARIS ADJUSTABLE MODULE SERIES

 KARIS ADJUSTABLE MODULE SERIES

 KARIS ADJUSTABLE MODULE SERIES

 KARIS ADJUSTABLE MODULE SERIES

600

1200

1800

2400

3000

1400

2800

4200

5600

7000

h(m) 

1

2

3

4

5

h(m) 

1

2

3

4

5

E(lx) 

2922

730.5

324.7

182.6

116.9

E(lx) 

6936

1734

770.6

433.5

277.4

D(cm) 

34.60

69.21

103.81

138.42

173.02

D(cm) 

31.23

62.47

93.70

124.93

156.17

Power : 9W

Power : 18W

Beam angle : 15°

Beam angle : 15°

500

1000

1500

2000

2500

1000

2000

3000

4000

5000

h(m) 

1

2

3

4

5

h(m) 

1

2

3

4

5

E(lx) 

2074

518.5

230.4

129.6

82.96

E(lx) 

4624

1156

513.8

289.0

185.0

D(cm) 

44.79

89.57

134.36

179.14

223.93

D(cm) 

40.06

80.12

120.18

160.24

200.30

Power : 9W

Power : 18W

Beam angle : 24°

Beam angle : 24°

300

600

900

1200

1500

h(m) 

1

2

3

4

5

E(lx) 

1411

352.9

156.8

88.21

56.46
D(cm) 

58.59

117.18

175.77

234.36

292.94

Power : 9W Beam angle :40°

600

1200

1800

2400

3000

h(m) 

1

2

3

4

5

E(lx) 

2803

700.6

311.4

175.2

112.1
D(cm) 

59.46

118.92

178.39

237.85

297.31

Power : 18W Beam angle : 40°

1200

2400

3600

4800

6000

3000

6000

9000

12000

15000

h(m) 

1

2

3

4

5

h(m) 

1

2

3

4

5

E(lx) 

5511

1378

612.3

344.4

220.4

E(lx) 

12706

3177

1412

794.1

508.2

D(cm) 

36.26

72.52

108.78

145.04

181.30

D(cm) 

32.34

64.69

97.03

129.37

161.72

Power : 9W 

Power : 18W 

Beam angle : 15°

Beam angle : 15°

900

1800

2700

3600

4500

1800

3600

5400

7200

9000

h(m) 

1

2

3

4

5

h(m) 

1

2

3

4

5

E(lx) 

4171

1043

463.5

260.7

166.9

E(lx) 

8769

2192

974.3

548.1

185.0

D(cm) 

45.02

90.05

135.07

180.10

225.12

D(cm) 

40.64

81.28

121.93

162.57

203.21

Power : 9W 

Power : 18W

Beam angle : 24°

Beam angle : 24°

600

1200

1800

2400

3000

h(m) 

1

2

3

4

5

E(lx) 

2817

704.3

313.0

176.1

112.7

D(cm) 

58.89

117.78

176.68

235.57

294.46

Power : 9W Beam angle :40°

1500

3000

4500

6000

7500

h(m) 

1

2

3

4

5
E(lx) 

7118

1780

790.9

444.9

284.7
D(cm) 

48.00

96.01

144.01

192.02

240.02

Power : 18W Beam angle : 40°

Output current

210mA

Output current

440mA

Unit:mm

Unit:mm

Unit:mm

Unit:mm

Anti-
Glare No Flicker

< 3
SDCM 2700K

40°C

-20°C3000K 4000K

HIGH

CRI 24° 40°15° 45° 355°

Anti-
Glare No Flicker

< 3
SDCM 2700K

40°C

-20°C3000K 4000K

HIGH

CRI 24° 40°15° 45° 355°

Anti-
Glare No Flicker

< 3
SDCM 2700K

40°C

-20°C3000K 4000K

HIGH

CRI 24° 40°15° 45° 355°

Anti-
Glare No Flicker

< 3
SDCM 2700K

40°C

-20°C3000K 4000K

HIGH

CRI 24° 40°15° 45° 355°

VADTQ11CF

VADTQ13DF
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Cut-out : 100 x 100

Cut-out : 200 x 100

Cut-out : 285 x 100

113

113

80

216

113

80

300

113

80

Model

Model

Power

LED 9W

Power

LED 9W x 2

Light output

650lm

Light output

650lm x 2

Ambient Temp

-20°C-+40°C

Ambient Temp

-20°C-+40°C

Output voltage

36V

Output voltage

36V

Output current

210mA

Output current

210mA

Output current

210mA

Model

DTB10CF

Power

LED 9W x 3

Light output

650lm x 3

Ambient Temp

-20°C-+40°C

Output voltage

36V

LYNX-GLORY GRILLED DOWNLIGHT SERIES

LYNX-GLORY GRILLED DOWNLIGHT SERIES

LYNX-GLORY GRILLED DOWNLIGHT SERIES

Anti-
Glare

Anti-
Glare

Anti-
Glare

No Flicker No Flicker

No Flicker

LED LED

LED

< 3
SDCM

< 3
SDCM

< 3
SDCM

2700K 2700K

2700K

40°C

-20°C

40°C

-20°C

40°C

-20°C

3000K 3000K

3000K

4000K 4000K

4000K

HIGH

CRI

HIGH

CRI

HIGH

CRI

24° 24°

24°

40° 40°

40°

15° 15°

15°

Unit:mm

Unit:mm

Unit:mm

45° 45°

45°

355° 355°

355°

1200

2400

3600

4800

6000

4000

8000

12000

16000

20000

3000

6000

9000

12000

15000

h(m) 

1

2

3

4

5

h(m) 

1

2

3

4

5

h(m) 

1

2

3

4

5

E(lx) 

5734

1434

637.1

358.4

229.4

E(lx) 

18952

4738

2106

1185

758.1

E(lx) 

11272

2818

1252

704.5

450.9

D(cm) 

25.45

50.89

76.34

101.78

127.23

D(cm) 

25.02

50.04

75.06

100.08

125.10

D(cm) 

24.49

48.98

73.47

97.95

122.44

Power : 9W Power : 9W

Power : 9W

Beam angle : 15° Beam angle : 15°

Beam angle : 15°

700

1400

2100

2800

3500

1700

3400

5100

6800

8500

1200

2400

3600

4800

6000

h(m) 

1

2

3

4

5

h(m) 

1

2

3

4

5

h(m) 

1

2

3

4

5

E(lx) 

2984

745.9

331.5

186.5

119.3

E(lx) 

8074

2018

897.1

504.6

322.9

E(lx) 

5590

1397

621.1

349.3

223.6

D(cm) 

40.21

80.41

120.62

160.82

201.03

D(cm) 

40.21

80.41

120.62

160.82

201.03

D(cm) 

42.75

85.51

128.26

171.02

213.77

Power : 9W Power : 9W

Power : 9W

Beam angle : 24° Beam angle : 24°

Beam angle : 24°

400

800

1200

1600

2000

1100

2200

3300

4400

5500

800

1600

2400

3200

4000

h(m) 

1

2

3

4

5

h(m) 

1

2

3

4

5

h(m) 

1

2

3

4

5

E(lx) 

1614

403.5

179.3

100.9

64.56

E(lx) 

5411

1353

601.3

338.2

216.5

E(lx) 

3574

893.6

397.2

223.4

143.0

D(cm) 

57.53

115.06

172.59

230.12

287.64

D(cm) 

57.64

115.28

172.93

230.57

288.21

D(cm) 

57.43

114.87

172.30

229.74

287.17

Power : 9W Power : 9W

Power : 9W

Beam angle :40° Beam angle :40°

Beam angle :40°

VADTB100F

VADTB10BF
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Cut-out : 100 x 100

Cut-out : 200 x 100

Cut-out : 285 x 100
113

113

80

216

113

80

300

113

80

Model

DTB100F

Model

DTB10BF

Power

LED 9W

Power

LED 9W x 2

Light output

650lm

Light output

650lm x 2

Ambient Temp

-20°C-+40°C

Ambient Temp

-20°C-+40°C

Output voltage

36V

Output voltage

36V

Output current

210mA

Output current

210mA

Output current

210mA

Model Power

LED 9W x 3

Light output

650lm x 3

Ambient Temp

-20°C-+40°C

Output voltage

36V

LYNX-GLORY GRILLED DOWNLIGHT SERIES

LYNX-GLORY GRILLED DOWNLIGHT SERIES

LYNX-GLORY GRILLED DOWNLIGHT SERIES

Anti-
Glare

Anti-
Glare

Anti-
Glare

No Flicker No Flicker

No Flicker

LED LED

LED

< 3
SDCM

< 3
SDCM

< 3
SDCM

2700K 2700K

2700K

40°C

-20°C

40°C

-20°C

40°C

-20°C

3000K 3000K

3000K

4000K 4000K

4000K

HIGH

CRI

HIGH

CRI

HIGH

CRI

24° 24°

24°

40° 40°

40°

15° 15°

15°

Unit:mm

Unit:mm

Unit:mm

45° 45°

45°

355° 355°

355°

1200

2400

3600

4800

6000

4000

8000

12000

16000

20000

3000

6000

9000

12000

15000

h(m) 

1

2

3

4

5
h(m) 

1

2

3

4

5

h(m) 

1

2

3

4

5

E(lx) 

5734

1434

637.1

358.4

229.4
E(lx) 

18952

4738

2106

1185

758.1

E(lx) 

11272

2818

1252

704.5

450.9

D(cm) 

25.45

50.89

76.34

101.78

127.23
D(cm) 

25.02

50.04

75.06

100.08

125.10

D(cm) 

24.49

48.98

73.47

97.95

122.44

Power : 9W Power : 9W

Power : 9W

Beam angle : 15° Beam angle : 15°

Beam angle : 15°

700

1400

2100

2800

3500

1700

3400

5100

6800

8500

1200

2400

3600

4800

6000

h(m) 

1

2

3

4

5
h(m) 

1

2

3

4

5

h(m) 

1

2

3

4

5

E(lx) 

2984

745.9

331.5

186.5

119.3
E(lx) 

8074

2018

897.1

504.6

322.9

E(lx) 

5590

1397

621.1

349.3

223.6

D(cm) 

40.21

80.41

120.62

160.82

201.03
D(cm) 

40.21

80.41

120.62

160.82

201.03

D(cm) 

42.75

85.51

128.26

171.02

213.77

Power : 9W Power : 9W

Power : 9W

Beam angle : 24° Beam angle : 24°

Beam angle : 24°

400

800

1200

1600

2000

1100

2200

3300

4400

5500

800

1600

2400

3200

4000

h(m) 

1

2

3

4

5
h(m) 

1

2

3

4

5

h(m) 

1

2

3

4

5

E(lx) 

1614

403.5

179.3

100.9

64.56
E(lx) 

5411

1353

601.3

338.2

216.5

E(lx) 

3574

893.6

397.2

223.4

143.0

D(cm) 

57.53

115.06

172.59

230.12

287.64
D(cm) 

57.64

115.28

172.93

230.57

288.21

D(cm) 

57.43

114.87

172.30

229.74

287.17

Power : 9W Power : 9W

Power : 9W

Beam angle :40° Beam angle :40°

Beam angle :40°

VADTB10CF
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Cut-out : 125 x 125

Unit:mm

Cut-out : 260 x 125

Cut-out : 160 x 160

Cut-out : 310 x 160

140

140

97

275

140

97

172

172

120

323

172

120

Model

DTB125F

Model

DTB12BF

Power

LED 16W

Power

LED 16W x 2

Light output

1300lm

Light output

1300lm x 2

Ambient Temp

-20°C-+40°C

Ambient Temp

-20°C-+40°C

Output voltage

36V

Output voltage

36V

Output current

390mA

Output current

700mA

Output current

390mA

Output current

700mA

Model Power

LED 30W

Light output

2500lm

Ambient Temp

-20°C-+40°C

Output voltage

36V

Model Power

LED 30W x 2

Light output

2500lm x 2

Ambient Temp

-20°C-+40°C

Output voltage

36V

LYNX-GLORY GRILLED DOWNLIGHT SERIES

LYNX-GLORY GRILLED DOWNLIGHT SERIES

LYNX-GLORY GRILLED DOWNLIGHT SERIES

LYNX-GLORY GRILLED DOWNLIGHT SERIES

Unit:mm

Unit:mm

Unit:mm

Anti-
Glare

Anti-
Glare

No Flicker

No Flicker

LED

LED

< 3
SDCM

< 3
SDCM

2700K

2700K

40°C

-20°C

40°C

-20°C

3000K

3000K

4000K

4000K

HIGH

CRI

HIGH

CRI

24°

24°

40°

40°

15°

15°

45°

45°

355°

355°

3000

6000

9000

12000

15000

4000

8000

12000

16000

20000

h(m) 

1

2

3

4

5

h(m) 

1

2

3

4

5

E(lx) 

12569

3142

1397

785.5

502.7

E(lx) 

18101

4525

2011

1131

724.0

D(cm) 

20.97

20.97

20.97

83.88

104.85

D(cm) 

23.66

47.31

70.97

94.62

118.28

Power : 16W

Power : 16W

Beam angle : 15°

Beam angle : 15°

1200

2400

3600

4800

6000

3000

6000

9000

12000

15000

h(m) 

1

2

3

4

5

h(m) 

1

2

3

4

5

E(lx) 

5804

1451

644.9

362.8

232.2

E(lx) 

10053

2513

1117

628.3

402.1

D(cm) 

35.14

70.29

105.43

140.58

175.72

D(cm) 

37.18

74.36

111.54

148.73

185.91

Power : 16W

Power : 16W

Beam angle : 24°

Beam angle : 24°

600

1200

1800

2400

3000

1100

2200

3300

4400

5500

h(m) 

1

2

3

4

5

h(m) 

1

2

3

4

5

E(lx) 

2819

704.9

313.3

176.2

112.8

E(lx) 

5053

1263

561.4

315.8

202.1

D(cm) 

69.84

139.67

209.51

279.35

349.18

D(cm) 

70.03

140.06

210.10

280.13

350.16

Power : 16W

Power : 16W

Beam angle :40°

Beam angle :40°

Anti-
Glare

Anti-
Glare

No Flicker

No Flicker

LED

LED

< 3
SDCM

< 3
SDCM

2700K

2700K

40°C

-20°C

40°C

-20°C

3000K

3000K

4000K

4000K

HIGH

CRI

HIGH

CRI

24°

24°

40°

40°

15°

15°

45°

45°

355°

355°

4000

8000

12000

16000

20000

7000

14000

21000

28000

35000

h(m) 

1

2

3

4

5

h(m) 

1

2

3

4

5

E(lx) 

16519

4130

1835

1032

660.7

E(lx) 

30608

7652

3401

1913

1224

D(cm) 

23.55

47.10

70.65

94.20

94.20

D(cm) 

23.27

46.53

69.80

93.07

116.33

Power : 30W

Power : 30W

Beam angle : 15°

Beam angle : 15°

1200

2400

3600

4800

6000

3000

6000

9000

12000

15000

h(m) 

1

2

3

4

5

h(m) 

1

2

3

4

5

E(lx) 

5838

1460

648.7

364.9

233.5

E(lx) 

11515

2879

1279

719.7

460.6

D(cm) 

46.18

92.36

138.54

184.72

230.90

D(cm) 

46.68

93.36

140.03

186.71

233.39

Power : 30W

Power : 30W

Beam angle : 24°

Beam angle : 24°

800

1600

2400

3200

4000

1400

2800

4200

5600

7000

h(m) 

1

2

3

4

5

h(m) 

1

2

3

4

5

E(lx) 

3574

893.6

397.2

223.4

143.0

E(lx) 

7019

1755

779.9

438.7

280.8

D(cm) 

69.25

138.50

207.75

277.00

346.25

D(cm) 

70.27

140.54

210.80

281.07

351.34

Power : 30W

Power : 30W

Beam angle :40°

Beam angle :40°

VADTB160F

VADTB16BF

60



Output current

580mA

Anti-
Glare No Flicker

LED < 3
SDCM 2700K

40°C

-20°C3000K 4000K

HIGH

CRI 30° 45°15°

Anti-
Glare No Flicker

LED < 3
SDCM 2700K

40°C

-20°C3000K 4000K

HIGH

CRI 30° 45°15°

Anti-
Glare No Flicker

LED < 3
SDCM 2700K

40°C

-20°C3000K 4000K

HIGH

CRI 30° 45°15°

Anti-
Glare No Flicker

LED < 3
SDCM 2700K

40°C

-20°C3000K 4000K

HIGH

CRI 30° 45°15°

Model

Model

Power

LED 2W

Power

LED 4W

Light output

150lm

Light output

310lm

Ambient Temp

-20°C-+40°C

Ambient Temp

-20°C-+40°C

Output voltage

3V

Output voltage

6V

Output current

580mA

Output current

580mA

Output current

580mA

170

340

510

680

850

400

800

1200

1600

2000

h(m) 

1

2

3

4

5

h(m) 

1

2

3

4

5

E(lx) 

833.0

208.3

92.56

52.06

33.32

E(lx) 

1857

464.2

206.3

116.0

74.27

D(cm) 

34.93

69.86

104.78

139.71

174.64

D(cm) 

33.69

67.38

101.06

134.75

168.44

Power : 2W

Power : 4W

Beam angle : 15°

Beam angle : 15°

90

180

270

360

450

200

400

600

800

1000

h(m) 

1

2

3

4

5

h(m) 

1

2

3

4

5

E(lx) 

404.9

101.2

44.99

25.31

16.20

E(lx) 

958.8

239.7

106.5

59.93

38.35

D(cm) 

63.72

127.45

191.17

254.90

318.62

D(cm) 

57.83

115.66

173.49

231.33

289.16

Power : 2W

Power : 4W

Beam angle : 30°

Beam angle : 30°

60

120

180

240

300

130

260

39

520

650

h(m) 

1

2

3

4

5

h(m) 

1

2

3

4

5

E(lx) 

285.7

71.43

31.75

17.86

11.43

E(lx) 

604.6

151.1

67.18

37.79

24.18

D(cm) 

77.11

154.22

231.32

308.43

385.54

D(cm) 

75.31

150.62

225.93

301.24

376.54

Power : 2W

Power : 4W

Beam angle : 45°

Beam angle : 45°

Model

DDQ140X

Model

DDQ273X

Power

LED 10W

Power

LED 20W

Light output

800lm

Light output

1400lm

Ambient Temp

-20°C-+40°C

Ambient Temp

-20°C-+40°C

Output voltage

15V

Output voltage

30V

1200

2400

3600

4800

6000

1800

3600

5400

7200

9000

h(m) 

1

2

3

4

5

h(m) 

1

2

3

4

5

E(lx) 

5667

1417

629.7

354.2

226.7

E(lx) 

8536

2134

948.4

533.5

341.4 

D(cm) 

30.41

60.82

91.23

121.65

152.06

D(cm) 

32.50

65.01

97.51

130.02

162.52

Power : 10W

Power : 20W

Beam angle : 15°

Beam angle : 15°

600

1200

1800

2400

3000

1000

2000

3000

4000

5000

h(m) 

1

2

3

4

5

h(m) 

1

2

3

4

5

E(lx) 

2737

684.3

304.1

171.1

109.5

E(lx) 

4657

1164

517.4

291.1

186.3

D(cm) 

54.63

109.26

163.89

218.52

273.15

D(cm) 

55.42

110.84

166.25

221.67

277.09

Power : 10W

Power : 20W

Beam angle : 30°

Beam angle : 30°

400

800

1200

1600

2000

700

1400

2100

2800

3500

h(m) 

1

2

3

4

5

h(m) 

1

2

3

4

5

Power : 10W

Power : 20W

Beam angle : 45°

Beam angle : 45°

Cut-out : 273x37

280x45

49

Cut-out : 37x37

Cut-out : 68x37

Cut-out : 140x37

49

45x45

49

75x45

147x45

49

E(lx) 

1780

445.1

197.8

111.3

71.22

E(lx) 

3198

799.4

355.3

199.9

,127.9

D(cm) 

68.62

137.25

205.87

274.50

343.12

D(cm) 

65.42

130.84

196.26

261.68

327.10

KARIS FIXED LINEAR SERIES

KARIS FIXED LINEAR SERIES

KARIS FIXED LINEAR SERIES

KARIS FIXED LINEAR SERIES

Unit:mm

Unit:mm

Unit:mm

Unit:mm

Output current

580mA

Anti-
Glare No Flicker

LED < 3
SDCM 2700K

40°C

-20°C3000K 4000K

HIGH

CRI 30° 45°15°

Anti-
Glare No Flicker

LED < 3
SDCM 2700K

40°C

-20°C3000K 4000K

HIGH

CRI 30° 45°15°

Anti-
Glare No Flicker

LED < 3
SDCM 2700K

40°C

-20°C3000K 4000K

HIGH

CRI 30° 45°15°

Anti-
Glare No Flicker

LED < 3
SDCM 2700K

40°C

-20°C3000K 4000K

HIGH

CRI 30° 45°15°

Model

Model

Power

LED 2W

Power

LED 4W

Light output

150lm

Light output

310lm

Ambient Temp

-20°C-+40°C

Ambient Temp

-20°C-+40°C

Output voltage

3V

Output voltage

6V

Output current

580mA

Output current

580mA

Output current

580mA

170

340

510

680

850

400

800

1200

1600

2000

h(m) 

1

2

3

4

5

h(m) 

1

2

3

4

5

E(lx) 

833.0

208.3

92.56

52.06

33.32

E(lx) 

1857

464.2

206.3

116.0

74.27

D(cm) 

34.93

69.86

104.78

139.71

174.64

D(cm) 

33.69

67.38

101.06

134.75

168.44

Power : 2W

Power : 4W

Beam angle : 15°

Beam angle : 15°

90

180

270

360

450

200

400

600

800

1000

h(m) 

1

2

3

4

5

h(m) 

1

2

3

4

5

E(lx) 

404.9

101.2

44.99

25.31

16.20

E(lx) 

958.8

239.7

106.5

59.93

38.35

D(cm) 

63.72

127.45

191.17

254.90

318.62

D(cm) 

57.83

115.66

173.49

231.33

289.16

Power : 2W

Power : 4W

Beam angle : 30°

Beam angle : 30°

60

120

180

240

300

130

260

39

520

650

h(m) 

1

2

3

4

5

h(m) 

1

2

3

4

5

E(lx) 

285.7

71.43

31.75

17.86

11.43

E(lx) 

604.6

151.1

67.18

37.79

24.18

D(cm) 

77.11

154.22

231.32

308.43

385.54

D(cm) 

75.31

150.62

225.93

301.24

376.54

Power : 2W

Power : 4W

Beam angle : 45°

Beam angle : 45°

Model

DDQ140X

Model

DDQ273X

Power

LED 10W

Power

LED 20W

Light output

800lm

Light output

1400lm

Ambient Temp

-20°C-+40°C

Ambient Temp

-20°C-+40°C

Output voltage

15V

Output voltage

30V

1200

2400

3600

4800

6000

1800

3600

5400

7200

9000

h(m) 

1

2

3

4

5

h(m) 

1

2

3

4

5

E(lx) 

5667

1417

629.7

354.2

226.7

E(lx) 

8536

2134

948.4

533.5

341.4 

D(cm) 

30.41

60.82

91.23

121.65

152.06

D(cm) 

32.50

65.01

97.51

130.02

162.52

Power : 10W

Power : 20W

Beam angle : 15°

Beam angle : 15°

600

1200

1800

2400

3000

1000

2000

3000

4000

5000

h(m) 

1

2

3

4

5

h(m) 

1

2

3

4

5

E(lx) 

2737

684.3

304.1

171.1

109.5

E(lx) 

4657

1164

517.4

291.1

186.3

D(cm) 

54.63

109.26

163.89

218.52

273.15

D(cm) 

55.42

110.84

166.25

221.67

277.09

Power : 10W

Power : 20W

Beam angle : 30°

Beam angle : 30°

400

800

1200

1600

2000

700

1400

2100

2800

3500

h(m) 

1

2

3

4

5

h(m) 

1

2

3

4

5

Power : 10W

Power : 20W

Beam angle : 45°

Beam angle : 45°

Cut-out : 273x37

280x45

49

Cut-out : 37x37

Cut-out : 68x37

Cut-out : 140x37

49

45x45

49

75x45

147x45

49

E(lx) 

1780

445.1

197.8

111.3

71.22

E(lx) 

3198

799.4

355.3

199.9

,127.9

D(cm) 

68.62

137.25

205.87

274.50

343.12

D(cm) 

65.42

130.84

196.26

261.68

327.10

KARIS FIXED LINEAR SERIES

KARIS FIXED LINEAR SERIES

KARIS FIXED LINEAR SERIES

KARIS FIXED LINEAR SERIES

Unit:mm

Unit:mm

Unit:mm

Unit:mm

VADDQ037X

VADDQ068X

61



Output current

580mA

Anti-
Glare No Flicker

LED < 3
SDCM 2700K

40°C

-20°C3000K 4000K

HIGH

CRI 30° 45°15°

Anti-
Glare No Flicker

LED < 3
SDCM 2700K

40°C

-20°C3000K 4000K

HIGH

CRI 30° 45°15°

Anti-
Glare No Flicker

LED < 3
SDCM 2700K

40°C

-20°C3000K 4000K

HIGH

CRI 30° 45°15°

Anti-
Glare No Flicker

LED < 3
SDCM 2700K

40°C

-20°C3000K 4000K

HIGH

CRI 30° 45°15°

Model

DDQ037X

Model

DDQ068X

Power

LED 2W

Power

LED 4W

Light output

150lm

Light output

310lm

Ambient Temp

-20°C-+40°C

Ambient Temp

-20°C-+40°C

Output voltage

3V

Output voltage

6V

Output current

580mA

Output current

580mA

Output current

580mA

170

340

510

680

850

400

800

1200

1600

2000

h(m) 

1

2

3

4

5

h(m) 

1

2

3

4

5

E(lx) 

833.0

208.3

92.56

52.06

33.32

E(lx) 

1857

464.2

206.3

116.0

74.27

D(cm) 

34.93

69.86

104.78

139.71

174.64

D(cm) 

33.69

67.38

101.06

134.75

168.44

Power : 2W

Power : 4W

Beam angle : 15°

Beam angle : 15°

90

180

270

360

450

200

400

600

800

1000

h(m) 

1

2

3

4

5

h(m) 

1

2

3

4

5

E(lx) 

404.9

101.2

44.99

25.31

16.20

E(lx) 

958.8

239.7

106.5

59.93

38.35

D(cm) 

63.72

127.45

191.17

254.90

318.62

D(cm) 

57.83

115.66

173.49

231.33

289.16

Power : 2W

Power : 4W

Beam angle : 30°

Beam angle : 30°

60

120

180

240

300

130

260

39

520

650

h(m) 

1

2

3

4

5

h(m) 

1

2

3

4

5

E(lx) 

285.7

71.43

31.75

17.86

11.43

E(lx) 

604.6

151.1

67.18

37.79

24.18

D(cm) 

77.11

154.22

231.32

308.43

385.54

D(cm) 

75.31

150.62

225.93

301.24

376.54

Power : 2W

Power : 4W

Beam angle : 45°

Beam angle : 45°

Model

Model

Power

LED 10W

Power

LED 20W

Light output

800lm

Light output

1400lm

Ambient Temp

-20°C-+40°C

Ambient Temp

-20°C-+40°C

Output voltage

15V

Output voltage

30V

1200

2400

3600

4800

6000

1800

3600

5400

7200

9000

h(m) 

1

2

3

4

5

h(m) 

1

2

3

4

5

E(lx) 

5667

1417

629.7

354.2

226.7

E(lx) 

8536

2134

948.4

533.5

341.4 

D(cm) 

30.41

60.82

91.23

121.65

152.06

D(cm) 

32.50

65.01

97.51

130.02

162.52

Power : 10W

Power : 20W

Beam angle : 15°

Beam angle : 15°

600

1200

1800

2400

3000

1000

2000

3000

4000

5000

h(m) 

1

2

3

4

5

h(m) 

1

2

3

4

5

E(lx) 

2737

684.3

304.1

171.1

109.5

E(lx) 

4657

1164

517.4

291.1

186.3

D(cm) 

54.63

109.26

163.89

218.52

273.15

D(cm) 

55.42

110.84

166.25

221.67

277.09

Power : 10W

Power : 20W

Beam angle : 30°

Beam angle : 30°

400

800

1200

1600

2000

700

1400

2100

2800

3500

h(m) 

1

2

3

4

5

h(m) 

1

2

3

4

5

Power : 10W

Power : 20W

Beam angle : 45°

Beam angle : 45°

Cut-out : 273x37

280x45

49

Cut-out : 37x37

Cut-out : 68x37

Cut-out : 140x37

49

45x45

49

75x45

147x45

49

E(lx) 

1780

445.1

197.8

111.3

71.22

E(lx) 

3198

799.4

355.3

199.9

,127.9

D(cm) 

68.62

137.25

205.87

274.50

343.12

D(cm) 

65.42

130.84

196.26

261.68

327.10

KARIS FIXED LINEAR SERIES

KARIS FIXED LINEAR SERIES

KARIS FIXED LINEAR SERIES

KARIS FIXED LINEAR SERIES

Unit:mm

Unit:mm

Unit:mm

Unit:mm

VADDQ140X

VADDQ273X

62



Applications: 

- Karis grille downlight is widely used in retail shops, boutiques and 

other commercial spaces.

Model Power

LED 30W

Light output

2100lm

Ambient Temp

-20°C-+40°C

Output voltage

45V

Output current

580mA

3000

6000

9000

12000

15000

h(m) 

1

2

3

4

5

E(lx) 

13480

3370

1498

842.5

539.2

D(cm) 

31.63

63.25

94.88

126.51

158.14

Power : 30W Beam angle : 15°

1400

2800

4200

5600

7000

h(m) 

1

2

3

4

5

E(lx) 

6782

1696

753.6

423.9

271.3

D(cm) 

55.79

111.59

167.38

223.18

278.97

Power : 30W Beam angle : 30°

1000

2000

3000

4000

5000

h(m) 

1

2

3

4

5

E(lx) 

4638

1159

515.3

289.9

185.5

D(cm) 

68.51

137.01

205.52

274.03

342.54

Power : 30W Beam angle : 45°

Cut-out : 405x37

Anti-
Glare No Flicker

LED < 3
SDCM 2700K

40°C

-20°C3000K 4000K

HIGH

CRI 30° 45°15°

412x45

49

KARIS FIXED LINEAR SERIES

Unit:mm

Applications: 

- Karis grille downlight is widely used in retail shops, boutiques and 

other commercial spaces.

Model Power

LED 30W

Light output

2100lm

Ambient Temp

-20°C-+40°C

Output voltage

45V

Output current

580mA

3000

6000

9000

12000

15000

h(m) 

1

2

3

4

5

E(lx) 

13480

3370

1498

842.5

539.2

D(cm) 

31.63

63.25

94.88

126.51

158.14

Power : 30W Beam angle : 15°

1400

2800

4200

5600

7000

h(m) 

1

2

3

4

5

E(lx) 

6782

1696

753.6

423.9

271.3

D(cm) 

55.79

111.59

167.38

223.18

278.97

Power : 30W Beam angle : 30°

1000

2000

3000

4000

5000

h(m) 

1

2

3

4

5

E(lx) 

4638

1159

515.3

289.9

185.5

D(cm) 

68.51

137.01

205.52

274.03

342.54

Power : 30W Beam angle : 45°

Cut-out : 405x37

Anti-
Glare No Flicker

LED < 3
SDCM 2700K

40°C

-20°C3000K 4000K

HIGH

CRI 30° 45°15°

412x45

49

KARIS FIXED LINEAR SERIES

Unit:mm

VADDQ405X

63
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