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ABOUT US

More about VOLTAMPERE LIGHTING
A Greece-based professional smart solution
Provider of digital lighting technology, which provides High-quality luminaires that can be expanded 
with Additional sensor parts, making them a source and data generating location with available con-
nectivity whenever and wherever the customer needs.
Since our inception, we have offered state-of-the-art LED luminaires, implemented exceptional LED 
projects, been recognized and widely accepted by major consultants
& developers. We actively advance the technology
in order to create more energy-efficient and higher quality products for our customers.

VOLTAMPERE LIGHTING FOCUS ON:
- General Lighting and Luminaires
- Projects and Lighting Solutions
- High Customization Level
SPECIAL REQUEST FACTORY
Our special request factory provides us with unrivalled flexibility, which allows us to make very small 
and precise parts with ease and at speed.

LED PRODUCTION
All of our LED chips are soldered using the selective wave method, and all components and final prod-
ucts are thoroughly tested using precision equipment in line with stringent technical standards.

Residential
VOLTAMPERE LIGHTING residential luminaire selection is extremely wide and designed to cover all 
professional needs in general lighting at home as well as in public premises.

Public premises
Efficient and functional lighting enhances productivity and improves performance where ever we 
work. VOLTAMPERE LIGHTING public premises luminaires can be designed and installed to make the 
best possible lighting for each situation.

Industrial
VOLTAMPERE LIGHTING solves industrial lighting needs. Paper mill or parking hall; our efficient, wide 
and light technically superior portfolio suits almost everywhere.

Outdoor
VOLTAMPERE LIGHTING outdoor luminaire selection is energy efficient, long lasting and economically 
sustainable. We know how to light parks, squares as well as yards and parking areas.
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01-Spot Lights

138     167 Page  168     175Page  126     137 Page  

102     127 Page  

76     101 Page  64     75 Page  08     63 Page  
02-Down Lights

04-Magne�c System

03-Track Lights

INDOOR LIGHT

05-Pendant Light 07-LED Bulb06-Strip Light
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01-Spot Lights
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Latour Standard

Features
-  The main body of Latour is made of high density die-cast aluminum for excellent heat dissipation effect.

-  To create an ideal lighting environment for visual comfort, low-glare control is the key features of this series. 

-  With uniform aesthetic appearance and excellent texture, Latour has been designed for installation on track and ceiling.

-  The series comes with a wide specs to meet different space needs.

-  High CRI (RA≥95) and varied optical accessories are optional.

-  Dali control is optional.

Applications: 

-  Suitable for high-end restaurants, retail shops, galleries and museums. 

-  Developed in a full family and with different installation method (track/surface mounted/recessed), the 

versatility of Latour impresses lighting designers with Featuress of flexibility and style consistency.
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79



Model

Model

TTL060X
TSL060X
TFL060X

Power

LED 9W
LED 9W
LED 9W

Power

LED 15W
LED 15W
LED 15W

Light output

650lm
650lm
650lm

Light output

1000lm
1000lm
1000lm

Adaptor

2 Wires Single-circuit
3 Wires Single-circuit
4 Wires Three circuits

Adaptor

2 Wires Single-circuit
3 Wires Single-circuit
4 Wires Three circuits

Ambient Temp

-20°C-+40°C
-20°C-+40°C
-20°C-+40°C

Ambient Temp

-20°C-+40°C
-20°C-+40°C
-20°C-+40°C

Output voltage

36V
36V
36V

Output voltage

36V
36V
36V

Output current

210mA
210mA
210mA

Output current

360mA
360mA
360mA

Φ50x120
Φ60x132

121

121

30

Accessories :

Elliptical Lens Honey-comb

Accessories :

Elliptical Lens Honey-comb

PAN-HC60 PAN-EL60

1000

2000

3000

4000

5000

h(m) 

1

2

3

4

5

E(lx) 

4724

1181

524.9

295.3

189

D(cm) 

33.10

66.19

99.29

132.38

165.48

Power : 9W Beam angle : 15°

600

1200

1800

2400

3000

h(m) 

1

2

3

4

5

E(lx) 

2629

657.2

292.1

164.3

105.1

D(cm) 

46.79

93.58

140.36

187.15

233.94

Power : 9W Beam angle : 24°

400

800

1200

1600

2000

h(m) 

1

2

3

4

5

E(lx) 

1910

477.6

212.3

119.4

76.4

D(cm) 

63.46

126.91

190.37

253.82

317.28

Power : 9W Beam angle : 36°

1600

3200

4800

6400

8000

h(m) 

1

2

3

4

5

E(lx) 

7635

1909

848.3

477.2

305.4

D(cm) 

25.04

50.08

75.11

100.15

125.19

Power : 15W Beam angle : 15°

1100

2200

3300

4400

5500

h(m) 

1

2

3

4

5

E(lx) 

5295

1324

588.4

331

211.8

D(cm) 

34.46

68.92

103.38

137.84

172.30

Power : 15W Beam angle : 24°

700

1400

2100

2800

3500

h(m) 

1

2

3

4

5

E(lx) 

3096

774

344

193.5

123.8

D(cm) 

50.43

100.86

151.29

201.72

252.15

Power : 15W Beam angle : 36°

LATOUR STANDARD SERIES LATOUR STANDARD SERIES

Model Power

LED 9W

Light output

650lm

Installation

Surface mounted

Ambient Temp

-20°C-+40°C

Output voltage

36V

Output current

210mA

Φ50x120

145

32

1000

2000

3000

4000

5000

h(m) 

1

2

3

4

5

E(lx) 

4724

1181

524.9

295.3

189

D(cm) 

33.10

66.19

99.29

132.38

165.48

Power : 9W Beam angle : 15°

600

1200

1800

2400

3000

h(m) 

1

2

3

4

5

E(lx) 

2629

657.2

292.1

164.3

105.1

D(cm) 

46.79

93.58

140.36

187.15

233.94

Power : 9W Beam angle : 24°

400

800

1200

1600

2000

h(m) 

1

2

3

4

5

E(lx) 

1910

477.6

212.3

119.4

76.4

D(cm) 

63.46

126.91

190.37

253.82

317.28

Power : 9W Beam angle : 36°

LATOUR STANDARD SERIES

Model

SAL060X
Power

LED 15W

Light output

1000lm

Installation

Surface mounted

Ambient Temp

-20°C-+40°C

Output voltage

36V

Output current
360mA

Φ60x132

145

32

1600

3200

4800

6400

8000

h(m) 

1

2

3

4

5

E(lx) 

7635

1909

848.3

477.2

305.4

D(cm) 

25.04

50.08

75.11

100.15

125.19

Power : 15W Beam angle : 15°

1100

2200

3300

4400

5500

h(m) 

1

2

3

4

5

E(lx) 

5295

1324

588.4

331

211.8

D(cm) 

34.46

68.92

103.38

137.84

172.30

Power : 15W Beam angle : 24°

700

1400

2100

2800

3500

h(m) 

1

2

3

4

5

E(lx) 

3096

774

344

193.5

123.8

D(cm) 

50.43

100.86

151.29

201.72

252.15

Power : 15W Beam angle : 36°

LATOUR STANDARD SERIES

30

Anti-
Glare No Flicker

< 3
SDCM 2700K

40°C

-20°C3000K 4000K

HIGH

CRI 24° 36°15° 90° 355°

Anti-
Glare No Flicker

< 3
SDCM 2700K

40°C

-20°C3000K 4000K

HIGH

CRI 24° 36°15° 90° 355°

Anti-
Glare No Flicker

< 3
SDCM 2700K

40°C

-20°C3000K 4000K

HIGH

CRI 24° 36°15° 90° 355°

Anti-
Glare No Flicker

< 3
SDCM 2700K

40°C

-20°C3000K 4000K

HIGH

CRI 24° 36°15° 90° 355°

Unit:mm

Unit:mm

Unit:mm

Unit:mm

White Black Titanium White Black Titanium

White Black Titanium White Black Titanium

Model

Model

TTL060X
TSL060X
TFL060X

Power

LED 9W
LED 9W
LED 9W

Power

LED 15W
LED 15W
LED 15W

Light output

650lm
650lm
650lm

Light output

1000lm
1000lm
1000lm

Adaptor

2 Wires Single-circuit
3 Wires Single-circuit
4 Wires Three circuits

Adaptor

2 Wires Single-circuit
3 Wires Single-circuit
4 Wires Three circuits

Ambient Temp

-20°C-+40°C
-20°C-+40°C
-20°C-+40°C

Ambient Temp

-20°C-+40°C
-20°C-+40°C
-20°C-+40°C

Output voltage

36V
36V
36V

Output voltage

36V
36V
36V

Output current

210mA
210mA
210mA

Output current

360mA
360mA
360mA

Φ50x120
Φ60x132

121

121

30

Accessories :

Elliptical Lens Honey-comb

Accessories :

Elliptical Lens Honey-comb

PAN-HC60 PAN-EL60

1000

2000

3000

4000

5000

h(m) 

1

2

3

4

5

E(lx) 

4724

1181

524.9

295.3

189

D(cm) 

33.10

66.19

99.29

132.38

165.48

Power : 9W Beam angle : 15°

600

1200

1800

2400

3000

h(m) 

1

2

3

4

5

E(lx) 

2629

657.2

292.1

164.3

105.1

D(cm) 

46.79

93.58

140.36

187.15

233.94

Power : 9W Beam angle : 24°

400

800

1200

1600

2000

h(m) 

1

2

3

4

5

E(lx) 

1910

477.6

212.3

119.4

76.4

D(cm) 

63.46

126.91

190.37

253.82

317.28

Power : 9W Beam angle : 36°

1600

3200

4800

6400

8000

h(m) 

1

2

3

4

5

E(lx) 

7635

1909

848.3

477.2

305.4

D(cm) 

25.04

50.08

75.11

100.15

125.19

Power : 15W Beam angle : 15°

1100

2200

3300

4400

5500

h(m) 

1

2

3

4

5

E(lx) 

5295

1324

588.4

331

211.8

D(cm) 

34.46

68.92

103.38

137.84

172.30

Power : 15W Beam angle : 24°

700

1400

2100

2800

3500

h(m) 

1

2

3

4

5

E(lx) 

3096

774

344

193.5

123.8

D(cm) 

50.43

100.86

151.29

201.72

252.15

Power : 15W Beam angle : 36°

LATOUR STANDARD SERIES LATOUR STANDARD SERIES

Model Power

LED 9W

Light output

650lm

Installation

Surface mounted

Ambient Temp

-20°C-+40°C

Output voltage

36V

Output current

210mA

Φ50x120

145

32

1000

2000

3000

4000

5000

h(m) 

1

2

3

4

5

E(lx) 

4724

1181

524.9

295.3

189

D(cm) 

33.10

66.19

99.29

132.38

165.48

Power : 9W Beam angle : 15°

600

1200

1800

2400

3000

h(m) 

1

2

3

4

5

E(lx) 

2629

657.2

292.1

164.3

105.1

D(cm) 

46.79

93.58

140.36

187.15

233.94

Power : 9W Beam angle : 24°

400

800

1200

1600

2000

h(m) 

1

2

3

4

5

E(lx) 

1910

477.6

212.3

119.4

76.4

D(cm) 

63.46

126.91

190.37

253.82

317.28

Power : 9W Beam angle : 36°

LATOUR STANDARD SERIES

Model

SAL060X
Power

LED 15W

Light output

1000lm

Installation

Surface mounted

Ambient Temp

-20°C-+40°C

Output voltage

36V

Output current
360mA

Φ60x132

145

32

1600

3200

4800

6400

8000

h(m) 

1

2

3

4

5

E(lx) 

7635

1909

848.3

477.2

305.4

D(cm) 

25.04

50.08

75.11

100.15

125.19

Power : 15W Beam angle : 15°

1100

2200

3300

4400

5500

h(m) 

1

2

3

4

5

E(lx) 

5295

1324

588.4

331

211.8

D(cm) 

34.46

68.92

103.38

137.84

172.30

Power : 15W Beam angle : 24°

700

1400

2100

2800

3500

h(m) 

1

2

3

4

5

E(lx) 

3096

774

344

193.5

123.8

D(cm) 

50.43

100.86

151.29

201.72

252.15

Power : 15W Beam angle : 36°

LATOUR STANDARD SERIES

30

Anti-
Glare No Flicker

< 3
SDCM 2700K

40°C

-20°C3000K 4000K

HIGH

CRI 24° 36°15° 90° 355°

Anti-
Glare No Flicker

< 3
SDCM 2700K

40°C

-20°C3000K 4000K

HIGH

CRI 24° 36°15° 90° 355°

Anti-
Glare No Flicker

< 3
SDCM 2700K

40°C

-20°C3000K 4000K

HIGH

CRI 24° 36°15° 90° 355°

Anti-
Glare No Flicker

< 3
SDCM 2700K

40°C

-20°C3000K 4000K

HIGH

CRI 24° 36°15° 90° 355°

Unit:mm

Unit:mm

Unit:mm

Unit:mm

White Black Titanium White Black Titanium

White Black Titanium White Black Titanium

VATTL050X
VATSL050X
VATFL050X

VASAL050X
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Model

TTL050X
TSL050X
TFL050X

Model

Power

LED 9W
LED 9W
LED 9W

Power

LED 15W
LED 15W
LED 15W

Light output

650lm
650lm
650lm

Light output

1000lm
1000lm
1000lm

Adaptor

2 Wires Single-circuit
3 Wires Single-circuit
4 Wires Three circuits

Adaptor

2 Wires Single-circuit
3 Wires Single-circuit
4 Wires Three circuits

Ambient Temp

-20°C-+40°C
-20°C-+40°C
-20°C-+40°C

Ambient Temp

-20°C-+40°C
-20°C-+40°C
-20°C-+40°C

Output voltage

36V
36V
36V

Output voltage

36V
36V
36V

Output current

210mA
210mA
210mA

Output current

360mA
360mA
360mA

Φ50x120
Φ60x132

121

121

30

Accessories :

Elliptical Lens Honey-comb

Accessories :

Elliptical Lens Honey-comb

PAN-HC60 PAN-EL60

1000

2000

3000

4000

5000

h(m) 

1

2

3

4

5

E(lx) 

4724

1181

524.9

295.3

189

D(cm) 

33.10

66.19

99.29

132.38

165.48

Power : 9W Beam angle : 15°

600

1200

1800

2400

3000

h(m) 

1

2

3

4

5

E(lx) 

2629

657.2

292.1

164.3

105.1

D(cm) 

46.79

93.58

140.36

187.15

233.94

Power : 9W Beam angle : 24°

400

800

1200

1600

2000

h(m) 

1

2

3

4

5

E(lx) 

1910

477.6

212.3

119.4

76.4

D(cm) 

63.46

126.91

190.37

253.82

317.28

Power : 9W Beam angle : 36°

1600

3200

4800

6400

8000

h(m) 

1

2

3

4

5

E(lx) 

7635

1909

848.3

477.2

305.4

D(cm) 

25.04

50.08

75.11

100.15

125.19

Power : 15W Beam angle : 15°

1100

2200

3300

4400

5500

h(m) 

1

2

3

4

5

E(lx) 

5295

1324

588.4

331

211.8

D(cm) 

34.46

68.92

103.38

137.84

172.30

Power : 15W Beam angle : 24°

700

1400

2100

2800

3500

h(m) 

1

2

3

4

5

E(lx) 

3096

774

344

193.5

123.8

D(cm) 

50.43

100.86

151.29

201.72

252.15

Power : 15W Beam angle : 36°

LATOUR STANDARD SERIES LATOUR STANDARD SERIES

Model

SAL050X

Power

LED 9W

Light output

650lm

Installation

Surface mounted

Ambient Temp

-20°C-+40°C

Output voltage

36V

Output current

210mA

Φ50x120

145

32

1000

2000

3000

4000

5000

h(m) 

1

2

3

4

5

E(lx) 

4724

1181

524.9

295.3

189

D(cm) 

33.10

66.19

99.29

132.38

165.48

Power : 9W Beam angle : 15°

600

1200

1800

2400

3000

h(m) 

1

2

3

4

5

E(lx) 

2629

657.2

292.1

164.3

105.1

D(cm) 

46.79

93.58

140.36

187.15

233.94

Power : 9W Beam angle : 24°

400

800

1200

1600

2000

h(m) 

1

2

3

4

5

E(lx) 

1910

477.6

212.3

119.4

76.4
D(cm) 

63.46

126.91

190.37

253.82

317.28

Power : 9W Beam angle : 36°

LATOUR STANDARD SERIES

Model Power

LED 15W

Light output

1000lm

Installation

Surface mounted

Ambient Temp

-20°C-+40°C

Output voltage

36V

Output current

360mA

Φ60x132

145

32

1600

3200

4800

6400

8000

h(m) 

1

2

3

4

5

E(lx) 

7635

1909

848.3

477.2

305.4

D(cm) 

25.04

50.08

75.11

100.15

125.19

Power : 15W Beam angle : 15°

1100

2200

3300

4400

5500

h(m) 

1

2

3

4

5

E(lx) 

5295

1324

588.4

331

211.8

D(cm) 

34.46

68.92

103.38

137.84

172.30

Power : 15W Beam angle : 24°

700

1400

2100

2800

3500

h(m) 

1

2

3

4

5

E(lx) 

3096

774

344

193.5

123.8

D(cm) 

50.43

100.86

151.29

201.72

252.15

Power : 15W Beam angle : 36°

LATOUR STANDARD SERIES

30

Anti-
Glare No Flicker

< 3
SDCM 2700K

40°C

-20°C3000K 4000K

HIGH

CRI 24° 36°15° 90° 355°

Anti-
Glare No Flicker

< 3
SDCM 2700K

40°C

-20°C3000K 4000K

HIGH

CRI 24° 36°15° 90° 355°

Anti-
Glare No Flicker

< 3
SDCM 2700K

40°C

-20°C3000K 4000K

HIGH

CRI 24° 36°15° 90° 355°

Anti-
Glare No Flicker

< 3
SDCM 2700K

40°C

-20°C3000K 4000K

HIGH

CRI 24° 36°15° 90° 355°

Unit:mm

Unit:mm

Unit:mm

Unit:mm

White Black Titanium White Black Titanium

White Black Titanium White Black Titanium

VATTL060X
VATSL060X
VATFL060X

VASAL060X
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Applications : 

-  Suitable for high-end restaurants, retail shops, galleries and museums. 

-  Developed in a full family and with different installation method (track/surface  

   mounted/recessed), the versatility of Latour impresses lighting designers with features 

   of flexibility and style consistency.

Model

Model

Power

LED 20W
LED 20W
LED 20W

Power

LED 30W
LED 30W
LED 30W

Light output

1500lm
1500lm
1500lm

Light output

1750m
1750lm
1750lm

Adaptor

2 Wires Single-circuit
3 Wires Single-circuit
4 Wires Three circuits

Adaptor

2 Wires Single-circuit
3 Wires Single-circuit
4 Wires Three circuits

Ambient Temp

-20°C-+40°C
-20°C-+40°C
-20°C-+40°C

Ambient Temp

-20°C-+40°C
-20°C-+40°C
-20°C-+40°C

Output voltage

36V
36V
36V

Output voltage

36V
36V
36V

Output current

480mA
480mA
480mA

Output current

700mA
700mA
700mA

Φ71x150

210

Φ83x165

210

1600

3200

4800

6400

8000

h(m) 

1

2

3

4

5

E(lx) 

7939

1985

882.1

496.2

317.6

D(cm) 

31.34

62.68

94.02

125.36

156.70

Power : 20W Beam angle : 15°

1900

3800

5700

7600

9500

h(m) 

1

2

3

4

5

E(lx) 

9144

2286

1061

571.5

365.8

D(cm) 

31.81

63.61

95.42

127.22

159.03

Power : 20W Beam angle : 24°

300

1600

2400

3200

4000

h(m) 

1

2

3

4

5

E(lx) 

3572

893.1

396.9

223.3

142.9

D(cm) 

66.76

133.51

200.27

267.03

333.78

Power : 20W Beam angle : 36°

3000

6000

9000

12000

15000

h(m) 

1

2

3

4

5

E(lx) 

11354

2838

1262

709.6

454.1

D(cm) 

36.21

72.41

108.62

144.83

181.03

Power : 30W Beam angle : 24°

1200

2400

3600

4800

6000

h(m) 

1

2

3

4

5

E(lx) 

5832

1458

648

364.5

233.3

D(cm) 

56.25

112.49

168.74

224.98

281.23

Power : 30W Beam angle : 36°

Anti-
Glare

Anti-
Glare No Flicker

LED < 3
SDCM 2700K

40°C

-20°C3000K 4000K

HIGH

CRI 24° 36°

LATOUR STANDARD SERIES

LATOUR STANDARD  SERIES

43

43

Anti-
Glare No Flicker

< 3
SDCM 2700K

40°C

-20°C3000K 4000K

HIGH

CRI 24° 36°15° 90° 355°

90° 355°

Unit:mm

Unit:mm

White Black Titanium

White Black Titanium

Applications : 

-  Suitable for high-end restaurants, retail shops, galleries and museums. 

-  Developed in a full family and with different installation method (track/surface  

   mounted/recessed), the versatility of Latour impresses lighting designers with features 

   of flexibility and style consistency.

Model

Model

Power

LED 20W
LED 20W
LED 20W

Power

LED 30W
LED 30W
LED 30W

Light output

1500lm
1500lm
1500lm

Light output

1750m
1750lm
1750lm

Adaptor

2 Wires Single-circuit
3 Wires Single-circuit
4 Wires Three circuits

Adaptor

2 Wires Single-circuit
3 Wires Single-circuit
4 Wires Three circuits

Ambient Temp

-20°C-+40°C
-20°C-+40°C
-20°C-+40°C

Ambient Temp

-20°C-+40°C
-20°C-+40°C
-20°C-+40°C

Output voltage

36V
36V
36V

Output voltage

36V
36V
36V

Output current

480mA
480mA
480mA

Output current

700mA
700mA
700mA

Φ71x150

210

Φ83x165

210

1600

3200

4800

6400

8000

h(m) 

1

2

3

4

5

E(lx) 

7939

1985

882.1

496.2

317.6

D(cm) 

31.34

62.68

94.02

125.36

156.70

Power : 20W Beam angle : 15°

1900

3800

5700

7600

9500

h(m) 

1

2

3

4

5

E(lx) 

9144

2286

1061

571.5

365.8

D(cm) 

31.81

63.61

95.42

127.22

159.03

Power : 20W Beam angle : 24°

300

1600

2400

3200

4000

h(m) 

1

2

3

4

5

E(lx) 

3572

893.1

396.9

223.3

142.9

D(cm) 

66.76

133.51

200.27

267.03

333.78

Power : 20W Beam angle : 36°

3000

6000

9000

12000

15000

h(m) 

1

2

3

4

5

E(lx) 

11354

2838

1262

709.6

454.1

D(cm) 

36.21

72.41

108.62

144.83

181.03

Power : 30W Beam angle : 24°

1200

2400

3600

4800

6000

h(m) 

1

2

3

4

5

E(lx) 

5832

1458

648

364.5

233.3

D(cm) 

56.25

112.49

168.74

224.98

281.23

Power : 30W Beam angle : 36°

Anti-
Glare

Anti-
Glare No Flicker

LED < 3
SDCM 2700K

40°C

-20°C3000K 4000K

HIGH

CRI 24° 36°

LATOUR STANDARD SERIES

LATOUR STANDARD  SERIES

43

43

Anti-
Glare No Flicker

< 3
SDCM 2700K

40°C

-20°C3000K 4000K

HIGH

CRI 24° 36°15° 90° 355°

90° 355°

Unit:mm

Unit:mm

White Black Titanium

White Black Titanium

VATTL070X
VATSL070X
VATFL070X

VATTL080X
VATSL080X
VATFL080X
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Model

TTL070X
TSL070X
TFL070X

Model

TTL080X
TSL080X
TFL080X

Power

LED 20W
LED 20W
LED 20W

Power

LED 30W
LED 30W
LED 30W

Light output

1500lm
1500lm
1500lm

Light output

1750m
1750lm
1750lm

Adaptor

2 Wires Single-circuit
3 Wires Single-circuit
4 Wires Three circuits

Adaptor

2 Wires Single-circuit
3 Wires Single-circuit
4 Wires Three circuits

Ambient Temp

-20°C-+40°C
-20°C-+40°C
-20°C-+40°C

Ambient Temp

-20°C-+40°C
-20°C-+40°C
-20°C-+40°C

Output voltage

36V
36V
36V

Output voltage

36V
36V
36V

Output current480mA
480mA
480mA

Output current

700mA
700mA
700mA

Φ71x150

210

Φ83x165

210

1600

3200

4800

6400

8000

h(m) 

1

2

3

4

5

E(lx) 

7939

1985

882.1

496.2

317.6

D(cm) 

31.34

62.68

94.02

125.36

156.70

Power : 20W Beam angle : 15°

1900

3800

5700

7600

9500

h(m) 

1

2

3

4

5

E(lx) 

9144

2286

1061

571.5

365.8

D(cm) 

31.81

63.61

95.42

127.22

159.03

Power : 20W Beam angle : 24° 300

1600

2400

3200

4000

h(m) 

1

2

3

4

5

E(lx) 

3572

893.1

396.9

223.3

142.9

D(cm) 

66.76

133.51

200.27

267.03

333.78

Power : 20W Beam angle : 36°

3000

6000

9000

12000

15000

h(m) 

1

2

3

4

5

E(lx) 

11354

2838

1262

709.6

454.1

D(cm) 

36.21

72.41

108.62

144.83

181.03

Power : 30W Beam angle : 24°

1200

2400

3600

4800

6000

h(m) 

1

2

3

4

5

E(lx) 

5832

1458

648

364.5

233.3

D(cm) 

56.25

112.49

168.74

224.98

281.23

Power : 30W Beam angle : 36°

Anti-
Glare

Anti-
Glare No Flicker

LED < 3
SDCM 2700K

40°C

-20°C3000K 4000K

HIGH

CRI 24° 36°

LATOUR STANDARD SERIES

LATOUR STANDARD  SERIES

Accessories :

Accessories :

Elliptical Lens Honey-comb

43

43

Anti-
Glare No Flicker

< 3
SDCM 2700K

40°C

-20°C3000K 4000K

HIGH

CRI 24° 36°15°

90° 355°

90° 355°

Unit:mm

Unit:mm

Elliptical Lens Honey-comb

White Black Titanium

White Black Titanium

Applications : 

-  Suitable for high-end restaurants, retail shops, galleries and museums. 

-  Developed in a full family and with different installation method (track/surface  

   mounted/recessed), the versatility of Latour impresses lighting designers with features 

   of flexibility and style consistency.
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Features
-  The main body of Latour Zoom is made of high density die-cast aluminum for excellent heat dissipation effect.

- With Features of changeable beam angle by simply push-in and pull-out device, Latour Zoom is an ideal lighting solution 

for different size of the object.

- This series provides four specs to meet different lighting applications.

- Elliptical lens and honeycomb are optional for subtle lighting requirement.

- Dali control is optional.

Applications: 

- Suitable for galleries, museums, restaurants and other commercial spaces. 

Latour Zoom 

Features
-  The main body of Latour Zoom is made of high density die-cast aluminum for excellent heat dissipation effect.

- With Features of changeable beam angle by simply push-in and pull-out device, Latour Zoom is an ideal lighting solution 

for different size of the object.

- This series provides four specs to meet different lighting applications.

- Elliptical lens and honeycomb are optional for subtle lighting requirement.

- Dali control is optional.

Applications: 

- Suitable for galleries, museums, restaurants and other commercial spaces. 
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Latour Zoom 

Features
-  The main body of Latour Zoom is made of high density die-cast aluminum for excellent heat dissipation effect.

- With Features of changeable beam angle by simply push-in and pull-out device, Latour Zoom is an ideal lighting solution 

for different size of the object.

- This series provides four specs to meet different lighting applications.

- Elliptical lens and honeycomb are optional for subtle lighting requirement.

- Dali control is optional.

Applications: 

- Suitable for galleries, museums, restaurants and other commercial spaces. 
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Model

Model

Power

LED 9W
LED 9W
LED 9W

Power

LED 9W

Light output

550lm
550lm
550lm

Light output

550lm

Adaptor

2 Wires Single-circuit
3 Wires Single-circuit
4 Wires Three circuits

Installation

Surface mounted

Ambient Temp

-20°C-+40°C
-20°C-+40°C
-20°C-+40°C

Ambient Temp

-20°C-+40°C

Output voltage

36V
36V
36V

Output voltage

36V

Output current

210mA
210mA
210mA

Output current

210mA

500

1000

1500

2000

2500

h(m) 

1

2

3

4

5

E(lx) 

2423

605.9

269.3

151.5

97

D(cm) 

24.24

48.48

72.72

96.96

121.2

Power : 9W Beam angle : 10°

110

220

330

440

550

h(m) 

1

2

3

4

5

E(lx) 

503.7

125.9

56

31.5

20.2

D(cm) 

126.09

252.17

378.26

504.35

630.43

Power : 9W Beam angle : 60°

Φ60x100

121

Φ60x100

145

Anti-
Glare No Flicker

< 3
SDCM 2700K

40°C

-20°C3000K 4000K

HIGH

CRI 10-60°

500

1000

1500

2000

2500

h(m) 

1

2

3

4

5

E(lx) 

2423

605.9

269.3

151.5

97

D(cm) 

24.24

48.48

72.72

96.96

121.2

Power : 9W Beam angle : 10°

110

220

330

440

550

h(m) 

1

2

3

4

5

E(lx) 

503.7

125.9

56

31.5

20.2

D(cm) 

126.09

252.17

378.26

504.35

630.43

Power : 9W Beam angle : 60°

Anti-
Glare No Flicker

< 3
SDCM 2700K

40°C

-20°C3000K 4000K

HIGH

CRI 10-60°

LATOUR ZOOM SERIES

32

Unit:mm

Unit:mm

Model

Model

Power

LED 9W
LED 9W
LED 9W

Power

LED 9W

Light output

550lm
550lm
550lm

Light output

550lm

Adaptor

2 Wires Single-circuit
3 Wires Single-circuit
4 Wires Three circuits

Installation

Surface mounted

Ambient Temp

-20°C-+40°C
-20°C-+40°C
-20°C-+40°C

Ambient Temp

-20°C-+40°C

Output voltage

36V
36V
36V

Output voltage

36V

Output current

210mA
210mA
210mA

Output current

210mA

500

1000

1500

2000

2500

h(m) 

1

2

3

4

5

E(lx) 

2423

605.9

269.3

151.5

97

D(cm) 

24.24

48.48

72.72

96.96

121.2

Power : 9W Beam angle : 10°

110

220

330

440

550

h(m) 

1

2

3

4

5

E(lx) 

503.7

125.9

56

31.5

20.2

D(cm) 

126.09

252.17

378.26

504.35

630.43

Power : 9W Beam angle : 60°

Φ60x100

121

Φ60x100

145

Anti-
Glare No Flicker

< 3
SDCM 2700K

40°C

-20°C3000K 4000K

HIGH

CRI 10-60°

500

1000

1500

2000

2500

h(m) 

1

2

3

4

5

E(lx) 

2423

605.9

269.3

151.5

97

D(cm) 

24.24

48.48

72.72

96.96

121.2

Power : 9W Beam angle : 10°

110

220

330

440

550

h(m) 

1

2

3

4

5

E(lx) 

503.7

125.9

56

31.5

20.2

D(cm) 

126.09

252.17

378.26

504.35

630.43

Power : 9W Beam angle : 60°

Anti-
Glare No Flicker

< 3
SDCM 2700K

40°C

-20°C3000K 4000K

HIGH

CRI 10-60°

LATOUR ZOOM SERIES

32

Unit:mm

Unit:mm

VATTL060T
VATSL060T
VATFL060T

VASAL060T

86



Model

TTL060T
TSL060T
TFL060T

Model

Model

SAL060T

Power

LED 9W
LED 9W
LED 9W

Power

LED 30W
LED 30W
LED 30W

Power

LED 9W

Light output

550lm
550lm
550lm

Light output

1450lm
1450lm
1450lm

Light output

550lm

Adaptor

2 Wires Single-circuit
3 Wires Single-circuit
4 Wires Three circuits

Adaptor

2 Wires Single-circuit
3 Wires Single-circuit
4 Wires Three circuits

Installation

Surface mounted

Ambient Temp

-20°C-+40°C
-20°C-+40°C
-20°C-+40°C

Ambient Temp

-20°C-+40°C
-20°C-+40°C
-20°C-+40°C

Ambient Temp

-20°C-+40°C

Output voltage

36V
36V
36V

Output voltage

36V
36V
36V

Output voltage

36V

Output current

210mA
210mA
210mA

Output current

700mA
700mA
700mA

Output current

210mA

500

1000

1500

2000

2500

3000

6000

9000

12000

15000

h(m) 

1

2

3

4

5

h(m) 

1

2

3

4

5

E(lx) 

2423

605.9

269.3

151.5

97

E(lx) 

2423

605.9

269.3

151.5

97

D(cm) 

24.24

48.48

72.72

96.96

121.2

D(cm) 

24.24

48.48

72.72

96.96

121.2

Power : 9W

Power : 30W

Beam angle : 10°

Beam angle : 15°

110

220

330

440

550

500

1000

1500

2000

2500

h(m) 

1

2

3

4

5

h(m) 

1

2

3

4

5

E(lx) 

503.7

125.9

56

31.5

20.2

E(lx) 

2107

526.7

234.1

131.7

84.3

D(cm) 

126.09

252.17

378.26

504.35

630.43

D(cm) 

93.94

187.88

281.82

375.76

469.70

Power : 9W

Power : 30W

Beam angle : 60°

Beam angle : 50°

Φ60x100

121

Φ60x100

145

Φ83x157

210

Anti-
Glare

Anti-
Glare

No Flicker

No Flicker

< 3
SDCM

< 3
SDCM

2700K

2700K

40°C

-20°C

40°C

-20°C

3000K

3000K

4000K

4000K

HIGH

CRI

HIGH

CRI

10-60°

15-50°500

1000

1500

2000

2500

h(m) 

1

2

3

4

5

E(lx) 

2423

605.9

269.3

151.5

97

D(cm) 

24.24

48.48

72.72

96.96

121.2

Power : 9W Beam angle : 10°

110

220

330

440

550

h(m) 

1

2

3

4

5

E(lx) 

503.7

125.9

56

31.5

20.2

D(cm) 

126.09

252.17

378.26

504.35

630.43

Power : 9W Beam angle : 60°

Anti-
Glare No Flicker

< 3
SDCM 2700K

40°C

-20°C3000K 4000K

HIGH

CRI 10-60°

LATOUR ZOOM SERIES

LATOUR ZOOM SERIESLATOUR ZOOM SERIES

Model Power

LED 20W
LED 20W
LED 20W

Light output

960lm
960lm
960lm

Adaptor

2 Wires Single-circuit
3 Wires Single-circuit
4 Wires Three circuits

Ambient Temp

-20°C-+40°C
-20°C-+40°C
-20°C-+40°C

Output voltage

36V
36V
36V

Output current

480mA
480mA
480mA

1900

3800

5700

7600

9500

h(m) 

1

2

3

4

5

E(lx) 

2760

690.0

306.7

172.5

110.4

D(cm) 

24.22

48.45

72.67

96.89

121.11

Power : 20W Beam angle : 10°

300

600

900

1200

1500

h(m) 

1

2

3

4

5

E(lx) 

1049

262.2

116.5

65.6

42

D(cm) 

114.37

228.75

343.12

457.50

571.87

Power : 20W Beam angle : 60 °

Φ71x129

210

Anti-
Glare No Flicker

< 3
SDCM 2700K

40°C

-20°C3000K 4000K

HIGH

CRI 10-60°

LATOUR ZOOM SERIES

Accessories :

Elliptical Lens Honey-comb

Accessories :

Elliptical Lens Honey-comb

30
43

32

43

90° 90°

90° 90°

355° 355°

355° 355°

Unit:mm

Unit:mm

Unit:mm

Unit:mm

White Black Titanium White Black Titanium

White Black Titanium White Black Titanium

VATTL070T
VATSL070T
VATFL070T

VATTL080T
VATSL080T
VATFL080T
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Model

Model

Power

LED 7W
LED 7W

Power

LED 7W

Light output

480lm
480lm

Light output

480lm

Adaptor

2 Wires Single-circuit
3 Wires Single-circuit

Installation

Surface mounted

Ambient Temp

-20°C-+40°C
-20°C-+40°C

Ambient Temp

-20°C-+40°C

Output voltage

36V
36V

Output voltage

36V

Output current

160mA
160mA

Output current

160mA

400

800

1200

1600

2000

400

800

1200

1600

2000

h(m) 

1

2

3

4

5

h(m) 

1

2

3

4

5

E(lx) 

1649

412.2

183.2

103.1

65.95

E(lx) 

1649

412.2

183.2

103.1

65.95

D(cm) 

23.59

47.17

70.76

94.34

121.2

D(cm) 

23.59

47.17

70.76

94.34

121.2

Power : 7W

Power : 7W

Beam angle : 15°

Beam angle : 15°

150

300

450

600

750

150

300

450

600

750

h(m) 

1

2

3

4

5

h(m) 

1

2

3

4

5

E(lx) 

736.4

184.1

81.82

46.02

29.45

E(lx) 

736.4

184.1

81.82

46.02

29.45

D(cm) 

60.99

121.97

182.96

243.94

304.93

D(cm) 

60.99

121.97

182.96

243.94

304.93

Power : 7W

Power : 7W

Beam angle : 36°

Beam angle : 36°

Φ50x81

Φ50x81

88

84

Anti-
Glare

Anti-
Glare

No Flicker

No Flicker

< 3
SDCM

< 3
SDCM

2700K

2700K

40°C

-20°C

40°C

-20°C

3000K

3000K

4000K

4000K

HIGH

CRI

HIGH

CRI

15-36°

15-36°

LATOUR ZOOM ECO SERIES

LATOUR ZOOM ECO SERIES

Applications : 

Widely used in retail shops, boutiques, restaurants and other commercial spaces.

27

27

90° 355°

90° 355°

Unit:mm

Unit:mm

White Black Titanium

White Black Titanium

VATTL050T
VATSL050T

VASAL050T
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Model

TTL050T
TSL050T

Model

SAL050T

Power

LED 7W
LED 7W

Power

LED 7W

Light output

480lm
480lm

Light output

480lm

Adaptor

2 Wires Single-circuit
3 Wires Single-circuit

Installation

Surface mounted

Ambient Temp

-20°C-+40°C
-20°C-+40°C

Ambient Temp

-20°C-+40°C

Output voltage

36V
36V

Output voltage

36V

Output current

160mA
160mA

Output current

160mA

400

800

1200

1600

2000

400

800

1200

1600

2000

h(m) 

1

2

3

4

5

h(m) 

1

2

3

4

5

E(lx) 

1649

412.2

183.2

103.1

65.95

E(lx) 

1649

412.2

183.2

103.1

65.95

D(cm) 

23.59

47.17

70.76

94.34

121.2

D(cm) 

23.59

47.17

70.76

94.34

121.2

Power : 7W

Power : 7W

Beam angle : 15°

Beam angle : 15°

150

300

450

600

750

150

300

450

600

750

h(m) 

1

2

3

4

5

h(m) 

1

2

3

4

5

E(lx) 

736.4

184.1

81.82

46.02

29.45

E(lx) 

736.4

184.1

81.82

46.02

29.45

D(cm) 

60.99

121.97

182.96

243.94

304.93

D(cm) 

60.99

121.97

182.96

243.94

304.93

Power : 7W

Power : 7W

Beam angle : 36°

Beam angle : 36°

Φ50x81

Φ50x81

88

84

Anti-
Glare

Anti-
Glare

No Flicker

No Flicker

< 3
SDCM

< 3
SDCM

2700K

2700K

40°C

-20°C

40°C

-20°C

3000K

3000K

4000K

4000K

HIGH

CRI

HIGH

CRI

15-36°

15-36°

LATOUR ZOOM ECO SERIES

LATOUR ZOOM ECO SERIES

27

27

90° 355°

90° 355°

Unit:mm

Unit:mm

White Black Titanium

White Black Titanium

Applications : 

Widely used in retail shops, boutiques, restaurants and other commercial spaces.
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EVO Series

Features
- The innovative and patented structure makes Evo highly interchangeable in different forms of installation.

- Various installation options are available with track mounting, semi-recessed, recessed with trim and pendant mounting.

- In-line current selectable driver integrated with gearbox and adapter for a 3-circuit rail is the standard version of Evo 

Applications: 

- The Evo family is widely applied to retail lighting and other high-end commercial spaces.

track-spot.

- 48V version with Xicato XIM Gen-4 module is an all-round solution for smart control.

- With exceptional color rendering quality, efficacy of the module can be up to 100lm/W (system power).

Model

Model

Power

LED 25W
LED 25W
LED 25W

Power

LED 25W
LED 25W

Light output

2200lm
2200lm
2200lm

Light output

2200lm
2200lm

Adaptor

2 Wires Single-circuit
3 Wires Single-circuit
4 Wires Three circuits

Adaptor

3 Wires Single-circuit
4 Wires Three circuits

Ambient Temp

-20°C-+40°C
-20°C-+40°C
-20°C-+40°C

Ambient Temp

-20°C-+40°C
-20°C-+40°C

Output voltage

31.8V
31.8V
31.8V

Output voltage

31.8V
31.8V

Output current

680mA
680mA
680mA

Output current

680mA
680mA

Accessories :

Cone Frosted Woven Lens Elliptical Lens

Anti-
Glare

Anti-
Glare

No Flicker

No Flicker

< 3
SDCM

< 3
SDCM

2700K

2700K

40°C

-20°C

40°C

-20°C

3000K

3000K

4000K

4000K

HIGH

CRI

HIGH

CRI

24°

24°

40°

40°

15°

15°

2000

4000

6000

8000

10000

h(m) 

1

2

3

4

5

E(lx) 

9667

2417

1074

604.2

386.7

D(cm) 

35.74

71.48

107.21

142.95

178.69

Power : 25W Beam angle : 15°

1200

3600

4800

6400

8000

h(m) 

1

2

3

4

5

E(lx) 

8009

2002

889.9

500.6

320.4

D(cm) 

40.68

81.36

122.03

162.71

203.39

Power : 25W Beam angle : 24°

400

800

1200

1600

2000

h(m) 

1

2

3

4

5

E(lx) 

8009

2002

889.9

500.6

320.4

D(cm) 

40.68

81.36

122.03

162.71

203.39

Power : 25W Beam angle : 40°

2000

4000

6000

8000

10000

h(m) 

1

2

3

4

5

E(lx) 

9667

2417

1074

604.2

386.7

D(cm) 

35.74

71.48

107.21

142.95

178.69

Power : 25W Beam angle : 15°

1200

3600

4800

6400

8000

h(m) 

1

2

3

4

5

E(lx) 

8009

2002

889.9

500.6

320.4

D(cm) 

40.68

81.36

122.03

162.71

203.39

Power : 25W Beam angle : 24°

400

800

1200

1600

2000

h(m) 

1

2

3

4

5

E(lx) 

8009

2002

889.9

500.6

320.4

D(cm) 

40.68

81.36

122.03

162.71

203.39

Power : 25W Beam angle : 40°

Φ71x153

162

Φ71x153

210

43

Applications : 

The Evo family is widely applied to retail lighting and other high-end commercial spaces.

EVO SERIES 

EVO INTEGRATED SERIES

30

90°

90°

355°

355°

Unit:mm

Unit:mm

Current
600mA
650mA
700mA
750mA

1 2 P out
24W
26W
28W
30W

White Black

White Black

VATTE071X
VATSE071X
VATFE071X

VATIE071A
VATKE071A
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Model

Model

Power

LED 25W
LED 25W
LED 25W

Power

LED 25W
LED 25W

Light output

2200lm
2200lm
2200lm

Light output

2200lm
2200lm

Adaptor

2 Wires Single-circuit
3 Wires Single-circuit
4 Wires Three circuits

Adaptor

3 Wires Single-circuit
4 Wires Three circuits

Ambient Temp

-20°C-+40°C
-20°C-+40°C
-20°C-+40°C

Ambient Temp

-20°C-+40°C
-20°C-+40°C

Output voltage

31.8V
31.8V
31.8V

Output voltage

31.8V
31.8V

Output current

680mA
680mA
680mA

Output current

680mA
680mA

Accessories :

Cone Frosted Woven Lens Elliptical Lens

Anti-
Glare

Anti-
Glare

No Flicker

No Flicker

< 3
SDCM

< 3
SDCM

2700K

2700K

40°C

-20°C

40°C

-20°C

3000K

3000K

4000K

4000K

HIGH

CRI

HIGH

CRI

24°

24°

40°

40°

15°

15°

2000

4000

6000

8000

10000

h(m) 

1

2

3

4

5

E(lx) 

9667

2417

1074

604.2

386.7

D(cm) 

35.74

71.48

107.21

142.95

178.69

Power : 25W Beam angle : 15°

1200

3600

4800

6400

8000

h(m) 

1

2

3

4

5

E(lx) 

8009

2002

889.9

500.6

320.4

D(cm) 

40.68

81.36

122.03

162.71

203.39

Power : 25W Beam angle : 24°

400

800

1200

1600

2000

h(m) 

1

2

3

4

5

E(lx) 

8009

2002

889.9

500.6

320.4

D(cm) 

40.68

81.36

122.03

162.71

203.39

Power : 25W Beam angle : 40°

2000

4000

6000

8000

10000

h(m) 

1

2

3

4

5

E(lx) 

9667

2417

1074

604.2

386.7

D(cm) 

35.74

71.48

107.21

142.95

178.69

Power : 25W Beam angle : 15°

1200

3600

4800

6400

8000

h(m) 

1

2

3

4

5

E(lx) 

8009

2002

889.9

500.6

320.4

D(cm) 

40.68

81.36

122.03

162.71

203.39

Power : 25W Beam angle : 24°

400

800

1200

1600

2000

h(m) 

1

2

3

4

5

E(lx) 

8009

2002

889.9

500.6

320.4

D(cm) 

40.68

81.36

122.03

162.71

203.39

Power : 25W Beam angle : 40°

Φ71x153

162

Φ71x153

210

43

Applications : 

The Evo family is widely applied to retail lighting and other high-end commercial spaces.

EVO SERIES 

EVO INTEGRATED SERIES

30

90°

90°

355°

355°

Unit:mm

Unit:mm

Current
600mA
650mA
700mA
750mA

1 2 P out
24W
26W
28W
30W

White Black

White Black

VATTE071X
VATSE071X
VATFE071X

VATIE071A
VATKE071A
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T SERIES 

Features
- Made in high purity aluminum, excellent heat dissipating.

- Easy to assemble and compact design with outstanding lighting performance make T series as one of the SAT’s most 

Applications: 

- Its classic simple appearance makes T series the ideal solution for accent lighting in various areas .

- Widely used in retail shops, boutiques and other commercial spaces.

popular series.

- Surface-mounted installation method is optional for low power specs.

- Varied optic accessories are available for higher power specs.
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Model

TTE071X
TSE071X
TFE071X

Model

TIE071A
TKE071A

Power

LED 25W
LED 25W
LED 25W

Power

LED 25W
LED 25W

Light output

2200lm
2200lm
2200lm

Light output

2200lm
2200lm

Adaptor

2 Wires Single-circuit
3 Wires Single-circuit
4 Wires Three circuits

Adaptor

3 Wires Single-circuit
4 Wires Three circuits

Ambient Temp

-20°C-+40°C
-20°C-+40°C
-20°C-+40°C

Ambient Temp

-20°C-+40°C
-20°C-+40°C

Output voltage

31.8V
31.8V
31.8V

Output voltage

31.8V
31.8V

Output current

680mA
680mA
680mA

Output current

680mA
680mA

Accessories :

Accessories :

Cone

Cone

Frosted 

Frosted

Woven Lens

Woven Lens

Elliptical Lens

Elliptical Lens

Anti-
Glare

Anti-
Glare

No Flicker

No Flicker

< 3
SDCM

< 3
SDCM

2700K

2700K

40°C

-20°C

40°C

-20°C

3000K

3000K

4000K

4000K

HIGH

CRI

HIGH

CRI

24°

24°

40°

40°

15°

15°

2000

4000

6000

8000

10000

h(m) 

1

2

3

4

5

E(lx) 

9667

2417

1074

604.2

386.7

D(cm) 

35.74

71.48

107.21

142.95

178.69

Power : 25W Beam angle : 15°

1200

3600

4800

6400

8000

h(m) 

1

2

3

4

5

E(lx) 

8009

2002

889.9

500.6

320.4

D(cm) 

40.68

81.36

122.03

162.71

203.39

Power : 25W Beam angle : 24°

400

800

1200

1600

2000

h(m) 

1

2

3

4

5

E(lx) 

8009

2002

889.9

500.6

320.4

D(cm) 

40.68

81.36

122.03

162.71

203.39

Power : 25W Beam angle : 40°

2000

4000

6000

8000

10000

h(m) 

1

2

3

4

5

E(lx) 

9667

2417

1074

604.2

386.7

D(cm) 

35.74

71.48

107.21

142.95

178.69

Power : 25W Beam angle : 15°

1200

3600

4800

6400

8000

h(m) 

1

2

3

4

5

E(lx) 

8009

2002

889.9

500.6

320.4

D(cm) 

40.68

81.36

122.03

162.71

203.39

Power : 25W Beam angle : 24°

400

800

1200

1600

2000

h(m) 

1

2

3

4

5

E(lx) 

8009

2002

889.9

500.6

320.4

D(cm) 

40.68

81.36

122.03

162.71

203.39

Power : 25W Beam angle : 40°

Φ71x153

162

Φ71x153

210

43

EVO SERIES 

EVO INTEGRATED SERIES

30

90°

90°

355°

355°

Unit:mm

Unit:mm

Current
600mA
650mA
700mA
750mA

1 2 P out
24W
26W
28W
30W

White Black

White Black

Applications : 

The Evo family is widely applied to retail lighting and other high-end commercial spaces.
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Model

Model

TTT050A
TST050A

Power

LED 7W
LED 7W

Power

LED 12W
LED 12W

Light output

420lm
420lm

Light output

480lm
480lm

Adaptor

2 Wires Single-circuit
3 Wires Single-circuit

Adaptor

2 Wires Single-circuit
3 Wires Single-circuit

Ambient Temp

-20°C-+40°C
-20°C-+40°C

Ambient Temp

-20°C-+40°C
-20°C-+40°C

Output voltage

25V
25V

Output voltage

36V
36V

Output current

150mA
150mA

Output current

270mA
270mA

190

380

570

760

950

h(m) 

1

2

3

4

5

E(lx) 

938.3

234.6

104.3

58.64

37.53

D(cm) 

51.45

102.91

154.36

205.81

257.26

Power : 7W Beam angle : 30°

Anti-
Glare

Anti-
Glare

No Flicker

No Flicker

< 3
SDCM

< 3

SDCM2700K

2700K

40°C

-20°C

40°C

-20°C

3000K

3000K

4000K

4000K

HIGH

CRI

HIGH

CRI 24° 36°

30°

15°

Model

TTT060A
TST060A

Power

LED 15W
LED 15W

Light output

1150lm
1150lm

Adaptor

2 Wires Single-circuit
3 Wires Single-circuit

Ambient Temp

-20°C-+40°C
-20°C-+40°C

Output voltage

36V
36V

Output current

360mA
360mA

700

1400

2100

2800

3500

h(m) 

1

2

3

4

5

E(lx) 

3208

802.1

356.5

200.5

128.3

D(cm) 

37.94

75.88

113.82

151.76

189.70

Power : 12W Beam angle : 15°

600

1200

1800

2400

3000

h(m) 

1

2

3

4

5

E(lx) 

2984

746.1

331.6

186.5

119.4

D(cm) 

41.70

83.39

125.09

166.79

208.49

Power : 12W Beam angle : 24°

400

800

1200

1600

2000

h(m) 

1

2

3

4

5

E(lx) 

1955

488.6

217.2

122.2

78.18

D(cm) 

58.46

116.91

175.37

233.83

292.28

Power : 12W Beam angle : 36°

1200

3600

4800

6400

8000

h(m) 

1

2

3

4

5

E(lx) 

7700

1925

855.5

481.2

308.0

D(cm) 

28.65

57.29

85.94

114.58

143.23

Power : 15W Beam angle : 15°

1200

2400

3600

4800

6000

h(m) 

1

2

3

4

5

E(lx) 

5974

1493

663.8

373.4

239.0

D(cm) 

31.65

63.29

94.94

126.58

158.23

Power : 15W Beam angle : 24°

600

1200

1800

2400

3000

h(m) 

1

2

3

4

5

E(lx) 

2602

650.6

289.2

162.7

104.1

D(cm) 

56.60

113.21

169.81

226.42

283.02

Power : 15W Beam angle : 36°

Anti-
Glare No Flicker

< 3
SDCM 2700K

40°C

-20°C3000K 4000K

HIGH

CRI 24° 36°15°

Φ50x105

126

32

Φ50x79

Φ60x110

88

126

T SERIES

T SERIES

T SERIES

Model Power

LED 7W

Light output

420lm

Installation

Surface mounted

Ambient Temp

-20°C-+40°C

Output voltage

25V

Output current

210mA

190

380

570

760

950

h(m) 

1

2

3

4

5

E(lx) 

938.3

234.6

104.3

58.64

37.53

D(cm) 

51.45

102.91

154.36

205.81

257.26

Power : 7W Beam angle : 30°

Anti-
Glare No Flicker

< 3
SDCM 2700K

40°C

-20°C3000K 4000K

HIGH

CRI 30°

Φ50x79

84

T SERIES

27

27
32

90° 355°

90° 355°

90°

90°

355°

355°

Unit:mm

Unit:mm

Unit:mm

Unit:mm

White Black White Black

White Black White Black

VATTT050B
VATST050B

VASAT050B
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T SERIES 

Features
- Made in high purity aluminum, excellent heat dissipating.

- Easy to assemble and compact design with outstanding lighting performance make T series as one of the SAT’s most 

popular series.

- Surface-mounted installation method is optional for low power specs.

- Varied optic accessories are available for higher power specs. Applications: 

- Its classic simple appearance makes T series the ideal solution for accent lighting in various areas .

- Widely used in retail shops, boutiques and other commercial spaces.
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Model

TTT050B
TST050B

Model

Power

LED 7W
LED 7W

Power

LED 12W
LED 12W

Light output

420lm
420lm

Light output

480lm
480lm

Adaptor

2 Wires Single-circuit
3 Wires Single-circuit

Adaptor

2 Wires Single-circuit
3 Wires Single-circuit

Ambient Temp

-20°C-+40°C
-20°C-+40°C

Ambient Temp

-20°C-+40°C
-20°C-+40°C

Output voltage

25V
25V

Output voltage

36V
36V

Output current

150mA
150mA

Output current

270mA
270mA

190

380

570

760

950

h(m) 

1

2

3

4

5

E(lx) 

938.3

234.6

104.3

58.64

37.53

D(cm) 

51.45

102.91

154.36

205.81

257.26

Power : 7W Beam angle : 30°

Anti-
Glare

Anti-
Glare

No Flicker

No Flicker

< 3
SDCM

< 3
SDCM2700K 2700K

40°C

-20°C

40°C

-20°C

3000K

3000K

4000K

4000K

HIGH

CRI

HIGH

CRI 24° 36°

30°

15°

Model Power

LED 15W
LED 15W

Light output

1150lm
1150lm

Adaptor

2 Wires Single-circuit
3 Wires Single-circuit

Ambient Temp

-20°C-+40°C
-20°C-+40°C

Output voltage

36V
36V

Output current

360mA
360mA

700

1400

2100

2800

3500

h(m) 

1

2

3

4

5

E(lx) 

3208

802.1

356.5

200.5

128.3

D(cm) 

37.94

75.88

113.82

151.76

189.70

Power : 12W Beam angle : 15°

600

1200

1800

2400

3000

h(m) 

1

2

3

4

5

E(lx) 

2984

746.1

331.6

186.5

119.4

D(cm) 

41.70

83.39

125.09

166.79

208.49

Power : 12W Beam angle : 24°

400

800

1200

1600

2000

h(m) 

1

2

3

4

5

E(lx) 

1955

488.6

217.2

122.2

78.18

D(cm) 

58.46

116.91

175.37

233.83

292.28

Power : 12W Beam angle : 36°

1200

3600

4800

6400

8000

h(m) 

1

2

3

4

5

E(lx) 

7700

1925

855.5

481.2

308.0

D(cm) 

28.65

57.29

85.94

114.58

143.23

Power : 15W Beam angle : 15°

1200

2400

3600

4800

6000

h(m) 

1

2

3

4

5

E(lx) 

5974

1493

663.8

373.4

239.0

D(cm) 

31.65

63.29

94.94

126.58

158.23

Power : 15W Beam angle : 24°

600

1200

1800

2400

3000

h(m) 

1

2

3

4

5

E(lx) 

2602

650.6

289.2

162.7

104.1

D(cm) 

56.60

113.21

169.81

226.42

283.02

Power : 15W Beam angle : 36°

Anti-
Glare No Flicker

< 3
SDCM 2700K

40°C

-20°C3000K 4000K

HIGH

CRI 24° 36°15°

Φ50x105

126

32

Φ50x79

Φ60x110

88

126

T SERIES

T SERIES

T SERIES

Model

SAT050B

Power

LED 7W

Light output

420lm

Installation

Surface mounted

Ambient Temp

-20°C-+40°C

Output voltage

25V

Output current

210mA

190

380

570

760

950

h(m) 

1

2

3

4

5

E(lx) 

938.3

234.6

104.3

58.64

37.53

D(cm) 

51.45

102.91

154.36

205.81

257.26

Power : 7W Beam angle : 30°

Anti-
Glare No Flicker

< 3
SDCM 2700K

40°C

-20°C3000K 4000K

HIGH

CRI 30°

Φ50x79

84

T SERIES

27

27

32

90° 355°

90° 355°

90°

90°

355°

355°

Unit:mm

Unit:mm

Unit:mm

Unit:mm

White Black White Black

White Black White Black

VATTT050A
VATST050A

VATTT060A
VATST060A
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Model Power

LED 35W
LED 35W
LED 35W

Light output

3000lm
3000lm
3000lm

Adaptor

2 Wires Single-circuit
3 Wires Single-circuit
4 Wires Three circuits

Ambient Temp

-20°C-+40°C
-20°C-+40°C
-20°C-+40°C

Output voltage

36V
36V
36V

Output current

820mA
820mA
820mA

3000

6000

9000

12000

15000

h(m) 

1

2

3

4

5

E(lx) 

15006

3751

1667

937.8

600.2

D(cm) 

31.16

62.32

93.49

124.65

155.81

Power : 35W Beam angle : 15°

3000

6000

9000

12000

15000

h(m) 

1

2

3

4

5

E(lx) 

12704

3176

1412

749.0

508.2

D(cm) 

37.99

75.99

113.98

151.98

189.97

Power : 35W Beam angle : 24°

1000

2000

3000

4000

5000

h(m) 

1

2

3

4

5

E(lx) 

4655

1164

517.2

290.9

186.21

D(cm) 

65.96

131.92

197.89

263.85

329.81

Power : 35W Beam angle : 36°

Anti-
Glare No Flicker

< 3
SDCM 2700K

40°C

-20°C3000K 4000K

HIGH

CRI 24° 36°15°

Φ78x185

160

40

Applications : 

- Its classic simple appearance makes T series the ideal solution for accent lighting in various areas .

- Widely used in retail shops, boutiques and other commercial spaces.

T SERIES

Model Power

LED 25W
LED 25W
LED 25W

Light output

2000lm
2000lm
2000lm

Adaptor

2 Wires Single-circuit
3 Wires Single-circuit
4 Wires Three circuits

Ambient Temp

-20°C-+40°C
-20°C-+40°C
-20°C-+40°C

Output voltage

36V
36V
36V

Output current

600mA
600mA
600mA

1900

3800

5700

7600

9500

h(m) 

1

2

3

4

5

E(lx) 

9146

2287

1016

571.6

365.8

D(cm) 

30.82

61.64

92.47

123.29

154.11

Power : 25W Beam angle : 15°

1200

2400

3600

4800

6000

h(m) 

1

2

3

4

5

E(lx) 

5873

1468

652.5

367.0

234.9

D(cm) 

40.79

81.57

122.36

163.15

203.94

Power : 25W Beam angle : 24°

800

1600

2400

3200

4000

h(m) 

1

2

3

4

5

E(lx) 

3981

995.1

442.3

248.8

159.2

D(cm) 

58.55

117.10

175.65

234.20

292.76

Power : 25W Beam angle : 36°

Anti-
Glare No Flicker

< 3
SDCM 2700K

40°C

-20°C3000K 4000K

HIGH

CRI 24° 36°15°

Φ70x160

160

T SERIES

40

90° 355°

90° 355°

Unit:mm

Unit:mm

White Black

White Black

Model Power

LED 35W
LED 35W
LED 35W

Light output

3000lm
3000lm
3000lm

Adaptor

2 Wires Single-circuit
3 Wires Single-circuit
4 Wires Three circuits

Ambient Temp

-20°C-+40°C
-20°C-+40°C
-20°C-+40°C

Output voltage

36V
36V
36V

Output current

820mA
820mA
820mA

3000

6000

9000

12000

15000

h(m) 

1

2

3

4

5

E(lx) 

15006

3751

1667

937.8

600.2

D(cm) 

31.16

62.32

93.49

124.65

155.81

Power : 35W Beam angle : 15°

3000

6000

9000

12000

15000

h(m) 

1

2

3

4

5

E(lx) 

12704

3176

1412

749.0

508.2

D(cm) 

37.99

75.99

113.98

151.98

189.97

Power : 35W Beam angle : 24°

1000

2000

3000

4000

5000

h(m) 

1

2

3

4

5

E(lx) 

4655

1164

517.2

290.9

186.21

D(cm) 

65.96

131.92

197.89

263.85

329.81

Power : 35W Beam angle : 36°

Anti-
Glare No Flicker

< 3
SDCM 2700K

40°C

-20°C3000K 4000K

HIGH

CRI 24° 36°15°

Φ78x185

160

40

Applications : 

- Its classic simple appearance makes T series the ideal solution for accent lighting in various areas .

- Widely used in retail shops, boutiques and other commercial spaces.

T SERIES

Model Power

LED 25W
LED 25W
LED 25W

Light output

2000lm
2000lm
2000lm

Adaptor

2 Wires Single-circuit
3 Wires Single-circuit
4 Wires Three circuits

Ambient Temp

-20°C-+40°C
-20°C-+40°C
-20°C-+40°C

Output voltage

36V
36V
36V

Output current

600mA
600mA
600mA

1900

3800

5700

7600

9500

h(m) 

1

2

3

4

5

E(lx) 

9146

2287

1016

571.6

365.8

D(cm) 

30.82

61.64

92.47

123.29

154.11

Power : 25W Beam angle : 15°

1200

2400

3600

4800

6000

h(m) 

1

2

3

4

5

E(lx) 

5873

1468

652.5

367.0

234.9

D(cm) 

40.79

81.57

122.36

163.15

203.94

Power : 25W Beam angle : 24°

800

1600

2400

3200

4000

h(m) 

1

2

3

4

5

E(lx) 

3981

995.1

442.3

248.8

159.2

D(cm) 

58.55

117.10

175.65

234.20

292.76

Power : 25W Beam angle : 36°

Anti-
Glare No Flicker

< 3
SDCM 2700K

40°C

-20°C3000K 4000K

HIGH

CRI 24° 36°15°

Φ70x160

160

T SERIES

40

90° 355°

90° 355°

Unit:mm

Unit:mm

White Black

White Black

VATTT070X
VATST070X
VATFT070X

VATTT080X
VATST080X
VATFT080X

97



Taurus

Features
- Taurus is one of the most classic design from SAT. Two simple bodies combined by a joint allow the optical section to be adjusted as 

needed.

- Die-cast aluminum body, reflector made by PC material, processed through precise injection and surface vacuum plating.

-  Efficient heat-sink made of pure aluminum through cold forging technique. The excellent heat management design allows Taurus to 

maintain high performance in a minimal form.

- Dali control is optional.

Applications: 

- Taurus's versatility and elegant design makes it as an ideal solution for accent lighting in 

commercial spaces like retail shops and apartment stores. 

98



Model

TTT080X
TST080X
TFT080X

Power

LED 35W
LED 35W
LED 35W

Light output

3000lm
3000lm
3000lm

Adaptor

2 Wires Single-circuit
3 Wires Single-circuit
4 Wires Three circuits

Ambient Temp

-20°C-+40°C
-20°C-+40°C
-20°C-+40°C

Output voltage

36V
36V
36V

Output current

820mA
820mA
820mA

3000

6000

9000

12000

15000

h(m) 

1

2

3

4

5

E(lx) 

15006

3751

1667

937.8

600.2

D(cm) 

31.16

62.32

93.49

124.65

155.81

Power : 35W Beam angle : 15°

3000

6000

9000

12000

15000

h(m) 

1

2

3

4

5

E(lx) 

12704

3176

1412

749.0

508.2

D(cm) 

37.99

75.99

113.98

151.98

189.97

Power : 35W Beam angle : 24°

1000

2000

3000

4000

5000

h(m) 

1

2

3

4

5

E(lx) 

4655

1164

517.2

290.9

186.21

D(cm) 

65.96

131.92

197.89

263.85

329.81

Power : 35W Beam angle : 36°

Anti-
Glare No Flicker

< 3
SDCM 2700K

40°C

-20°C3000K 4000K

HIGH

CRI 24° 36°15°

Φ78x185

160

40

T SERIES

Model

TTT070X
TST070X
TFT070X

Power

LED 25W
LED 25W
LED 25W

Light output

2000lm
2000lm
2000lm

Adaptor

2 Wires Single-circuit
3 Wires Single-circuit
4 Wires Three circuits

Ambient Temp

-20°C-+40°C
-20°C-+40°C
-20°C-+40°C

Output voltage

36V
36V
36V

Output current

600mA
600mA
600mA

1900

3800

5700

7600

9500

h(m) 

1

2

3

4

5

E(lx) 

9146

2287

1016

571.6

365.8

D(cm) 

30.82

61.64

92.47

123.29

154.11

Power : 25W Beam angle : 15°

1200

2400

3600

4800

6000

h(m) 

1

2

3

4

5

E(lx) 

5873

1468

652.5

367.0

234.9

D(cm) 

40.79

81.57

122.36

163.15

203.94

Power : 25W Beam angle : 24°

800

1600

2400

3200

4000

h(m) 

1

2

3

4

5

E(lx) 

3981

995.1

442.3

248.8

159.2

D(cm) 

58.55

117.10

175.65

234.20

292.76

Power : 25W Beam angle : 36°

Anti-
Glare No Flicker

< 3
SDCM 2700K

40°C

-20°C3000K 4000K

HIGH

CRI 24° 36°15°

Φ70x160

160

T SERIES

40

90° 355°

90° 355°

Unit:mm

Unit:mm

White Black

White Black

Applications : 

- Its classic simple appearance makes T series the ideal solution for accent lighting in various areas .

- Widely used in retail shops, boutiques and other commercial spaces.
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Model

Model

Power

LED 35W/40W
LED 35W/40W
LED 35W/40W

Power

LED 35W/40W
LED 35W/40W
LED 35W/40W

Light output

2800lm / 3500lm
2800lm / 3500lm
2800lm / 3500lm

Light output

2800lm / 3500lm
2800lm / 3500lm
2800lm / 3500lm

Adaptor

2 Wires Single-circuit
3 Wires Single-circuit
4 Wires Three circuits

Adaptor

2 Wires Single-circuit
3 Wires Single-circuit
4 Wires Three circuits

Ambient Temp

-20°C-+40°C
-20°C-+40°C
-20°C-+40°C

Ambient Temp

-20°C-+40°C
-20°C-+40°C
-20°C-+40°C

Output voltage

36V
36V
36V

Output voltage

36V
36V
36V

Output current

820mA / 900mA
820mA/ 900mA
820mA/ 900mA

Output current

820mA / 900mA
820mA/ 900mA
820mA/ 900mA

3000

6000

9000

12000

15000

3000

6000

9000

12000

15000

h(m) 

1

2

3

4

5

h(m) 

1

2

3

4

5

E(lx) 

13357

3339

1484

834.8

534.3

E(lx) 

14038

3509

1560

877.4

561.5

D(cm) 

27.61

55.23

82.84

110.45

138.07

D(cm) 

28.57

57.15

85.72

114.30

142.87

Power : 35W

Power : 35W

Beam angle : 15°

Beam angle : 15°

1900

3800

5700

7600

9500

3000

6000

9000

12000

15000

h(m) 

1

2

3

4

5

h(m) 

1

2

3

4

5

E(lx) 

9296

2324

1033

581.0

371.8

E(lx) 

10115

2529

1124

632.2

404.6

D(cm) 

39.99

79.98

119.96

159.95

199.94

D(cm) 

39.15

78.31

117.46

156.61

195.77

Power : 35W

Power : 35W

Beam angle : 24°

Beam angle : 24°

1000

2000

3000

4000

5000

1000

2000

3000

4000

5000

h(m) 

1

2

3

4

5

h(m) 

1

2

3

4

5

E(lx) 

4872

1218

541.3

304.5

194.9

E(lx) 

4915

1229

546.1

307.2

196.6

D(cm) 

69.60

139.20

208.80

278.41

348.01

D(cm) 

69.76

139.52

209.27

279.03

348.79

Power : 35W

Power : 35W

Beam angle : 40°

Beam angle : 40°

Anti-
Glare

Anti-
Glare

No Flicker

No Flicker

LED

LED

< 3
SDCM

< 3
SDCM

2700K

2700K

40°C

-20°C

40°C

-20°C

3000K

3000K

4000K

4000K

HIGH

CRI

HIGH

CRI

24°

24°

40°

40°

15°

15°

Applications : 

Taurus's versatility and elegant design makes it as an ideal solution for accent lighting in 

commercial spaces like retail shops and apartment stores..

TAURUS SERIES

TAURUS SERIES

Φ92x129

215

Φ92x126

Unit:mm

Unit:mm

White Black

White Black

VATTJ096A
VATSJ096A
VATFJ096A

VATTJ096X
VATSJ096X
VATFJ096X
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Taurus

Features

- Taurus is one of the most classic design from SAT. Two simple bodies combined by a joint allow the optical section to be adjusted as 

needed.

- Die-cast aluminum body, reflector made by PC material, processed through precise injection and surface vacuum plating.

-  Efficient heat-sink made of pure aluminum through cold forging technique. The excellent heat management design allows Taurus to 

maintain high performance in a minimal form.
- Dali control is optional. Applications: 

- Taurus's versatility and elegant design makes it as an ideal solution for accent lighting in 

commercial spaces like retail shops and apartment stores. 
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